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Well No.: Monument Fed. 21-6-9-16Y

CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: _Equitable Resources Energy Company

Well Name & Number: _Equitable Monument Federal 21-6-9-16Y

APl Number: 43-013-31816

Lease Number: U - 74390

Location: NENW__Sec. 06 T.9S R. 16E

NOTIFICATION REQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to construction of
location and access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding the well.
Casing String and - at least twenty-four (24) hours prior to running casing and
Cementing cementing all casing strings.

BOP and Related - at least twenty-four (24) hours prior to initiating pressure
Equipment Tests tests.

First Production - within five (5) business days after new well begins, or
Notice production resumes after well has been off production for

more than ninety (90) days.

For more specific details on notification requirements, please check the Conditions of Approval
for Notice to Drill and Surface Use Program.
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CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or
equitable title to those rights in the subject lease which would entitle the applicant to conduct

operations thereon.

All lease and/or unit operations will be conducted in such a manner that full compliance is
made with applicable laws, regulations (43 CFR 3100), Onshore Qil and Gas Orders, and the

approved plan of operations. The operator is fully responsible for the actions of his
subcontractors. A copy of these conditions will be furnished the field representative to insure

compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well
is being drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLING PROGRAM

1. Estimated Depth_at Which Oil. Gas, Water, or Other Mineral Bearing Zones are
Expected to be Encountered

Report ALL water shows and water-bearing sands to Tim Ingwell of this office prior to
setting the next casing string or requesting plugging orders. Faxed ccpies of
State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected,
submit samples to this office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling, will be recorded by depth and adequately protected. All oil
and gas shows will be tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore QOil
and Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a
2M system and individual components shall be operable as designed. Chart recorders

shall be used for all pressure tests.

Test charts, with individual test results identified, shall be maintained on location while
drilling and shall be made available to a BLM representative upon request.

if an air compressor is on location and is being utilized to provide air for the drilling
medium while drilling, the special drilling requirements in Onshore Oil and Gas Order
No. 2, regarding air or gas drilling shall be adhered to. If a mist system is being utilized
then the requirement for a deduster shall be waived.
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Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints, with a minimum of
one centralizer per joint.

As a minimum, the usable water and oil shale resources shall be isolated and/or
protected by having a cement top for the production casing at least 200 ft. above the
base of the usable water zone, identified at 656 ft. If gilsonite is encountered while
drilling, it shall be isolated and/or protected via the cementing program.

Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or
demonstrating a characteristic of a hazardous waste will not be used in drilling, testing,

or completion operations.

No chromate additives will be used in the mud system on Federal and Indian lands
without prior BLM approval to ensure adequate protection of fresh water aquifers.

Corina, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted to this office on a
weekly basis. ‘

All Drill Stem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AQO. However, DSTs may be
allowed to continue at night if the test was initiated during daylight hours and the rate
of flow is stabilized and if adequate lighting is available (i.e., lighting which is adequate
for visibility and vaporproof for safe operations). Packers can be released, but tripping
should not begin before daylight unless prior approval is obtained from the AO.

A cement bond log (CBL) will be run from the production casing shoe to the top of the
cement and shall be utilized to determine the bond quality for the production casing.
Submit a field copy of the CBL to this office. -

Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in
accordance with 43 CFR 3164. Two copies of all logs, core descriptions, core
analyses, well-test data, geologic summaries, sample description, and all other surveys
or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. Samples (cuttings, fluids, and/or gases) will
be submitted when requested by the AO.
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Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in a suspended status
without prior approval of the AO. If operations are to be suspended, prior approval of
the AO will be obtained and notification given before resumption of operations.

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form
MMS/3160.

immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual
occurrences shall be promptly reported in accordance with the requirements of NTL-3A

or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry Notice”
(Form 3160-5) to that effect will be filed, for prior approval of the AO, and all conditions
of this approved plan are applicable during all operations conducted with the

replacement rig.

The date on which production is commenced or resumed will be construed for oil wells
as the date on which liquid hydrocarbons are first sold or shipped from a temporary
storage facility, such as a test tank, and for which a run ticket is required to be
generated or, the date on which liquid hydrocarbons are first produced into a
permanent storage facility, whichever first occurs; and, for gas wells as the date on
which associated liquid hydrocarbons are first sold or shipped from a temporary
storage facility, such as a test tank, and for which a run ticket is required to be
generated or, the date on which gas is first measured through permanent metering
facilities, whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when
the well is placed in a producing status. Such notification will be sent by telegram or
other written communication, not later than five (5) days following the date on which
the well is placed on production.

Gas produced from this well may not be vented or flared beyond an initial authorized
test period of 30 days or 50 MMCEF following its completion, whichever occurs first,
without the prior written approval of the Authorized Officer. Should gas be vented or
flared without approval beyond the authorized test period, the operator may be directed
to shut-in the well until the gas can be captured or approval to continue venting or
flaring as uneconomic is granted and the operator shall be required to compensate the
lessor for that portion of the gas vented or flared without approval which is determined

to have been avoidably lost.
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A schematic facilities diagram as required by 43 CFR 3162.7-2, 3162.7-3, and 3162.7-
4 shall be submitted to the appropriate District Office within thirty (30) days of
installation or first production, whichever occurs first. All site security regulations as
specified in Onshore Oil & Gas Order No. 3 shall be adhered to. All product lines
entering and leaving hydrocarbon storage tanks will be effectively sealed in
accordance with 43 CFR 3162.7-4.

No well abandonment operations will be commenced without the prior approval of the
AO. In the case of newly drilled dry holes or failures, and in emergency situations, oral
approval will be obtained from the AO. A "Subsequent Report of Abandonment” Form
 3160-5, will be filed with the AO within thirty (30) days following completion of the well
for abandonment. This report will indicate where plugs were placed and the current
status of surface restoration. Final abandonment will not be approved until the surface
reclamation work required by the approved APD or approved abandonment notice has
been completed to the satisfaction of the AO or his representative, or the appropriate

Surface Managing Agency.

Other Information

All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling onlease or off-lease will
have prior written approval from the AO.

The oil and gas measurement facilities will be installed on the well location. The oil
and gas meters will be calibrated in place prior to any deliveries. Tests for meter
accuracy will be conducted on initial meter installations and at least quarterly
thereafter. The AO will be provided with a date and time for the initial meter calibration
and all future meter proving schedules. A copy of the meter calibration reports will be
submitted to the Vernal Field Office. All meter measurement facilities will conform with
Onshore Oil & Gas Order No. 4 for liquid hydrocarbons and Onshore Oil & Gas Order

No. 5 for natural gas measurement.

The use of materials under BLM jurisdiction will conform to 43 CFR 3610.2-3.

There will be no deviation from the proposed drilling and/or workover program without
prior approval from the AO. Safe drilling and operating practices must be observed.
All wells, whether drilling, producing, suspended, or abandoned will be identified in

accordance with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all
changes of plans and other operations in accordance with 43 CFR 3162.3-2.
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Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR
3162.4-1(c), requires that "not later than the 5th business day after any well begins
production on which royalty is due anywhere on a lease site or allocated to a lease
site, or resumes production in the case of a well which has been off production for
more than 90 days, the operator shall notify the authorized officer by letter or sundry
notice, Form 3160-5, or orally to be followed by a letter or sundry notice, of the date on

which such production has begun or resumed.”

If you fail to comply with this requirement in the manner and time allowed, you shall be
liable for a civil penalty of up to $10,000 per violation for each day such violation
continues, not to exceed a maximum of 20 days. See Section 109(c)(3) of the Federal
Oil and Gas Royalty Management Act of 1982 and the implementing regulations at

Title 43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An
extension period may be granted, if requested, prior to the expiration of the original

approval period.

In the event after-hours approvals are necessary, please contact one of the following
individuals:

Ed Forsman (801) 789-7077
Petroleum Engineer

Wayne P. Bankert  (801) 789-4170
Petroleum Engineer

Jerry Kenczka (801) 789-1190
Petroleum Engineer

BLM FAX Machine (801) 781-4410
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EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

Unused fracturing fluids or acids
Gas plant cooling tower cleaning wastes

Painting wastes

Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck
rinsate, sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt
waste

Refinery wastes

Liquid and solid wastes generated by crude oil and tank bottom reclaimers
Used equipment lubrication oils

Waste compressor oil, filters, and blowdown
Used hydraulic fluids

Waste solvents

Waste in transportation pipeline-related pits
Caustic or acid cleaners

Boiler cleaning wastes

Boiler refractory bricks

Incinerator ash

Laboratory wastes

Sanitary wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation and miscellaneous solids.
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SURFACE USE PROGRAM

METHODS FOR HANDLING WASTE MATERIALS AND DISPOSAL

The reserve pit shall be lined with a synthetic liner that is a minimum of 12 mil thickness with
sufficient bedding to cover any rocks. The liner will overlap the pit walls and be covered with
dirt and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture the liner
will be disposed of in the pit.

Plans For Reclamation Of Location

When reclaiming the reserve pit, the pit liner will be torn and perforated before backfilling the
reserve pit and the torn liner will be buried a minimum of four (4) feet deep. If this is a
producing well and after the reclamation of the reserve pit, and unused disturbed areas,
contact the authorized office to obtain a seed mixture to revegetate these specific areas.

At time of final abandonment the intent of reclamation will be to return the disturbed area to
near natural conditions. Recontour the surface of the disturbed area to blend all cuts, fills,
road berms, and borrow ditches to be natural in appearance with the surrounding terrain.
After recontouring of the area any stockpiled topsoil will be spread over the surface, and the
area reseeded and revegetated to the satisfaction of the authorized officer of the BLM.
‘Contact the authorized officer of the BLM at the time of reclamation for the required seed

mixture.

Other Information

The operator or their contractor shall contact the BLM office at (801)789-1362, 48 hours prior
to construction activities.

Surface Gas Line

No installation of the proposed surface line will be performed during periods when the soil is
too wet to adequately support installation equipment. If such equipment creates ruts in
excess of three inches deep, the soil will be deemed too wet to adequately support this

equipment.

Where possible the line shall be placed as close to existing oil field roads as possible without
interfering with normal road travel or maintenance activities. For the line that is not installed
along an existing road but across country, after installation travel on the line will be infrequent
and for maintenance needs only. |f surface disturbance occurs along the line the operator

will be required to perform restoration of the land.

All surface lines will be either black or brown in color.
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For this location in Lot 3, the Timing Limitation Stipulation concerning sage grouse nesting
areas has been waived by the Authorized Officer.

In the event this becomes a producing well a hospital muffler will be installed to reduce noise
levels on and around the location.
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DUCHESNE COUNTY
UNDESIGNATED FIELD (002)

LEASE TYPE: FED

LEASE NUMBER: UTU - 74390

PROPOSED PRODUCING FORMATION: GRRV

INSPECT LOCATION BY: / /
TECH REVIEW|Initials Date
Engineering

Geology

Surface

RECEIVED AND/OR REVIEWED:

/ Plat
~ Bond: Federal [V State[] Feel]
(Number 5544 )

_f% Potash (Y/N)
0il shale (Y/N)
W

ater permit

LOCATION AND SITING:

R649-2-3. Unit:

R649-3-2. General.

v/ R649-3-3. Exception.

(Number ¥32-/1721 ) Drilling Unit.
RDCC Review (Y/N) Board Cause no:
(Date: ) Date:
COMMENTS :

STIPULATIONS:
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OPERATOR: EQUITABL (N9890)
FIELD: UNDESIGNATED (002)
SECTION: 6 T9S, R16E
COUNTY: DUCHESNE
SPACING: UAC R649-3-3
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February 24, 1997

Mr. Mike Hebertson

State of Utah

Division of Oil, Gas and Mining
1594 West North Temple

Salt Lake City, UT 84114-5801

Dear Mr. Hebertson:

As operator, we request an exception to location for the following wells for
the reasons noted below:

Monument Federal #21-6-9-16Y - topographical reasons (drainage)
Monument Federal #21-18-9-16Y - topographical reasons (ridge)
Monument Federal #43-31-8-18Y - topographical reasons (drainage)

If you have any questions or need additional information, please do not
hesitate to give me a call at (406) 259-7860.

Sincerely,
7 /
/j;/ - ' S d V0 DR
ORI ESE AN <t et

Bobbie Schuman
Regulatory and
Environmental Specialist

/hs

cc: Bureau of Land Management (Vernal, UT)



CONFIDENTIAL

AS OPERATOR, WE HEREBY REQUEST THAT THE STATUS OF
THIS WELL BE HELD TIGHT FOR THE MAXIMUM PERIOD
ALLOWED BY FEDERAL AND STATE REGULATIONS.

Equitable Resources Lnergy Company
Western Region
1601 Lewis Avenue
Billings, MT 59102
(400) 259-7800
FAX: (400) 245-1301




EXHIBITS

A PROPOSED DRILLING PROGRAM
B PROPOSED SURFACE USE PROGRAM

c GEOLOGIC PROGNOSIS

D DRILLING PROGRAM/CASING DESIGN/WELLBORE DIAGRAM

B HAZMAT DECLARATION

F EXISTING & PLANNED ACCESS ROADS (MAPS A & B)

G WELLSITE LAYOUT

H BOPE SCHEMATIC

I EXISTING ROADS (MAP C)

J PROPOSED PRODUCTION FACILITY DIAGRAM

K SURVEY PLAT

L LAYOUT/CUT & FILL DIAGRAM

M GAS GATHERING PIPELINE ROW APPLICATION

N ARCHEOLOGICAL/PALEONTOLOGICAL

2/13/97/rs

CLEARANCE REPORT
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EXHIBIT "A"
proposed Drilling Program
pPage 1

PROPOSED DRILLING PROGRAM

EQUITABLE RESOURCES ENERGY COMPANY
western Region
Monument Federal #21-6-9-16Y
NE NW Section 6, T9S , R16E
puchesne county, Utah

in accordance with requirements outlined in 43 CFR 3162-3.1 (d:

1.

ESTIMATED IMPORTANT GEOLOGICAL MARKERS:

See Geologic Prognosis (EXHIBIT "C"

ESTIMATED DEPT HS OF ANTICIPATED OIL, GAS OR WATER:

See Geologic Prognosis (EXHIBIT "C")

PE

' M FICATIONS FOR PRE E CONTROL:

EXHIBIT "H" is a schematic of the BOP equipment and choke manifold. A
oM system will pbe used. The BOPE will be installed after setting 8-5/8"
casing at 260'. The blind rams and pipe rams will be tested to 1500 psi.
Pipe rams will be operationally checked each 24-hour period and blind
rams each time pipe is pulled out of the hole.

The BOPE will be tested to 1500 psi when initially installed, whenever
any seal subject to test pressure is broken, and following related
repairs. The pipe and blind rams will bé activated at least weekly and
on every trip the pipe and blind rams will be activated.

an accumulator of sufficient capacity to open the hydraulically-
controlied choke valve lines (if so equipped), close all rams, and retain a
minimum of 200 psi above precharge on the closing manifold without
the use of the closing unit pumps will be installed during the drilling of
this well.

An upper kelly cock will be used during the drilling of this well.

visual mud monitoring equipment will be used to detect volume
changes indicating 10Ss or gain in circulating fluid volume.



EXHIBIT "A"
Proposed Drilling Program
page 2

f. sufficient guantities of mud materials will be maintained or readily
accessible for the purpose of assuring well control.
PROPQSED CASING AND CEMENTING PROGRAM:

a. surface casing will be set in the vinta formation to approximatelv 260’
and cemented to surface.

b. Al potentiallv productive hydrocarbon zones will be isolated.

c. Casing designs are based on factors of burst: 1.00, collapse: 1.125, and
joint strength: 1.8.

d. All casing strings will be pressure tested to 0.22 psi/ft. of casing string
length or 1500 psi whichever is greater (not to exceed 70% Of yield).

e. For details of casing, cement program, drilling fluid program, and
proposed mud program, see the following attachment:

Drilling Program/Casing Design (EXHIBIT "D")

E D EXPECTED:

a. Expected pottom hole temperature is 125 degrees F. Expected bottom
hole pressure is 1500 psi.

b. NO abnormal pressures or temperatures have been noted or reported
in wells drilled to the Green River formation in this area.

c. No dangerous levels of hydrogen sulfide, hazardous fluids, Or Qasses
have been found, reported, or known to exist at the depth to be
drilled in this well, in this area.

ANTICIPATED STARTING DATE AND DURATION OF OPERATIONS:

a. The drilling operations for this well will begin as soon after APD
approval as possible.

b. These drilling operations should be completed within 12 days after
spudding the well depending on weather and hole conditions.

c. |If the well is productive, a sundry notice and plat showing exact
installed facilities will be submitted.
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| EXHIBIT “A’

proposed Drilling Program
Page 3

d. If thiswellis non-productive, a sundry notice will be filed with the BLM
District Office within 30 days following completion of the well for
abandonment.

QTHER

3. Operator requests a variance to regulations requiring a straight run
blooie line.

b. Operator requests a variance to regulations requiring an automatic
ignitor or continuous pilot light on the blooie line.

c. When running 5-1/2" production casing we will install 5-1/2" pipe rams
and are hereby requesting a variance on testing. We request not to
test.

d. Itis anticipated that operator will use new casing.



EXHIBIT "B"
gurface Use Program
page 1

URFACE E PR
EQUITABLE RESOURCES ENERGY COMPANY
western Region
Monument Federal #2’\-6-9-’\6Y
NE NW Section 6 T9S, R16E
Duchesne county, utah

In accordance with requirements outlined in 43 CFR 3162.3-1 (d) :

1.

EXISTING ROADS:

a.

d.

From Myton, Utah, take Highway #40 west out of town 1.6 miles
to the Sand Wwash road. GO south (left) on the Sand Wash road
for approximately 1.7 mwiles to the Wells Draw road
intersection. Turn right and continue along the Wells Draw
road 9.5 miles to a road intersection. Turn right and
continue 1.6 miles to an intersection with an existing jeep
trail. Follow jeep trail 0.5 miles to proposed access road
sign. Follow flags 0.3 miles to location.

Existing roadways (jeep trail) may need to be upgraded for
these drilling operations.

all existing roads used by these drilling operations will Dbe

maintained in the same OY better condition as were existing
prior to entry.

gee EXHIBIT " Maps A and B for access route.

M See EXHIBIT "F" Maps A&B

Approxmately 0.3 miles of new access 1is required.

All travel will be confined to jocation and access routes.

1f a right-of-way ig needed for access, please consider this
Application for Permit tO Drill as the application for right-

of -way.

N_OF T W

See EXHIBIT ngm Map C.
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EXHIBIT "B"
gurface Use Program
Page 2

TION FACILIT DIA

Upon 'completion, a sundry notice and plat showing exact
production facilities will be submitted.

See EXHIBIT "J" for the Proposed production Facility layout.

A dike wil be constructed completely around those production
facilities which contain fluids (i.e. production tanks,
produced water tanks and/or heater treater)/. These dikes
will be constructe of compacted gubsoil, be impervious, hold
100% of the capacity of the largest tank, and bbe independent
of the back cut.

All permanent (onsite for gsix months oY longer) above-ground
gtructures constructed OT installed (including pumping units)
will be painted Degsert Brown. All production facilities will
be painted within six (6) months of installation. Facilities
required to comply with Occupational Health and Safety Act

rules and regulations will be excluded from this painting
requirement.

AND F _WATER P

The drilling water source will be obtained from a private
gource owned by Ken Richens, Water Right 43-1721, Cert. 5421.
which is in the NW SW Section 34, T3S, R2W, Duchesne County
ur. A copy of the water right paperwork has been submitted to
the Vernal District Bureau of Land Management and the State of
Utah Division of 0il, Gas and Mining.

The drilling water will be hauled by truck to the location
site.

RUCTL CcAT ERT

Any construction materials which are required will be native
materials from the location and/oxr access site.

All construction materials for this location gite and access
road shall pe borrowed material accumulated during the
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EXHIBIT "B"
gurface Use Program
page 3

construction of the site and road. No additional construction
material from other sources ig anticipated at this time. If
additional construction material is needed, it will be from an
approved SOUrce.

Reasonable precautions will be taken to protect all lands.
HODS I HANDL WASTE MATERIAL D DISPOSAL:

Garbage will be stored in a dumpster and disposed of according
to local and state regulations, at an approved facility.
Disposal will not be allowed on location. No trash will be
disposed of in the reserve pit.

Fluids produced during the completion operation will Je
collected in test tanks. ANY spills of oil, gas. salt water
or other noxious fluids will be cleaned up and hauled to an
approved disposal site. Burning will not be allowed.

The reserve pit will Dbe lined with a 12 mwill plastic
reinforced liner. The 1liner will be torn and perforated
before backfilling of the reserve pit. The reserve pit will be
constructed sO as not to leak, break, OF allow discharge.

Saltwater OTr testing tanks will pbe located and/or diked s©O
that any spilled fluids will flow into the reserve Ppit.
galtwater tanks will not be placed on topsoil stockpiles.

Any produced water will be contained on site for a period not
to exceed 90 days.

gewage will pe disposed of according to county and state
requirements.‘ Sealed chemical portable toilets will be on
location during these drilling operations. Waste and
chemicals will not be disposed of on location.

cuttings will pe deposited in the reserve pit.

ANQLLLABX_EAQILLILES;

None anticipated.



EXHIBIT "B"
gurface Use Program
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1TE YQUT .

The proposed. location site and elevation plat is shown on
EXHIBIT "K".

The drill pad layout, showing elevations, orientation, and
access to the pad is shown on EXHIBIT "L".

The drilling rig facilities layout ig shown on EXHIBIT "G". No
permanent living facilities are planned. There will be two OT
three trailers on jocation during drilling operations.

The reserve pit and the blooie pit will pe constructed as a
combination pit capable of holding 12,000 pbls of f£luid. The
size of the pit will be approximately equivalent to four times
the TD hole volume. The blooie pit might be used for testing,
put only after the drilling is completed and the drilling
equipment and personnel are off the location.

The reserve pit will be located on the west side of the
location. It will Dbe constructed long and narrow for
topographical reasons.

1f needed, flare pit will be located downwind of the
prevailing wind directions & minimum of 100 from the wellhead
and 30' from the reserve pit fence.

stockpiled topsoil (first 6 inches) will be stored on the
gsouth side between Corners 3 and 4.

pccess to the wellpad will be from the south betweel Corners 2
and 3.

All pits will be fenced according to the following minimum
standards:

a. 39-inch net wire will be used with at least one strand of
barbed wire on top of the net wire unless pipe or some
type of reinforcement rod is attached to the top of the

entire fence.

b. The net wire shall be 1o more than 2 inches above the
ground. 1f barbed wire it shall be 3 inches above the



EXHIBIT "B"
gurface Use Program
page 5
net wire. Total height of fence will pbe at least 42
inches.

c. Corner posts will Dbe cemented and/or braced in such a
manner to keep the fence tight at all times. standard
steel, wood, OF pipe posts will be wused between the
cornerbraces. Maximum distance petween any LWwO posts

will be no greater than 16'.

d. All wire will be stretched pbefore it ig attached to the
corner posts.

The reserve pit will be fenced on three sides during drilling
operations and on the fourth side when the rig moves off
locations. Pits will be fenced and maintained until clean-up.

10. RECL. T AT 1T
The BLM will be notified of of any reclamation operations.
Producing location:

a. TImmediately upon well completion, the location and surrounding
areas will be cleared of all unused tubing, equipment, debris,
materials, trash, and junk not required for production.

b. Immediately upon well completion, any hydrocarbons in the pit
will be removed in accordance with 43 CFR 3162.7-1.

c. A plastic nylon reinforced 1iner will be used, and it will be
torn and perforated pefore packfilling of the reserve pit.

d. The reserve pit and that portion of the location not needed
for production'facilities or operations will be recontoured in
accordance with the agreement with the private surface owner.

The reserve pit will be reclaimed in accordance with agreement

with the private gurface owner. pefore any dirt work takes
place, the reserve pit will have all fluids and hydrocarbons
removed.

Dry hole/abandoned location:

At such time as the well is plugged and abandoned, operator will
submit a subsequent report of abandonment .
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A B 1

Bureau of Land Management
170 South 500 East
Vvernal, UT 84078

OTHER INFORMATION:

a.

Les

Operator will have on site a CcoOpY of the Surface Use Program
and a copy of the supplemental conditions.

Drilling operations will be conducted in accordance with the
Bureau of Land Management conditions of approval when
received.

all surface disturbance and reclamation will be done in
accordance with BLM conditions of approval.

A map is included which shows the proposed route of the gas
gathering 1ines for this well. If a right-of-way is necessary
for these lines, consider this the application for said right-
of -way. Seé€ EXHIBIT “M”.

An archeological/palentological clearance 1is included as
EXHIBIT “N”.

gee’s OT operator’s Representative:

Equitable Resources Energdy Company, Western Region
1601 Lewis Avenue

Billings, Montana 59102

(8:00 a.m. LO 5.00 p.m.)

(406) 259-7860

FAX: (406) 245-1361

Dave McCoskery, Operations Manager Home : (406) 248-3864

Mobile: (406) 698-3732

Dan Farnsworth, production Supervisor Mobile: (801) 823-6869

Home : (801) 722-3463
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CERTIFICATION:

I hereby certify that 1, OF persons under my direct gsupervision,
have inspected the proposed drillsite and access route; that I am
familiar with the conditions which presently exist; that any
statements made in this plan are, to the best of mwy knowledge,
true and correct; and that the work associated with the operations
proposed herein will be performed by Equitable Resources Energy
Company and its contractors and subcontractors in conformity with
this plan and the terms and conditions under which it is approved.
This statement is subject to the provisions of 18 U.S.C. 1001 for
the filing of a false statement.

Jabawany 19,1997 Dehlie Joprmaie
Date Robbie Schuman
Regulatory gpecialist
Equitable Resources Energy Company
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4 DEQUITABLE RES

OURGES ENERGY CEMPANY V
W45 WESTERN REGION 5 LT 4390
R i - i
Well Prognosis )} |
i Name MONUMENT FEDERAL ¥21.6-9-16Y -

Location NE/ NW SECTION 6-T9S-R16E (663’

FNL, 1728 FWL)

County/State DUCHESNE, UTAH

Field MON. BUTTE

Well Type DEVELOPMENT

" Control Well

- Operator EREC

Well Name MF 31-6-9-16Y

»'v»':Loc‘;t_‘i'oh NW/NE SEC. 6-95-16E:

GL (Ung) 5841 EST.KB 5851 Total Depth 5900 KB 5865
Formation Tops Prognosis Sample Top Control Well High/Low
Formation Depth Datum Depth Datum Datum prog  Control Deviation
[UINTA ___ surface. [ = T AT ]
[GREEN RIVER 1727 4124 4084 |
HORSE BENCH SS . 2330 3521 3481 |
7ND GARDEN GULCH - 4166 1685 S 16450 |
Y-3 (PAY) 4395 1456 1416 I
l{ﬁ(PAY) 4534 1317 ce 1277 |
YELLOW MARKER 1695 1156 116 |
DOUGLAS CREEK 48437 1008 | 968 |
R-1 (PAY) 4879 972 | {932 |
R-5 (PAY) 5051 800 | | 760(EST) |
[2ND DOUGLAS CREEK 5086 - 765 725 {
G-1U (PAY) 5003 758 D | 718 | |
G-1L (PAY) 5204 - 647 Sk 607 |
GREEN MARKER 5224 627 T 587 1
G3 (PAY) 5289 52 | - 522
G-6 (PAY) 5525 326 | 286
CARBONATE MARKER 5744 107 | 67
TD 5900 R Tn
- \ 8 \
Samples DST,s Wellsite Geologist
50' FROM 1700 TO 4200 DST #1 _NfONE Name:
2_0"FROM 4200 TOTD DST #2 From: To
5 THROUGH EXPECTED PAY DST #3 Address:
5 THROUGH DRILLING BREAKS DST #4
Phone# wk.
Logs Cores hm.
DLL FROM SURF CSNG TO D Core #1 EQNE Fax #
LD_T/ CNL FROM 4100 TOTD Core #2
Core #3 Mud Logger
Core #4 Company: NORTHWEST
. From: 1700 To: TD
Type: 2MAN
Comments: Logger:
Phone #
T Fax#
“Report To: 1st Name: DAVE BICKERSTAFF Phone # (406) 259-7860 wk. (406)245-2261 hm.
2nd Name: KEVEN REINSCHMIDT Phone # (406) 259-7860 wK. (406)248-7026 hm.
Phone # wk. hm.

Prepared By: BICKERSTAFF 1/96
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DRILLING PROGRAM

WELL NAME: Monument Federal #21-6-9-16Y DATE: 2-4-97
PROSPECT/FIELD:. Monument Butte

LOCATION: NE NW Section 6 Twn.9S Rge.l6E

COUNTY : Duchesne

STATE: Utah

TOTAL DEPTH: 5900

HOLE SIZE INTERVAL
12 1/4" gurface to 260"
7 7/8" 260' to 5900
CASING INTERVAL CASING
STRING TYPE FROM TO SIZE WEIGHT GRADE
Surface Casing o' 260" g 5/8" 24 J55
production Casing 0" 5900 5 1/2" 15.50 K55
CEMENT PROGRAM
Surface Casing 150 sacks ~lass'G" with 2% CaCl and 1/4

1b/sack Flocele.
(Cement will be circulated to gurface.)

production Casing 205 sacks 28:72 Poz. (28% POZ: 72% Class"C")

with 10% Gel, 6.0 lbs/sk KOL SEAL & % pps

cello Flake. (Wg.=11.09 ppg,¥d =3.30 cu.Ft/sk
Comp. Stght @ 72 Hrs=575) Tailed with 400 ‘
sacks 50:50 POZ (50% POZ: 50% Class"G") with 2%
Gel, 0.3% FL-52, %4 PPS cello Flakes & 2.0 pps
KOL SEAL. (Wt.=14.30 PpPd. vd=1.25 Ft.Cu./Sk,
Comp Strght @ 75 Hrs=2700)
(Actual cement volumes TO be calculated from
caliper log with cement top at 2000")

PRELIMINARY DRILLING FLUID PROGRAM

PLAS. YIELD
TYPE FROM WEIGHT VIS POINT
Air and Alr Mist AL N.A. AL
Air/Air Mist/KCl wtr 260" T.D. 8.7-8.9 N.A. N.A.
COMMENTS

1.) No cores OF tests are planned for this well.



EQUITABLE RESOURCES ENERGY COMPANY

Operator: EREC

project ID:

Design Parameters:

| Well Name: M.F. #21-6-9-16Y

| Location: Duchesne, Utah

Design Factors:

Mud weight ( 8.80 ppg) . 0.457 psi/ft Collapse 1 1.125
Shut in surface pressure . 2107 psi Burst :1.00
Internal gradient (burst) . 0.100 psi/ft 8 Round -1.80 ()
Annular gradient (burst) . 0.000 psi/ft Buttress 1 1.60 (D)
Tensile load is determined using air weight Body Yield :1.50 (B)
Service rating is " Sweet"
Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (1b/ft) (feet) (in.)

Collapse

prepared by
Date
Remarks

Design is for a Production string.

Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.
(psi) (psi) (psi) (psi) (kips) (kips)
2697 4040 1.498 91.45 222 2.43 J

Burst Min Int Yield Tension

McCoskery, Billings, Montana
02-11-1997

Minimum segment length for the 5,900 foot well is 1,500 feet.
The mud gradient and bottom hole pressures (for burst) are 0.457 psi/ft and

2,697 psi, respectively.

NOTE:

guideline, Lone Star Steel

evacuated casing), 1.0 - (
i and 1.6 - EUE 8rd tension. Collapse strength under axial tension

the Westcott, Dunlop and Kemler curve. Engineering responsibility

1 be that of the purchaser.

based on a 1987 pricing model. (Version 1.07)

for use of this design Wi
Costs for this design are

The design factors used in this casing string design are as shown above. Asa general
| recommends using minimum design factors of 1.125 - collapse (with
uniaxial) burst, 1.8 - AP1 8rd tension, 1.6 - buttress tension,



EXHIBIT "E"
i

A. Hazardous chemicals 10,000 pounds of which will wmost likely
be used, produced, stored, transported, or disposed of in
agsociation with the proposed_action of drilling, completing,
and producing this well: '

We anticipate that none of the hazardous chemicals in
'quantities of 10,000 pounds or more will be associated
with these operations.

B. Extremely hazardous substances threshold guantities which
will be usged, produced, stored, transported, or disposed of
in association with the proposed action of drilling.
completing, and producing this well:

We anticipate that none of the extremely hazardous
substances in threshold quantities per 40 CFR 355 will
be associated with these operations.

3/28/95

/rs




S

g 5

\ VSRS

ow' t a.w J_ “.W

J . QLR

! . X N>

N ; “ ) n\u NN

) } . W QD =z

-. Y Al C lA, u MV\ m..w._

N a— ) b nv 4 . n\u A .m

) N EAANEY WNM fa 4

\ I\ o

NR.‘MW M}s 4 - \ N m

i3 . (4]

3 . .,

£ . :
&
> (i
A..,m&

Zon

343

; e [ o
e ° JEE
[N . mw, ﬁ o3
il Is S | S
» n_OI. S 6uA

& L;#&] ;DOI
3 SIEEE

3 Slinky

p -

N N|=C

~ :

S @)

SRS

se;’ Location.

MONUMENT

MONUMENT FEDERAL #21-6—-9-16Y

Fropo

L=




3,
e
\

N .
 Proposed Zocatl;’on W21
MUW/V[WT FFﬂ[’ﬁAﬁ Fo7—

\V“ _

~F
™
]

)

o

g EX/st/ng Road to“.b'e
e Upgraded + 0.5 Mi. |

/’-,

E’QU]TABLE’ EESOUHC’E’S 6’0.
7re State

MONUMENT FEDERAL #21—6—9—16Y
SEC 6" 7"95: R_]é’E S L B LM - Land Surveying. /nc.
TOPO "B \(801) 781-2501
. 38 WEST 100 NCRTH VERNAL. UTAH 8407€

SCALE: 17 = 2000




—

®
TYPICAL RIG LAYOUT

MONUMENT FEDERAL #21-6-9-16Y

PARKING

150’
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b N
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- ]
- ]
b e d
- }: ot
TRASH CAGE — Qo
GENERATOR ] S
(ocaion opmonaL) [ ] |FERER — QE: < &
) I W -
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. =R ERyE
w E— eemet
=‘ B -

< o
E BRINE WATER | ]
TRAILER I [ |
DRILL ] |
PLAT - -
, FORM ) [ .

100" WATER TANK 50 TTTT]
DOG HOUSE 50"
20’

CATWALK

PIPE RACKS

i

N

A

7re State

Land Surveying. /nc.
\ (801) 781-250i

38 WEST 100 NORTH, VERNAL, UTAH 84078
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EXHIBIT M

APPLICATION FOR PIPELINE RIGHT-OF-WAY

Please consider this Application for Permit to Drill also as an application for the
pipeline (gas gathering system) Right-of-Way for this prospective well. See
attached map for the pipeline route. The gas line wili be a polyurethane surface
line.

Please advise of the costs associated with this Right-of-Way and a check will be
forthcoming.

Route will follow existing roads where feasible. Operator requests a 30’ width for
the Right-of-Way with an additional 30’ width for working surface as necessary.
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ABSTRACT

Cultural resource inventories of nine Equitable Resources proposed well
locations and access roads were conducted by Montgomery Archaeological
Consultants in January, 1997. The project area is situated in the Wells Draw,.
Pariette Draw and Castle Peak Draw Localities, Duchesne County and Uintah
Counties, Utah. The proposed well locations are designated Monument Federal 21-
6-9-16Y, 23-6-9-16Y, 32-5-9-17, 43-22-8-17Y, 44-23-8-17H, 34-31-8-18Y, 43-31-8-
18Y, and Monument State 41-2-9~17CD and 42-2-9-17CD. The acreage included 89.7
acres on BLM land (Diamond Mountain Resource Area) and 31.5 acres on State of
Utah lands.

‘ The survey resulted in the documentation of one prehistoric site (42Un2396)
and five prehistoric isolated finds of artifacts. Site 42Un2396 is a limited
activity lithic scatter lacking temporal diagnostic artifacts and is considered
not eligible for nomination to the NRHP. The five isolated finds of artifacts
are also evaluated as not eligible to the NRHP, since they lack additional
,research potential. No paleontological resources were identified in the
immediate project area.

Based on these findings, a determination of "no effect” is recommended for
this project pursuant to Section 106, CFR 800.
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22-2 and 32-2 well locations (Hamblin 1993). In T. 98., R. 17E., S. 5 an in-situ
turtle fossil (42Dc215V) and a layer of turtle shell as well as mammal bone
(42Dc112V) have been documented along several Balcron 0Oil well locations. 1In
summary, although numerous fossils have been found in the area, no paleonto-
logical sites occur in the immediate project area.

DESCRIPTION OF PROJECT AREA

The project area lies in the Wells Draw, Castle Draw, and Pariette Draw
localities of the Uinta Basin, of Myton, Utah. Topographically, this area
consists of broad erosional benches and sandstone bluffs of highly dissected
sandstone and mudstone formations, dissected by numerous intermittent drainages.
In general the geology is formed by young tertiary age formations overlying
Cretaceous formations. The early Tertiary period sedimentary unit is divided
into the Paleocene and Eocene epochs, consisting of the North Horn, Flagstaff,
Green River, Uinta and Duchesne River Formations (Stokes 1986:154-155). 1In the
Pariette Bench area, rock outcrops of the Upper Eocene Uinta Formation are
recognized for vertebrate fossils which include mammals, turtles, crocodilians
and occasional fish remains. The project area occurs within the Upper Sonoran
,vegetation zone, dominated by a shadscale community intermixed with rabbitbrush,
greasewood, snakeweed, prickly pear cactus, yucca, and a variety of low grasses.
Modern disturbances to the landscape include well locations, access roads,
pipelines, and livestock grazing.

The inventory area consists of nine proposed well locations with access
roads (Figure 1 through 5 and Table 1). The legal description for the project
area is T. 8S., R. 17E., S. 22 and 23; T. 85., R. 18E., S. 31; T. 9S., R. 1l6E.,
8. 6 and T. 9S., 17E., S. 2 and 5. The project area occurs on public land
administered by the BLM, Diamond Mountain Resource Area, Vernal District and
State of Utah land.

<
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Table 1. Monument Federal and State Well Location Descriptions
Zégalf .| Location at AcqugQBpgd; f},Cultu:aly
‘Location:~: ‘| 'Surface ELLan T e o RGSoUrces
Federal T9S R16E S6 663.4' FNL 1000 (BLM) None
21-6-9-16Y NE /NW 1727.5' FWL
Federal T9S R16E S6 1938.3' FSL 600’ (BLM) IF-A
23-6-9-16Y NE/SW 1756.2‘ FWL
Federal T98 R17E S5 1833.0° FNL 500 (BLM) IF-B
32-5-9-17 SW/NE 1913.0‘ FEL
Federal T8S R17E S22 2173.6’ FSL 600 (BLM) None
43-22-8-17}% NE/SE 557.1‘ FEL
Federal T8S R17E S23 825.4' FSL 200 (BLM) None
44-23-8-17H SE/SE 730.6' FEL
State T9S R17 S2 661.8’ FNL 700’ (State) 42Un2396
41-2-9-17CD NE/NE 660.1’ FEL
State T9S R17E S2 1985.3* FNL 2000 (State) | None
42-2-9-17CD SE/NE 660.3' FEL
Federal T8S R18E S31 635.7' FSL 5600’ (BLM) IF-C & IF-D
34-31-8-18Y SW/SE 2160.0' FEL 2300 (State)
Federal T8S R1SE S31 1763.6° FSL 100’ (BLM) IF-E
43-31-8-18Y NE/SE 623.0’ FEL
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SURVEY METHODOLOGY

an intensive pedestrian survey was performed for this project which is
congidered 100% coverage. At each of the nine proposed well locations, a 10 acre
square was defined, centered on the well pad center stake. The interiors of the
well locations were examined for cultural and paleontological resources by the
archaeologist walking parallel transects spaced no more than 10 m apart. The
access roads were surveyed to a 100 foot (30 m) width by walking parallel
transects along the staked centerline, spaced no more than 10 m apart. Ground
visibility was good. The acreage included 89.7 acres (70 acres wells, 19.7 acres
access road) on BLM land (Diamond Mountain Resource Area), and 31.5 acres (20
acres wells, 11.5 acres access route) on state of Utah lands. A total of 121.2
acres (90 acres wells, 31.2 acres access route) was inventoried for this project.

Ccultural resources were recorded as archaeological sites or isolated finds
of artifact. Archaeological sites were defined as spatially definable areas with
features and/or ten or more artifacts. Sites were documented by the archaeo-
logist walking transects across the site, spaced no more than 3 m apart, and
.marking the Jocations of cultural materials with pinflags. This procedure
allowed clear definition of site boundaries and artifact concentrations. At the
completion of the surface inspection, a Brunton compass was employed to point-
provenience diagnostic artifacts and other relevant features in reference to the
site datum, a steel rebar stamped with a temporary site number. Archaeological
sites were plotted on a 7.5° USGS quadrangle, photographed, with site data
entered on an Intermountain Antiquities Computer System (IMACS, 1990 version)
inventory form (Appendix A). Isolated finds are defined as individual artifacts
or light scatter of items, which lack sufficient material culture to warrant
IMACS forms, or to derive interpretation of human behavior in a cultural and

temporal context. All isolated artifacts were plotted on a 7.5° USGS map and are
described in this report.

INVENTORY RESULTS

The inventory of Equitable Resources nine proposed well locations and
associated access roads resulted in the documentation of one newly-found
archaeological site (42Un2396) and five isolated finds of artifacts (IF-A through
IF-E).

Smithsonian Site No.: 42Un2396

Temporary Site No.: K/1

Well Location: Monument State 41-2-9-17CD

Legal Description: T. 95, R. 17E, S. 2, SW/NE/NE

Jurisdiction: state of Utah

Descriptions This is a lithic scatter of unknown temporal affilition

situated along the edge of Castle Peak Draw on pariette Bench (Figure 4). The
site occurs along the bage of a low sandstone ridge and measures 11 m N-S by 25
m E-W (Figure 6). Cultural materials are manufactured from white opaque chert
and include 22 flakes domianted by secondary reduction flakes. Lithic tools
consist of a Stage II biface, a Stage III biface, and an unprepared core. The
gite lies on a deflated and eroded residual surface with minimal potential for
subsurface artifacts or cultural features.

Isolated Finds of Artifacts

Isolated Find A (IF-A) is jocated in the SE, NE, SW of S. 6, T. 9., R. 16.
(UTM 571380E and 4434140N). It consists of a white opaque chert decortication
and secondary flake. Igolated Find B (IF-B) is located in the NE, SW, NE of S.
35, T. 95., R. 17E. (UTM 583020E and 4434140N). It is a white opaque chert
decortication flake. Isolated Find C (IF-C) is located in the SE, NE, NE of S.
36, T. 8s., R. 17E. (UTM 589960E and 4436940N). It is a white semi-translucent
chert decortication flake. Isolated Find D (IF-D) is located in the NE, SW, SE




*g aunbi4

-dey 96€2UNZY LS

—

——

SRR

L O W

e

LEGEND
A

T LITHIC ToOL

DATUM

BASE OF SLOPE
(.l\\lllllllllllll;

s0M., 44° TO

‘7, CENTER OF 41-2-9-17CD
e
A . /
4° - /
06 & —— -
saNDSTONE R /
(%]
- 0
- i
- 3
~ <
3° ~
N a
\
W
—.’.-———‘\ \\\\ g
Pt \ \ \ \.ﬁ‘\ a
AT vt | -~ S
g bt / A T\ Q
T-2
( ) ' G
oT-3
N / :
7 2|
gy .
—~ e - © //

IM LEDGE
/

"EQUITABLE RESOURCES

42Un2396 (K/1) Ne

[o] 10

SCALE IN METERS

o] 10 20 30

SCALE IN FEET




.

¢ 1 ®

of s. 31, T. 9s., R. 1BE. (UTM 591040E and 4435760N) and consists of a white
semi—translucent chert unprepared core with 10 flakes removed from wide margins
{8.5cmx6.0x4cmx4.0cm) - Isolated Find E (IF-E) is located in the SW, NE, SE of
S. 31, T. 8S., R. 1BE. (UTM 591400E and 4436060N). It consists of a black opaque
chert secondary flake.

NATIONAL REGISTER OF HISTORIC PLACES EVALUATION

The National Register Criteria for Evaluation of Significance and
procedures for nominating cultural resources to the National Register of Historic
Places (NRHP) are outlined in 36 CFR 60.4 as follows:

The quality of significance in American history, architecture, archaeo-
logy, and culture is present in districts, sites, buildings, structures,
and objects of State and local importance that possess integrity of
location, design, setting, material, workmanship, feeling, and associa-
tion, and that they:

a)...are associated with events that have made a significant contribution
to the broad patterns of our history; or

b)...are associated with the lives of persons significant to our past; or

¢)...embody the distinctive characteristics of a type, period, or method
of construction; or that represents the work of a master, or that possess
high artistic values, or that represent a significant and distinguishable
entity whose components may lack individual distinction; or

d)...have yielded or may be likely to yield information important in
prehistory or history.

The inventory of Equitable Resources nine well locations and access road
resulted in the documentation of one prehistoric site and five isolated finds of
artifacts. Site 42Un2396 is considered not eligible for inclusion to the NRHP.
This is a limited activity lithic scatter lacking temporal diagnostic artifacts.
The site lies on a deflated and eroded surface with very minimal potential for
buried diagnostic artifacts or cultural features. It is evaluated as not
eligible for nomination to the NRHP, based on its lack of research potential.
The five prehistoric isolated finds of artifacts are evaluated as not eligible
to the NRHP, since they lack additional research potential.

SUMMARY AND RECOMMENDATIONS

The inventory of Equitable Resources nine Monument Federal and State well
Jjocations and access roads resulted in the recordation of one prehistoric site
and five isolated finds of artifacts. No paleontological localities were
observed in the project area. Site 42Un2396 is evaluated as not eligible to the
NRHP. Based on these findings, a determination of "no effect" is recommended for
this project pursuant to Section 106, CFR 800.
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APPENDIX A

INTERMOUNTAIN ANTIQUITIES COMPUTER SYSTEM (IMACS)
SITE INVENTORY FORM

on File At:

Utah Division of State History
salt Lake City, Utah

and
U.S. Bureau of Land Management

Diamond Mountain Resource Area
Vernal, Utah
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19.
20.

21.
22.
23.

24.
25.
26.
27.
28.

IMACS SITE FORM

PART A — ADMINISTRATIVE DATA

STATE NO.: 42Un2396
AGENCY NO.:
TEMP NO.: K/1
STATE: Utah COUNTY: Uintah
PROJECT: Equitable Resources Nine Monument Federal and State Well
Locations in the Wells Draw and Pariette Draw Localities
Report No.: U-97-MQ-003b,s
SITE NAME/PROPERTY NAME:
CLASS: [X] PREHISTORIC [ ] HISTORIC [ ] PALEONTOLOGIC [ ] ETHNOGRAPHIC
SITE TYPE: Lithic Scatter
ELEVATION: 5000 ft
UTM GRID: Zone [12] [588100] E [4435240] N
[SW1/4] of [NEl/4] of [NE1/4] of Section (2] Township ([9S] Range [1l7E].
MERIDIAN: Salt Lake
MAP REFERENCE: USGS Pariette Draw SW, UT 7.57, 1964
AERIAL PHOTO:
LOCATION AND ACCESS: The site is located adjacent to Castle Peak Draw
south of Myton, Utah. Drive south from US-40 (MP 104.7) along the Sand
Wash/Pleasant Valley road for about 11.1 miles to an intersection. Turn
east and drive 1.5 miles to a road intersection. Turn east and proceed
0.8 miles to well location Equitable Resources Monument State #32-2. Walk
east 2000 ft to Monument State 42-2, than continue north for 700 ft to the
site area. The datum is a rebar with the temporary site number stamped on
the aluminum cap.
LAND OWNER: State of Utah
FEDERAL ADMIN. UNITS: N/A
LOCATION OF CURATED MATERIALS:
SITE DESCRIPTION: This is a lithic scatter of unknown temporal affilition
situated along the edge of Castle Peak Draw on Pariette Bench. The site
occurs along the base of a low sandstone ridge and measures 11 m N-S by 25
m E-W. Cultural materials are manufactured from white opaque chert and
includes 22 flakes dominated by secondary reduction flakes. Lithic tools
consist of a Stage II biface, a Stage III biface, and an unprepared core.
The site lies on a deflated and eroded residual surface with minimal
potential for subsurface artifacts or cultural features.
SITE CONDITION: [ ] EXCELLENT [X] GOOD [ ] FAIR [ ] POOR
IMPACT AGENT(S): Deflation and Erosion
NAT. REGISTER STATUS: [] SIGNIFICANT

[X] NON-SIGNIFICANT

{ ] UNEVALUATED
JUSTIFY: This is a limited activity lithic scatter lacking temporal
diagnostic artifacts. The site lies on a deflated and eroded surface with
very minimal potential for buried diagnostic artifacts or cultural
features. It is evaluated as not eligible for nomination to the NRHP,
based on its lack of research potential.
PHOTOS: Roll 003:1 Exp. 22-27
RECORDED BY: Keith Montgomery
SURVEY ORGANIZATION: Montgomery Archaeological Consultants
ASSISTING CREW MEMBERS: N/A
SURVEY DATE: 1-10-97

LIST OF ATTACHMENTS: [X] PART B [ ] PART C
[X] TOPO MAP (X] SITE MAP
[X] PHOTOS { ] OTHER

[ 1 ARTIFACT/FEATURE SKETCH




IMACS SITE FORM: 42Un2396, PART A (Cont.)

29.
30.

31.
32.

33.

34.

35.

36.

1.
2.

4.
5.

PART A - ENVIRONMENTAL DATA

SLOPE: [2] (Degrees) {180] ASPECT (Degrees)
DISTANCE TO PERMANENT WATER: {0} X 100 METERS
TYPE OF WATER SOURCE: [ ] SPRING/SEEP
{ ] STREAM/RIVER
] LAKE
[X] OTHER
NAME OF WATER SOURCE: Castle Peak Draw (Ephermal Drainage)
GEOGRAPHIC UNIT: Uinta Basin (CAAQ)
TOPOGRAPHIC LOCATION
. PRIMARY LANDFORM: Tableland (C)
SECONDARY LANDFORM: Terrace/Bench (R)
DESCRIBE: The site is situated on Pariette Bench aside Castle Peak Draw
ON~-SITE DEPOSITIONAL CONTEXT: Residual
DESCRIPTION OF SOIL: Light brown sand with gravel
VEGETATION
A. LIFE ZONE: Upper Sonoran
B. COMMUNITY
PRIMARY ON-SITE: Shadscale
SECONDARY ON-SITE: Shadscale
SURROUNDING SITE: Shadscale :
DESCRIBE: Shadscale, snakeweed, Indian ricegrass and prickly pear cactus
MISCELLANEOUS TEXT:
COMMENTS /CONTINUATIONS:

PART B - PREHISTORIC SITES

SITE TYPE: Lithic Scatter
CULTURE:
CULTURAL AFFILIATION: Unknown
DATING METHOD: N/A
DESCRIBE: The site lacked temporal diagnostic artifacts.
SITE DIMENSIONS: [25 E-W] M by [11 N-5] M
AREA [216] SQ M
SURFACE COLLECTION/METHOD: N/A
ESTIMATED DEPTH OF CULTURAL FILL: Surface
How estimated (If tested, show location on site map):
EXCAVATION STATUS: [ 1 EXCAVATED
{ ] TESTED
[{X] UNEXCAVATED
TESTING METHOD: N/A
SUMMARY OF ARTIFACTS AND DEBRIS: Lithic Scatter (LS)
DESCRIBE: This is a lithic scatter with artifacts dispersed throughout
the site area. All the lithic materials are manufactured from a white
opague chert. The site contained 22 white chert flakes domianted by
secondary reduction items, two broken bifaces (Stage II and II1I), and an
unprepared core.

LITHIC TOOLS:
) TYPE # TYPE
2 Biface 1 Core

DESCRIBE: Tool 1 is a white opaque chert subovate Stage III biface with
a mid-lateral bend fracture (3.6cmx2.6cmx0.6cm) . Tool 2 is a white opaque
chert subtriangular Stage II biface with a mid-lateral bend fracture
(3.7cmx3.60mx0.8cm). Tool 3 is a white opaque chert unprepared core with
6 flakes detached from wide margins (Bcmx6cmx3.5cm) .
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IMACS SITE FORM: 42Un2396, PART B (Cont.)

9.

10.
11.

12.
13.

14.

LITHIC DEBITAGE - ESTIMATED QUANTITY: 22 (C)

MATERIAL TYPE: White opaque chert

FLAKING STAGES: (0) NOT PRESENT (1) RARE

(2) COMMON (3) DOMINANT

[1] DECORTICATION [3] SECONDARY [1] TERTIARY [O] SHATIER {1] CORE
MAXIMUM DENSITY~-#/SQ M (all lithics): 5 items per sqg. m
CERAMIC ARTIFACTS:

# TYPE # TYPE

DESCRIBE: None
MAXIMUM DENSITY-#/SQ M (ceramics):
NON-ARCHITECTURAL FEATURES (locate on site map):
DESCRIBE: None
ARCHITECTURAL FEATURES (locate on site map):

# MATERIAL TYPE

DESCRIBE: None



42Un2396: Photo viewed to the east showing site
in center beside rochky knoll. Roll 003:1:24

round with pinflags marking
Roll 003:1:26

42Un2396: Site in center foreg

artifacts, viewed Lo the north.
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DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

1594 West North Temple, Suite 1210
Governor Box 145801
Ted Stewart Salt Lake City, Utah 84114-5801
Executive Director 801-538-5340
James W. Carter 801-359-3940 (Fax)
Division Director B 801-538-7223 (TDD)

@\ Statg of Utah

Michael O. Leavitt

March 4, 1997

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, Montana 59102

Re: Monument Federal 21-6-9-16Y Well, 663’ FNL, 1728’ FWL,
NE NW, Sec. 6, T. 9 8., R. 16 E., Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-013-31816.

Sincerely,

R. ~—P1nth
Associate Director

lwp
Enclosures
cc: Duchesne County Assessor
Bureau of Land Management, Vernal District Office



Operator: Equitable Resgources Enerqgy Coupany

Well Name & Number: Monument Federal 21-6-9-16Y

APTI Number: 43-013-31816

Lease: UTU-74390

Location: NE NW Sec. 6 T. 9 8. R. 16 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et
seq., the 0il and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application
for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the
well or commencing drilling operations. Contact Jimmie

Thompson at (801)538-5336.

Notify the Division prior to commencing operations to plug
and abandon the well. Contact R. J. Firth (801)538-5274 or
Mike Hebertson at (801) 538-5333.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Division, including but not limited to the
Entity Action Form (Form 6), Report of Water Encountered
During Drilling (Form 7), Weekly Progress Reports for
drilling and completion operations, and Sundry Notices and
Reports on Wells requesting approval of change of plans or
other operational actions.



SUBMIT IN TRIPLICATE® Form approved. /7" "/ /7

Fom .uso-ia - .) {Other instruct! Budget B No. 1004—0136
+ THovexmder 1983) ¢ er instructiogmen ; ureau No.
* Stormeriy 3-3310) . UNI®D STATES reverse side Expires August 31, 1985 :
‘ A o \’
4y £

DEPARTMENT OF THE INTERIO RE Yl |
‘ BUREAU OF LAND MANAGEMENT Dﬂrm‘“ﬂ Ortf=74386™"
APPLICATION FOR PERMIT TO DRILL, DEEPEN, OR PLUG. BACK |nyg memarermERes TRIBE MAME
1a. TYPK OF WORK > _
DRILL K] DEEPEN [ PLUG BACK D 7 “"“n}‘é““““ Naum
b. TYPE OF WELL Lo
grl:u. g’A:!u ormEs :")*:&“ ;‘:NL:“’“ B. TALM OR LEABE NAMD
Z. NAME OF OPERATOR Monument Federal
Equitable Resources Energy Campany 9. WELL NO.
3. ADDREXSS OF QPERATOR # 21 '6"9- 1 6Y
1601 Lewis Avenue; Billings, MT 59102  (406) 259-7860 T0. FIELD AND FOOL, OR WILDCAT
1. LocatioN or weLL (Beport location cieariy and In accordance with any State requirements.®) Mon.Butte /Gr‘n River
At suriace . ) 11. BRC., T.. K., M., OR BLK.
NE NW Section 6, T9S, R16E 663" FNL, 1728' FWL)- AND BURYET OB AREL
At proposed prod. zone SeC . 6 , T9S , R1 6E
14, DISTINCE IN MILES AND DIRECTION FROM NEAEEST TOWN OR POST OFFICE® 6.2. CﬁnN‘rt OR PARISEH | 13. BTATE
Approximately 15.2 miles southwest of Myton, UT uchesne UTAH
10. DISTANCE FROM PROPUBED® 16. NO. OF ACRES IN LEASE 17. NO. OF ACRE8 ABSIGNED
LOCATION TO NEAREST ] TO THIS WELL
PROPERTY OB LEASK LINE, FT,
(Also to npearest drig. unit lioe, If any)
18. DISTANCE TROM PRDOrOSED LOCATION® 19. PROPOSLD DEPTH 20. ROTARY OR CABLE TOOLS
Io SEALEST WL UL, o)PLETED 5,900' Rotary
21. ELEVATIONS (Show whether DF, RT, GR, ete.) 22. APPlDf. DATE WORK WILL 8TART®
GL 5841 April 1, 1997
23. PROPOSED CASING AND CEMENTING PROGRAM
siIz OF HOLE BIZE OF CABING WEIGAT PER FOOT BETTING DEPTIL QUANTITY OF CEMEXNT
soo—gtigced DTy ng pesign
0 ~

Operator -plans to drill this well in accordance with the attached EXHIBITS.
A 1isting of EXHIBITS is also attached.

SELF CERTIFICATION: I hereby certify that I am authorized, by proper lease
Tnterest owner, to conduct these operations associated with the Application.
Bond coverage pursuant to 43 CFR 3104 for lease activities is being provided
by Equitable Resources Energy Company as principal and Safeco Insurance
Company of America as surety under BLM Bond No. MT 0576 (Nationwide 0i1 7 Gas
Bond #5547188) who will be responsible for compliance with all the terms and
conditions of that portion of the lease associated with this application.

7T s rr
(Y A LI N )

ORIGINAL: Bureau of Land Manadgement (Vernal, UT) Fra o age
COPY: Utah Division of 0i1 Gas and Mining . FER 27 194]

proposal ls to deepen ot plug back, give data on present productive sone and proposed new productive

N ABOVE SPACE DESCRIBE PROPOSED PROGEAM: If
oo, 1 locations and measured and true vertical depths. Give blowout

zone. 1f proposal s to drill or deepen directionally, glve pertinent data on subsurface
preventer program, f any.

Tn ' Regulatory and 1997
81GXTD TITLE Fnvironmental cpecialist = oars _feDruary R, £

an

(This space for Federal or State office use)

APPROVAL DATE

PERAUIT NO.

Assistant Field Manager MAR O
APPROYED BY %_%4——"_ nrué__ﬁﬂﬂwﬁﬂw DaTs .'\R; 4'4991_. ,
CONDITIONS OF APPRO, IFPANY !. . .
~ o BN "" N e s .
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Company/Operator:

COAs Page 1 of 9
Well No.: Monument Fed. 21-6-9-16Y

CONDITIONS OF APPROVAL

APPLICATION FOR PERMIT TO DRILL

Equitable Resources Energy Company

Well Name & Number: _Equitable Monument Federal 21-6-9-16Y

AP! Number:

43-013-31816

Lease Number:

U - 74390

Location: NENW Sec. 06 _T.9S R.16E

Location Construction

Location Completion
Spud Notice

Casing String and
Cementing

BOP and Related
Equipment Tests

First Production
Notice

NOTIFICATION REQUIREMENTS

at least forty-eight (48) hours prior to construction of
location and access roads.

prior to moving on the drilling rig.
at least twenty-four (24) hours prior to spudding the well.

at least twenty-four (24) hours prior to running casing and
cementing all casing strings.

at least twenty-four (24) hours prior to initiating pressure
tests.

within five (5) business days after new well begins, or
production resumes after well has been off production for
more than ninety (90) days.

For more specific details on notification requirements, please check the Conditions of Approval
for Notice to Drill and Surface Use Program.



COAs Page 2 of 9
Well No.: Monument Fed. 21-6-9-16Y

CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or
equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.

All lease and/or unit operations will be conducted in such a manner that full compliance is
made with applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders, and the
approved plan of operations. The operator is fully responsible for the actions of his
subcontractors. A copy of these conditions will be furnished the field representative to insure
compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well
is being drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLING PROGRAM

1. Estimated Depth at Which Oil. Gas. Water, or Other Mineral Bearing Zones are
Expected to be Encountered

Report ALL water shows and water-bearing sands to Tim Ingwell of this office prior to
setting the next casing string or requesting plugging orders. Faxed ccpies of
State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected,
submit samples to this office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling, will be recorded by depth and adequately protected. All oil
and gas shows will be tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Qil
and Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a
2M system and individual components shall be operable as designed. Chart recorders
shall be used for all pressure tests.

Test charts, with individual test results identified, shall be maintained on location while
drilling and shall be made available to a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling
medium while drilling, the special drilling requirements in Onshore Oil and Gas Order
No. 2, regarding air or gas drilling shall be adhered to. If a mist system is being utilized
then the requirement for a deduster shall be waived.



COAs Page 3 of 9
Well No.: Monument Fed. 21-6-9-16Y

Casing Program and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints, with a minimum of
one centralizer per joint.

As a minimum, the usable water and oil shale resources shall be isolated and/or
protected by having a cement top for the production casing at least 200 ft. above the
base of the usable water zone, identified at 656 ft. If gilsonite is encountered while
drilling, it shall be isolated and/or protected via the cementing program.

Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or
demonstrating a characteristic of a hazardous waste will not be used in drilling, testing,
or completion operations.

No chromate additives will be used in the mud system on Federal and Indian lands
without prior BLM approval to ensure adequate protection of fresh water aquifers.

.Coring, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted to this office on a
weekly basis.

All Drill Stem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be
allowed to continue at night if the test was initiated during daylight hours and the rate
of flow is stabilized and if adequate lighting is available (i.e., lighting which is adequate
for visibility and vaporproof for safe operations). Packers can be released, but tripping
should not begin before daylight unless prior approval is obtained from the AQO.

A cement bond log (CBL) will be run from the production casing shoe to the top of the
cement and shall be utilized to determine the bond quality for the production casing.
Submit a field copy of the CBL to this office.

Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in
accordance with 43 CFR 3164. Two copies of all logs, core descriptions, core
analyses, well-test data, geologic summaries, sample description, and all other surveys
or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. Samples (cuttings, fluids, and/or gases) will
be submitted when requested by the AQ.
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Well No.: Monument Fed. 21-6-9-16Y

Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in a suspended status
without prior approval of the AO. If operations are to be suspended, prior approval of
the AO will be obtained and notification given before resumption of operations.

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form
MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual
occurrences shall be promptly reported in accordance with the requirements of NTL-3A
or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry Notice"
(Form 3160-5) to that effect will be filed, for prior approval of the AO, and all conditions
of this approved plan are applicable during all operations conducted with the
replacement rig.

The date on which production is commenced or resumed will be construed for oil wells
as the date on which liquid hydrocarbons are first sold or shipped from a temporary
storage facility, such as a test tank, and for which a run ticket is required to be
generated or, the date on which liquid hydrocarbons are first produced into a
permanent storage facility, whichever first occurs; and, for gas wells as the date on
which associated liquid hydrocarbons are first sold or shipped from a temporary
storage facility, such as a test tank, and for which a run ticket is required to be
generated or, the date on which gas is first measured through permanent metering
facilities, whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when
the well is placed in a producing status. Such notification will be sent by telegram or
other written communication, not later than five (5) days following the date on which
the well is placed on production.

Gas produced from this well may not be vented or flared beyond an initial authorized
test period of 30 days or 50 MMCF following its completion, whichever occurs first,
without the prior written approval of the Authorized Officer. Should gas be vented or
flared without approval beyond the authorized test period, the operator may be directed
to shut-in the well until the gas can be captured or approval to continue venting or
flaring as uneconomic is granted and the operator shall be required to compensate the
lessor for that portion of the gas vented or flared without approval which is determined
to have been avoidably lost.
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Well No.: Monument Fed. 21-6-9-16Y

A schematic facilities diagram as required by 43 CFR 3162.7-2, 3162.7-3, and 3162.7-
4 shall be submitted to the appropriate District Office within thirty (30) days of
installation or first production, whichever occurs first. All site security regulations as
specified in Onshore Oil & Gas Order No. 3 shall be adhered to. All product lines
entering and leaving hydrocarbon storage tanks will be effectively sealed in
accordance with 43 CFR 3162.7-4.

No well abandonment operations will be commenced without the prior approval of the
AO. In the case of newly drilied dry holes or failures, and in emergency situations, oral
approval will be obtained from the AO. A "Subsequent Report of Abandonment” Form
3160-5, will be filed with the AO within thirty (30) days following completion of the well
for abandonment. This report will indicate where plugs were placed and the current
status of surface restoration. Final abandonment will not be approved until the surface
reclamation work required by the approved APD or approved abandonment notice has
been completed to the satisfaction of the AO or his representative, or the appropriate
Surface Managing Agency.

Other Information

All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling onlease or off-lease will
have prior written approval from the AO.

The oil and gas measurement facilities will be installed on the well location. The oil
and gas meters will be calibrated in place prior to any deliveries. Tests for meter
accuracy will be conducted on initial meter installations and at least quarterly
thereafter. The AO will be provided with a date and time for the initial meter calibration
and all future meter proving schedules. A copy of the meter calibration reports will be
submitted to the Vernal Field Office. All meter measurement facilities will conform with
Onshore Oil & Gas Order No. 4 for liquid hydrocarbons and Onshore Qil & Gas Order
No. 5 for natural gas measurement.

The use of materials under BLM jurisdiction will conform to 43 CFR 3610.2-3.

There will be no deviation from the proposed drilling and/or workover program without
prior approval from the AO. Safe drilling and operating practices must be observed.
All wells, whether drilling, producing, suspended, or abandoned will be identified in
accordance with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all
changes of plans and other operations in accordance with 43 CFR 3162.3-2.
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Section 102(b)(3) of the Federal Oit and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR
3162.4-1(c), requires that "not later than the 5th business day after any well begins
production on which royalty is due anywhere on a lease site or allocated to a lease
site, or resumes production in the case of a well which has been off production for
more than 90 days, the operator shall notify the authorized officer by letter or sundry
notice, Form 3160-5, or orally to be followed by a letter or sundry notice, of the date on
which such production has begun or resumed.”

If you fail to comply with this requirement in the manner and time allowed, you shall be
liable for a civil penalty of up to $10,000 per violation for each day such violation
continues, not to exceed a maximum of 20 days. See Section 109(c)(3) of the Federal
Oil and Gas Royalty Management Act of 1982 and the implementing regulations at
Title 43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An
extension period may be granted, if requested, prior to the expiration of the original
approval period.

In the event after-hours approvals are necessary, please contact one of the following
individuals:

Ed Forsman (801) 789-7077
Petroleum Engineer

Wayne P. Bankert  (801) 789-4170
Petroleum Engineer

Jerry Kenczka (801) 789-1190
Petroleum Engineer

BLM FAX Machine (801) 781-4410
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EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

Unused fracturing fluids or acids
Gas plant cooling tower cleaning wastes
Painting wastes

Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck
rinsate, sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt
waste

Refinery wastes

Liquid and solid wastes generated by crude oil and tank bottom reclaimers
Used equipment lubrication oils

Waste compressor oil, filters, and blowdown
Used hydraulic fluids

Waste solvents

Waste in transportation pipeline-related pits
Caustic or acid cleaners

Boiler cleaning wastes

Boiler refractory bricks

Incinerator ash

Laboratory wastes

Sanitary wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation and miscellaneous solids.
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SURFACE USE PROGRAM

METHODS FOR HANDLING WASTE MATERIALS AND DISPOSAL

The reserve pit shall be lined with a synthetic liner that is a minimum of 12 mil thickness with
sufficient bedding to cover any rocks. The liner will overlap the pit walls and be covered with
dirt and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture the liner
will be disposed of in the pit.

Plans For Reclamation Of Location

When reclaiming the reserve pit, the pit liner will be torn and perforated before backfilling the
reserve pit and the torn liner will be buried a minimum of four (4) feet deep. If this is a
producing well and after the reclamation of the reserve pit, and unused disturbed areas,
contact the authorized office to obtain a seed mixture to revegetate these specific areas.

At time of final abandonment the intent of reclamation will be to return the disturbed area to
near natural conditions. Recontour the surface of the disturbed area to blend all cuts, fills,
road berms, and borrow ditches to be natural in appearance with the surrounding terrain.
After recontouring of the area any stockpiled topsoil will be spread over the surface, and the
area reseeded and revegetated to the satisfaction of the authorized officer of the BLM.
Contact the authorized officer of the BLM at the time of reclamation for the required seed
mixture.

Other Information

The operator or their contractor shall contact the BLM office at (801)789-1362, 48 hours prior
to construction activities.

Surface Gas Line

No installation of the proposed surface line will be performed during periods when the soil is
too wet to adequately support installation equipment. If such equipment creates ruts in
excess of three inches deep, the soil will be deemed too wet to adequately support this
equipment.

Where possible the line shall be placed as close to existing oil field roads as possible without
interfering with normal road travel or maintenance activities. For the line that is not installed
along an existing road but across country, after installation travel on the line will be infrequent
and for maintenance needs only. |f surface disturbance occurs along the line the operator
will be required to perform restoration of the land.

All surface lines will be either black or brown in color.
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Well No.: Monument Fed. 21-6-9-16Y

For this location in Lot 3, the Timing Limitation Stipulation concerning sage grouse nesting
areas has been waived by the Authorized Officer.

In the event this becomes a producing well a hospital muffler will be installed to reduce noise
levels on and around the location.
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Divisioa of Oil, Gas aad Miaing Routin
OPERATOR CHANGE WORKSHEET : ' .
2-GEH = 4
Attach all documentation received by the division regarding this change. ‘M’H?Qﬂfs = ‘
[nitial each listed item when completed. Write N/A if item is not applicable. 4-VLD 7 -
' S.JRB

XEX Change of Operator (well sold)
O Designation of Operator

O Designation of Agent
O Operator Name Change Only

The operator of the well(s) listed below has changed, effective: -9-30-97

TO: (new operator) INLAND PRODUCTION COMPANY FROM: (old operator)

EQUITABLE RESOURCES ENERGY
C/0 CRAZY MIN 0&G SVS

PO BOX 577

LAUREL MT 59044

(address)

(address) PO BOX 1446
ROOSEVELT UT 84066

Phone: _ (801)722-5103 Phone: _(406)628-4164

Account no. ___N5160 Account no. _N9890
WELL(S) attach additional page if needed:
Name: **SEE ATTACHED** APLEAS DA DK, Entity: S T R Lease:
Name: APL: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: APL Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: APIL: Entity: S T R Lease:
Name: APL: Entity: S T R Lease:

OPERATOR CHANGE DOCUMENTATION

» 1.

fe 2

e o

)

2L 6.
le 1
8.

(r649-8-10) Sundry or other legal documentation has been received from the FORMER operator (attach to this
form). /s, 12497) (Lo 12-10-7)

(r649-8-10) Sundry or other legal documentation has been received from the NEW operator (Attach to this
form). (4. to-20-97)

The Department of Commerce has been contacted if the new operator above is not currently operating an){
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well op<317=lt05r
changes should ordinarily take place prior to the division's approval, and before the completion of steps

through 9 below.
Changes have been entered in the Oil and Gas Information System (3270) for each well listed above.

(11-24497 _
Cardex file has been updated for each well listed above. (/-2/-77)

Well file labels have been updated for each well listed above. ( // '27/777

Changes havé been included on the monthly "Operator, Address, and Account Changes" memo for distribution
to Trust Lands, Sovereign Lands, UGS, Tax Commission, etc. 14 //—24'777

zz/ 9. A folder has been set up for the Ogerator' Change file, and a copy of this page has been placed there for

. reference during routing and processing of the original documents,

-OVER -



OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable,

ENTITY REVIEW

;éa 1. (r649-8-7) Entity assignments have been reviewed for all wells listed above. Were entity changes made?
(ye If entity assignments were changed, attach copies of Form 6, Entity Action Form.

;\,//1 2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures of entity
changes. :

BOND VERIFICATION - (FEE WELLS ONLY)

% 1. (1649-3-1) The NEW operator of any fee lease well listed above has furnished a proper bond.
e

__ 2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of today's date
- If yes, division response was made to this request by letter dated .

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

’Vé 1. Copies of documents have been sent on to at Trust Lands for changes
»rs 1nvolving State leases, in order to remind that agency of their responsibility to review for proper bonding.
/a5
’_"Z# 2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19 __, of their responsibility to notify all interest owners of this change.
FILMING

\b 1. All attachments to this form have been microfilmed. Today's date: j [ ) : 4’ ‘/} 4

FILING

1. Copies of all attachments to this form have been filed in each well file.

— 2. The original of this form, and the original attachments are now being filed in the Operator Change file.

COMMENTS

7y Blm ///m)L/ &/m/ [-/p-97 .




BECSIVED

00T 1 71997
October 7, 1997
Bureau of Land Management (,/ i v \\
Vemal District Office | d
170 South 500 East '
Vernal, UT 84078 - .

RE: Change of Operator
Duchesne & Vernal Counties, Utah

Dear Mr. Forsman:

Please find attached Sundry Notices and Reports on Wells for Change of Operator,
previcusly operated by Equitable Resources Energy Company for approval.

If you should have questions regarding this matter, please do not hesitate to contact me at
the number listed below.

Sincerely,

INLAND PRODUCTION COMPANY
&2 AL finn
Patsy Bal/ u

/pb
encls.

475 i
Seventeenth Street, Suite 1500, Denver, CO 80202 < 303-292-0900 ¢ FAX 303-296-4070



C ® o
Form 3160-5 UNITED STATES
(June 1990) DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use “APPLICATION FOR PERMIT—"' for such proposals

-}

.

FORM APPROVED ~
Budget Bureau No. 1004-0135
Expires: March 31,1993 ¢

S. Lease Designation and Serial No.
See Attached

6. If Indian, Allotee or Tribe Name
n/a

SUBMIT IN TRIPLICATE

7. If Unit or CA, Agreement Designation
See Attached

. Type of Well
oil G
Well DW.:II DOther [ 8D S AP el AW X el =N
2. Name of Operator T 7
Inland Production Company 0T 1.2 1997
- SEETAREE LW v § 4

8. Well Name and No.
See Attached

3. Address and Telephone No.
475 - 17th Street, Suite 1500, Denver, CO 80202

9. API Well No.
See Attached

(303) 292-0900 _

4. Location of Well (Footage. Sec.. T., R., M., or Survey Description)
See Attached

10. Field and Pool, or Exploratory Area
See Attached

11. County or Parish, State
See Attached

2. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
D Notice of Intent D Abandonment D Change of Plans
Recompletion New Construction
[_X.—] Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off
D Final Abandonment Notice Altering Casing Conversion to Injection
(Xl omer__Change of Operator Dispose Water
(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilied,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Effective September 30, 1997, Inland Production Company will take over Operations of
the Approved and Pending Applications for Permit to Drill listéd on the attached

exhibit. The previous Operator was:

Equitable Resources Energy Company

1601 Lewis Avenue
Billings, MT 59102'

Effective September 30, 1997, Inland Production Company is responsible under the
terms and conditions of the leases for operations conducted on the leased lands

or a portion thereof under BLM Bond No.
Group.

SRR NN Y,

UT0056 issed by The Hartford Insurance

Pr—f/\.:‘{\ £ TTTTN

T Nt

0CT 1 01997

o G[35/57

14. 1 hmuy(énify ?RW is and correct
Signed ¥N Q) (V‘Z/

i, ~= 4
(This space for Federal or State office use)

Tide

Date

Approved by
Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to ‘make to any department or agency of the Unil
or represeniations as 1o any matter within its jurisdiction.

ted States any false, fictitious or fraudulent statements

*See Instruction on Reverse Side



Monument Federal #11-10-9-17Y

ument Federal #11-17-9-16Y

lonument Federal #12-7-9-16Y

[Monument Federal #12-11-9-17Y

(e {5

[Monument Federal #14-22-8-17

[

(

‘Monument Federal #1 4-258-17
Honument Federal #21-6-9-16Y

Monument Federal #21-18-6-16Y

Y

{fMonument Federal #21-22-9-16Y 7
ument Federal #22-6-9-16Y
lonument Federal #22-7-9-16Y

IMonument Federal #23-6-9-16Y

{Klonument Federal #23-31-8-16Y

=
\
\
U
>
\

fMonument Federal #24-7-9-1 6Y
Monument Federal #24-31-8-16Y

Monument Federal #24-6-6-16Y

Monument Federal #31-10-9-17Y

Monument Federal #32-5-6-17

<

Monument Federal #32-7-6-16Y

Monument Federal #£32-16-G-16Y

¢ C <

Monument Federal #33-5.9-17

Monument Federal #33-7-0-16Y

Monument Federal #34-6-9 16Y

\
v
¢

-

4
(&
A\
Y

('(

Monument Federal #34-79-16Y

IMonument Federal #41-22.8-17
iMonument Federal #31-25-8-17
Honument Federal #41-35-9-18Y
Klonument Federal #47- 22-8- 17

Monument Federal #42-2

IMonument Federal #43-31-8-16Y
Monument Federal #43-31-8- 18Y

onument Federal #43-2

Monument Federal
Monument Federal
[Mcnument State #41

IMonument State #42

Ionurent Federal #32-20-9-18Y

i : : i
H

FED OR STATE :
— LEASENO. ""W
_ S
_Monument Butte NW NW 10 798" T 17E “Duchesne - \UT ~_[PND " ""GreenRiver 1065210 T f"*g’mfﬂ 534}[409 FNL, 475 FWL
- :Monument Butte™ "NW NW 1777957 47 Duchesne [APRVD ~~ "Green River (UTU-74390 ™ "/43-013-31779 |575 FNL, 640 FWL
_MonumentButle  SW NW 7] 8S 16E 'Duchesne ~ _|APRVD " Green River UT-74390 [43-013-31777 [1980" FNL, 660" FWL
;Monument Butte  "sw Nw 11T 795 T T17E Duchesne _UT_ APRVD  'GreenRiver ~  'U®53i5 — — ;43-013-31679 [1996'FNL, 673 FWL
:Monument Bufle "Sw sw 22 88 T 7E ﬁchesne ~_IUT {APRVD "~ 'GreenRier " U®b7gas — — 43-013-31643 |532 FSL. 495 FWL
____MonumentBufie  SW SwW 25T 88 tah T TG JAPRVD " iGreenRiver  'UTU-74870 __ [43-047-32765 660 FSL, 660 FWL
"~ TMorument Bule NE NW 6, &S T T JAPRVD _ .GreenRiver |UTU-74380° 143-013-31816 |663 FNL, 1728 FWL
B : Monument Bufte ~  'NE NW 187 95 esne  UT ___‘GreenRiver [UTU-74390 *""950(3%[1/ 7 [859'FNL, 1660' FWL "~ [Vern
_____MonumentButie NE NwW 22~ 65 16E Duchesne - ur __.Green River UTU-64379 14301331727 [311°FNL, 2030° AL
___Monument Butte SENW ) 6; 9§ 16E | Du Duchesne Ut __Green River :UTU-743590 __ . 143-013-31719 [2011 FNL, 1869 FWL
_{MonumentButte' 'SE Nw .7 95 [ 16E Duches . _UT APRVD " "Green River UTU-74380 {43-013-31776 | 2036 FNL, 2070° EWL
iMonument Butte' 'NE sSw 6 8% 16E lDuchesne _oT vAPRVD ~ Green River UTU-74390 [43-013-31812 [1938'FSL, 1756 FWL
" iMonumeniBuie NE Sw - 317 88 16E Duchesne L UT ~ TAPRVD ~ "Green River ‘UTU-74389 __i43-013-31810 |1980 FSL, 1826 FWL
______Monument Butte ‘SE sw 6, 8§ 16E [Duchesne 7 ‘UT |PND ‘Green River ~ 'UTU-74390 - EC‘ /33]9/% 717°FSL, 211¢’ WL
lMonument Butte SE Sw 77 9 16E Duchesne B ] i \APRVD _ ~— 'Green River 'UTU-74390 4301331775 |51 FSL, 1952 FWL
~ [Monument Butte . 'SE SW : | "16E Duchesne —  UT “TAPRVD !Green River 049950 T 1439013-37780 [687 FSL, 1832" FWL
} J[Monument Bufte  'NW NE - 10/ 8 _17E_|Duchesne” o Tar IPND Green River __ U-65210 1430123159/ |660"FNL, 1980° FEL B
Monument Butte SW NE 5 @S 17E  'Duchesne ‘UT ' |PND ‘Green River ‘UTU-74808 | 1833' FNL, 1913 FEL
" 'Monument Butte . SW NE 798 16E :Duchesne UT "TAPRVD  Green River ~iUTU-74390 43-013-31778 |2048"FNL, 1769 EEL
—_MonumeniBufte SW NE 18, 9§ 16E  Duchesne ~ TUT TiPND "~ Green River UTU-74390 "7 1996' FNL, 1910° FEL
T T BMieFat 'SW NE - 7201 88 18E Uintah ~— U7 'APRVD™ " Green River ‘U-64917 :43-047-32725 1980 FNL, 1980' FEL.
~ MonumentBute = 'NW SE - 5. 796§ | A7E __:Duchesne UT" "PND_ " “GreenRiver ~ ~ TUTU-74808 - 7 1754'FSL, 2031 FEL ~
‘Morumeni Bufie  'NW SE 795 1 16E |Duchesne TUT APRVD ~ TUTU-74386 i43-013-31773" [2137°FSL, 1910 FEL
“MonumeniBuie  'NE SE 17785 16E  [Duchesne - UT ~"APRVD ~ GreénRiver —~ UTU-74389 143-013-31772 |1957 FSL, 1810 FEL
. [MonumentBute  "Sw SE 5§ 16E _Duchesne ~ ~ “TUT "~ IPND _iGreenRiver ~ TUTU-74390 — _Y36i33]77] |660°FSL, 1980' FEL
Monument Butte SW SE 9S | 16E *’Duchesir_\g” ____ ‘Ut iPND ‘Green | River — _ . :UTU-74390 o 1 Y35/22/803 7017 FSL, 2075 FEL 1ve
_.MonumentButte  'swse 34 8S | 18E Uintah T T _|PND " ""Green River _UTG-74404 ?30y7-;2‘? 5 |636'FSL 2160°FEL
‘MonumenfBulte ~ 'NE NE , 88 . 17E Duchesne ‘UT JAPRVD Green River UTU-76240 i43-013-31827 703" FNL, 759" FEL
~ MonumentBufte = NE NE 5 7€ Uimtah 'UT _|APRVD "~ Green River 'U-67845 . _143-047-32766 |00 FNL, 860°FEL
" iMonumentButte  NE NE E] Uintah T TOT " ‘GreenRwer  Uwsgsis '43-047-32727 |500°FNL, 660° FEL
MonumentButte ~ SE NE 22" 8§ 17E Duchesne ~ T _GreenRiver T UTU76240 143-013-31826 |1930° FNI, 803 FEL
MonumentBulte” 'NE NE 257 8§ | 7E Unah T UT " Green River U67845 143-047-32767 |1930° FNL, 803 FEL
"~ MorumentBulte  NE SE 227 8% 17E  Duchesne 10T ~ “Green River UTU-67845 — ~"743-01331813 12174 FSL, 557 FEL
MorumentBufte ~ 'NE SE 317 85 | 16E 'Duchesne Ut _|APRVD ~ ""GreenRiver — "UTU-74386 ~143-013-31875 |1980'FSL, 660 FEL
~MonumentButte ~ 'NE SE 317 8§ ‘*155" Uintah T UT 'PND _ GreenRiver  UTU74404 T 0 1764 FSU, 623 FEL
_MonumentButte . "NE SE - 257 8§ | 17E “Uintah” ~ 'UT T /APRVD " Green River UeT8a T 435047435768 1973 FSL, 719 FEL
“'Monument Butte ~ 'SE SE 78S 16E Duchesne UT /PND ™ " GreenRiver ~ “UTU-74390 T Y2513 3/8pY |660 FSL, 660 FEL
IMonument Butte ~ 'SE SE T 37T 8S 18E Uintah ~ _UT " 'PND " Green River _Usbge8 T Eﬁ,ﬂﬂ.ézz 915'FSL, 759 FEL
_"Monument Butte 'NENE 2. 78s 17E Untah JUT _JAPRVD "Green River ___'State #ML45555  143-047-39843 1667 FNL, 660 FEL
Monument tButte SENE T T2 g8 T 47E ‘Uintah Ut |APRVD GreenRiver ™ Siate #ML 45555 |42-047-32842 |T985"FNL, 660° FEL O

_NVemal
Vernal

___iCastie Draw

iCastle Draw
_.[raste Draw




United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Vemal District Office

170 South 500 East Phone: (801) 781-4400
IN REPLY REFER TO: Vernal, Utah 84078-2799 Fax: (801) 781-3410
3162.3
uT08438

November 10, 1997

Inland Production Company
475 17th Street, Suite 1500
Denver, CO 80202 . .
73-0/3/5/8/& (MNine mile 5«&7

Re:  Well No. Mon. Fed. 21-6-9-16Y

NENW, Sec. 6, T9S, R16E

Lease U-74390

Duchesne County, Utah

Dear Sir:

This correspondence is in regard to the self-certification statement submitted requesting a change
in operator for the referenced well. After a review by this office, the change in operator request
is approved. Effective immediately, Inland Production Company is responsible for all operations
performed on the referenced well. All liability will now fall under your bond, BLM Bond No.
UT0056, for all operations conducted on the referenced well on the leased land.

If you have any other questions concerning this matter, please contact Margie Herrmann or Pat
Sutton of this office at (435) 781-4400.

Sincerely,

Wg%% z

Howard B. Cleavinger |l
Assistant Field Manager,
Minerals Resources

cc: Division of Oil, Gas & Mining
Equitable Resources Energy Company
ABO Petro Corp
Myco Industries Inc
Yates Drilling Co.
Yates Petro Corp



- .
N .
- . A
.

FORM APPROVER ™

Form 3160-§ UNITED STATES
(June 1990} DEPARTMENT OF THE INTERIOR Bt Bureas e oD
BUREAU OF LAND MANAGEMENT 5. Lamse Designation and Serisl No.
SUNDRY NOTICES AND REPORTS ON WELLS e A
Do not use this form for proposals to dritl or to deepen or reentry to a diffarent reservoir. n/a-
Use "APPLICATION FOR PERMIT—" for sugh proposals
———— — -W
3. 1 Unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE See Attached
1. Type of Well S——
R wa O Vel ) ower 1. Well Name and No.
2. Name of Openilor Saa Athaghﬁd
Inland Production Company ' 9. API Well No.
3. Address and Telephona No. ' ' gsee Attached
475 - 17th Street, Suite 1500, Denver, CO 80202 (303) 292-0900 TO. Flid a0d Poal, or Explortory Area
T Tosion of Well (Foouge. Sct.. T., K., M., of Survey Description) See Attached
See Attached T1. County or Parish, State
See Attached

12, CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE QF ACTION

TYPE OF SUBMISSION

D Notice of Intent D Abandonment D Change of Plan¢
¥ Revompletion New Conttruction
m Subsaquent Report C'J Plugging Back Non-Rourine Fracturing
Casing Ropair Water Shut-Off
D Einal Abandonment Natice D Alteriog Caaing D Conversion o Injection

m oner __Change of Operator D Dispose Warer
(Now: Repert rasila of muttiple comphrtionon Well
Completion ot Recampletion Repert snd Logform)
13, Describe Proposed or Compisted Operations (Clearly sats all pertinent detally, and give pertinent dates, including —iraved date of starting any proposed work. If well 1s directionally drilled,
giva subsurface locations and messured and e vertical depths for Ul markers And 20ne¢ partinent 10 this work.)®

Effective September 30, 1997, Inland Production Company will take over Operations of
the Approved and Pending Applications for Permit to Drill listeéd on the attached

exhibit. The previous Operator was: Equitable Resources Energy Company
1601 lLewis Avenue

Billings, MT 59102°

Effective September 30, 1997, Tnland Production Company is responsible under the
taerms and gonditions of the leases for operations conducted on the leased lands
‘or a portion thereof under BLM Bond No. UT0056 isse

Group.

d by The Hartford Insurance

Wr W4 co
AV $I T

e ——

(This tpice (o Federal or Siaie vifice Use)
Date

Approved by
Condltions of approval, if any:

: =——ng==’=-4=‘*" e
of agency of the United Sutes any felse. fetitious or (raudulent statemants

Tide 18 U.5.G. Section 1001, makes It & crima far any persan knowingly and witlfully 10 make to any department

or repraasniaiions A4 10 any matier within Its jurisdiction.
Mﬁ n— L — L —— o M
*gee Instruciion on Reverse Side




DIVISION OF OIL, GAS AND MINING

DDIN NFORMATTION

CONFIDENTI

Name of Company: INLAND PRODUCTION CO

Well Name: 6-6 NINF MILE

Api No.__43-013-31816
Section:_6 Township:_9S Range:_l6E County:_DUCHESNE

Drilling Contractor: FOUR CQRNERS

Rig #_6

SPUDDED:

Date:_10/16/97

Time:

How:_ROTARY

Drilling will commence:

Reported by: KEBBIE

Telephone NO.:

Date: 10/22/97 Signed: JLT




~ 43s18/1997 85:15 1—486-—6?4164 CRAZY MTN 0&G PAGE 02

®
I\ EQUITABLE RESOURCES
ENERGY COMPANY

WESTERN RECION
(406) 259-7860 Telephone
(406) 245-1361 Fax

December 10, 1997

Lisha

State of Utah

Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Box 145801

Salt Lake City, UT 84114-5801

Dear Lisha:

RE: Equitable Sale of Utah Properties

Effective September 30, 1997, Equitable Resources Energy Company sold all of its Utah
propetties to Inland Production Company.

Please feel free to contact me if you require additional information.

Sincerely,
Nol L gG:wu\od
Molly Conra:

Agent for Equitable Resources
Energy Company

mc¢



- 018/ 13991 ¥OILD 1-4Ub—b$41b4 CRAZY MIN UXG PAGE B
11

Crazy Mountain Qil & Gas Services
P.O. Box 577

Laurel, MT 59044

(406) 628-4164

(406) 628-4165

TO: LJ«Q)\QL,
Sk of Udah.

FROM. Molly Conrad
Crazy Mountain Oil & Gas Services
(406) 628-4164

Pages Attached - Including Cover Sheet (Q )

Mwmw%—;& ;\Q.% d

Cotl tad. Upu. nee



' Foiu.; 3160-5 UN |TE.TATES ‘ FORM APPROVED

(June 1930) [B)E géi-{]MOEFNlTAC'\)IE WENT(;-ESIIEONRI_ C U N F I D E N T I A Bud-ged Bureau No. 1004-0135

Expires March 31, 1993

5. Lease Designation and Serial No,

SUNDRY NOTICES AND REPORTS ON WELLS UTU-74390

Do not use this form for proposals to drill or deepen or reentry to a different reservoir. 6. If Indian, Allottee or Tribe Name
Use "APPLICATION FOR PERMIT -" for such proposals

7. W unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE

1 Type of Well
mon Well DGas well E]Othef 8. Well Name and No.
2. Name of Operator Nine Mile #6-6
Infand Production Company 9. API Well No.
3. Address and Telephone No. 43-013-31816

10. Field and Pool, or Exploratory Area
Monument Butte

P.O. Box 790233 Vernal, UT 84079  Phone No. (801) 789-1866

4. Location of Well (Footage, Sec, T., R., M., or Survey Description)

NE/NW 663' FNL & 1728’ FWL

11. County or Parish, State
Duchesne, UT

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

[X]  Notice of Intent Abandonment Change of Plans

Recompletion New Construction

D Subsequent Report Plugging Back Non-Routine Fracturing

Casing repair Water Shut-off

l____l Final Abandonment Notice Altering Casing Conversion to Injection

HOO0OO00
Hooood

Other Amended drilling program Dispose Water
{Note: Report results of multiple completion on Wek

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directioally
drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work)

Inland Production Company requests to change the name of the Monument Federal #21-6-9-16Y (formerly operated
by Equitable Resources Energy Company,) to the Nine Mile #6-6. Please refer to the attached copy for the change
of operator, effective as of September 30, 1997.

The Application For Permit To Drill the above referenced location was approved on March 4, 1997. Please
see the attached amended drilling program for Inland Production Company. Included is a copy of the approved APD cover
sheet and COA's, for your convenience.

(T3 T (?T? 77

!\(/é'«j"ﬂ\V/,/‘ :

",‘.

[

<a T o4 - ’
C\)‘\i 0CT 14 1997 ,/

o . Mt e s s

DIV. OF OIL, GAS & 811 55

Title Regulatory Compliance Specialist _oate 10/7/97

Cheryl Ca eron

(This space of Federal or State office use.)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly to make to any department of the United States any false, fictitious or fraudulent statements or representations as

to any matter within its jurisdiction.

*See Instruction on Reverse Side



" RESOURCES INC.

October 22, 1997

Bureau of Land Management }
Vernal District Office (\ \ 0CT 24 1997 !
170 South 500 East - 2/
Vernal, Utah 84078 DIV. OF OIL, GAS & MIN!NGJE
ATTENTION: Ed Forsman/Wayne Bankert RE: Nine Mile #3-6 & #6-6

Wells Draw #1-4, 6-4 & 7-4

Gentlemen,

Enclosed are the originals and two copies (each,) of the Application For Permit To Drill for the
locations in Wells Draw, the amended drilling program for the Nine Mile #6-6 (per Sundry Notice,) and
a Sundry Notice for a name change for the Nine Mile #3-6.

Please contact me in the Vernal Branch office (801) 789-1866 if you have any questions, or

need additional information.
eryl Cartheron

Regulatory Compliance Specialist

cc:  State of Utah
Division of Oil Gas & Mining
1594 WN Temple, Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Inland Production Company Field Office + P.O. Box 1446 » Roosevelt, UT 84066 « 801-722-5103 « FAX 801-722-9149
475 Seventeenth Street, Suite 1500, Denver, CO 80202 ¢ 303-292-0900 ¢ FAX 303-296-4070



FORM 3160-5 UNITE ATES .
PR DEPARTMENT OF THE INTERIOR
: BUREAU OF LAND MANAGEMENT

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill or deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT -" for such proposals

FORM APPROVED
Budged Bureau No. 1004-0135

Expires March 31, 1993

5. Lease Designation and Serial No.

UTU-74390

6. If Indian, Allottee or Tribe Name

SUBMIT IN TRIPLICATE

7. If unit or CA, Agreement Designation

1. Type of Welt

O!l Well DGas well Dother

8. Well Name and No

2. Name of Operator

Inland Production Company

Nine Mile #3-6

3. Address and Telephone No

P.O. Box 790233 Vernal, UT 84079  Phone No. (801) 789-1866

4. Location of Well (Footage, Sec., T, R., M., or Survey Description)

NE/NW 663’ FNL & 1728’ FWL

S0 ly TaS PIbE

9. APl Well No
43-013-31816

10. Field and Pool, or Exploratory Area
Monument Butte

11. County or Parish, State
Duchesne, UT

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

[X]  Notice of intent Abandonment
Recompletion
[] subsequent Report Plugging Back
Casing repair

[[] Final Abandonment Notice Altering Casing

HOOUO0

Other Location Name Change

Hoooan

Change of Plans

New Construction
Non-Routine Fracturing
Water Shut-off
Conversion to Injection

Dispose Water
(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Lag form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. if well is directioally

drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work)

Inland Production Company requests to change the name of the Nine Mile #6-6 to the Nine Mile #3-6,
formerly operated by Equitable Resources Energy Company, from the name of Monument Federal #24-6-16Y.

2 -l 9 -luyf

I

) E@EWED

DIV. OF OIL, GAS & MINING

0CT 24 1997 l

e  Regulatory Compliance Specialist bate 10/17/97

(This space of Federal or State office use.)

Approved by Title

Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly to make to any department of the United States any false, fictitious or frauduient statements or representations as

to any matter within its jurisdiction.

*See Instruction on Reverse Side



FORM 3160-5 INITED STATES . FORM APPROVED

(June 1990) DEF ENT OF THE INTERIOR Budget Bureau No. 1004-0135
BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
S. Lease Designation and Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS UTU-74390
Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name
Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well
X Qil Gas 8. Well Name and No.
Well Well Other NINE MILE 3-6
9. APl Well No.
2. Name of Operator 43-013-31816
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area
3. Address and Telephone No. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. County os Parish, State
4. Location of Well (Footage, Sec., T., R., m., or Survey Description)
663 FNL 1728 FWL NE/NW Section 6, T09S R16E DUCHESNE COUNTY, UTAH
12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
[:] Notice of Intent Abandonment Change of Plans
Recompietion New Construction
Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off
: Final Abandonment Notice Altering Casing Conversion to Injection
Other Weekly Status Dispose Water
{Note: Report resuits of multiple completion on Well
Completion or Recompletion Report and Log form.)
13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give perti dates, includi i d date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLY STATUS REPORT FOR WEEK OF 10/16/97 - 10/22/97

MIRU Four Comers #6. NU. Test lines, valves, rams & manifold to 2000 psi; annular preventer & csg to
1500 psi. PU BHA & GIH. Drl plug, cmt & GS. Drl & srvy 115' - 3351".

ECEIVE[R
j eT 29 1997‘ID

Di\/ OF OIL, GAS & MINING

14. I hereby certify that the foregoing is true and correct

Signed S\f\buvvvxc»v\ I :Ij\ Titte  Engineering Secretary Date 10/24/97

{This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

CC: UTAH DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent or repr ions as to any matter within its jurisdiction.




FORM 3160-5 NITED STATES

(June 1950) DEP/A®,MENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill or to deepen or reentry a different reservoir.
Use "APPLICATION FOR PERMIT -" for such proposals

., FORM APPROVED

Budget Bureau No. 1004-0135
Expires: March 31, 1993

S. Lease Designation and Serial No.

UTU-74390

6. [f Indian, Allottee or Tribe Name

NA

SUBMIT IN TRIPLICATE

7. If Unit or CA, Agreement Designation
NA

1. Type of Well

Oil Gas
X
Well Well Other

8. Well Name and No.
NINE MILE 3-6

9. APl Well No.

2. Name of Operator

INLAND PRODUCTION COMPANY

43-013-31816

10. Field and Pool, or Exploratory Area

3. Address and Telephone No.
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900

MONUMENT BUTTE

11, County or Parish, State

4. Location of Well (Footage, Sec., T, R., m., or Survey Description)

663 FNL 1728 FWL NE/NW Section 6, T09S R16E DUCHESNE COUNTY, UTAH
12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
l: Notice of Intent Abandonment Change of Plans
Recompietion New Construction
Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair
Altering Casing
Other Surface Spud

: Final Abandonment Notice

Water Shut-Off
Conversion to Injection
Dispose Water

{Note: Report results of multiple completion on Well
Completion or Recompietion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearty state all pertinent details, and give perti dates, includi i d date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work }*

MIRU Leon Ross. Drl 12-1/4” sfc hole to 155’. Spud well @ 2:30
encountered @ 37°. RDMO.

pm, 10/16/97. 20-25 gpm wtr flow

(TN

0CT 29 1997 |
\ W)

|

DIV. OF OIL, GAS & MINING

14. [ hereby certify that the foregoing is true and correct \
Signed LU\ ammnon S/\-\ \,U,\, Title Engineering Secretary Date 10/24/97
(This space for Federal or State office use)
Date

Approved by Title

Conditions of approval, if any:

CC: UTAH DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradul or repr ions as to any matter within its jurisdiction.



FORM 3160-5 UNITED STATES
(June 1990) DEPQMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT
SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for propasals to drill or to deepen or reentry a different reservoir.
Use "APPLICATION FOR PERMIT -" for such proposals

FORM APPROVED

Budget Bureau No. 1004-0135
Expires: March 31, 1993

S. Lease Designation and Serial No.

UTU-74390

6. If Indian, Allottee or Tribe Name
NA

7. 1f Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well
X Qil Gas 8. Well Name and No.
Well Welt Other NINE MILE 3-6
9. API Well No.
2. Name of Operator 43-013-31816

INLAND PRODUCTION COMPANY

10, Field and Pool, or Exploratory Area

3. Address and Telephone No.

MONUMENT BUTTE 4

t1. County or Parish, State

475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900

4. Location of Well (Footage, Sec., T., R., m,, or Survey Description)

NE/NW Section 6, T09S R16E DUCHESNE COUNTY, UTAH

663 FNL 1728 FWL

CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

. Abandonment Change of Plans
. Recompletion New Construction
Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off
Altering Casing Conversion to Injection
Other Weekly Status Dispose Water
{(Note: Report results of muitiple completion on Well

E Notice of Intent
Subsequent Report

[: Final Abandonment Notice

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state alt pertinent details, and give perti dates, incl

d date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLY STATUS REPORT FOR WEEK OF 10/23/97 - 10/29/97 -
Drilled 7-7/8" hole w/Four Comers, Rig #6 from 4382' - 5950'.

Run 5-1/2” GS, 1 jt 5-1/2” csg (42”), 5-1/2” FC, 138 jt 5-1/2”, 15.5#, J-55, LT & C csg (5931’). Csgset @
5944’. RD casers. RU Halliburton. C&C. Pmp 20 bbl dye wtr & 20 bbl gel. Cmt w/380 sx Hibond 65
Modified (11.0 ppg 3.0 cf/sk yield) & tailed w/335 sx Thixotropic & 10% Calseal (14.2 ppg 1.59 cf/sk yield).
Good returns until POB w/1975 psi @ 11:45 am, 10/25/97. RD Halliburton. Est 6 bbl cmt to sfc. ND BOP’s.
Set slips w/75,000#, dump mud tanks. Rig released @ 3:00 pm, 10/25/97. RDMOL.

CONFIDENTIAL

14. I hereby certify that the foregoing is true and correct AN

Signed SN Ak A S'ﬁ ]té Tite  Engineering Secretary Date 10/30/97

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

CC: UTAH DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradul of repl as to any matter within its jurisdiction.




LA OF Ufsl
DIvISION of 0L, GAS AnD HENTNG

operaror _Inland Production Company
ENTITY ACTION FORM - Fopn ¢

GPERATOR ACCT. MO,

#5160

ADDReSs 475 17th St., Suite 1500 i
Denver, CO 80202
r e T L e O I T O R T ¢ oue | SR
B Qa2 10835 M3 813 3151d] M sramentt Bthe Todd (6-3¢ j5¢fse| 34| €S [16E | Duchemne, V[ [aT| (afifat
WELL T COMMENTS: 5?? well | Leon s & il:a0 o LQ(u[‘Z'{. E,,J,\ths @/DZM/ //.25/.77/2{6
Mrn'ga/,lc é)rr(/ D //h??L ) . .
A 991g} /,ZQL/ 43-013-319a¢ Tew S<nds Tedeyal 1339 M{s-.:. AT} ¥S | (7€ | Duchesnc 0[] (s3] g
WELL 2 COmIENTS: 5'?\“; Qe it Q)I Dien v‘.%:u_? C 7rae o %[Q[qj’
A 1%5231] 1292 Ma-aia-302 Moo butke Fed 1837 | 37 [ 93] 106 Ducbomne wlus1 | e[
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AR ALY Hion-ase| Aae Ale 3-C YT e |95 168 [Duchesne a1 | e
HELL § COMHENTS: '

Spué e\ \b{ Leban.s; @, ‘.),':36‘(:-'\‘ {O{E\o{17.

ACTEOM CDNES (See instructions on back of form)

A

A~ Establish aew entity for new well (single well 001!]
D - Add new well to existing entity lgroup or unit wel )
C -~ Re-assign well from one existlng eatity to another exist

o\ \Lae
QO

gf’alure
Ing entity
0 ~ Re~asgign well from oue exhsting entity to a new entity

€ - Other {explain in cosments section)

HOTE: Use COMNENT section Lo explain why
(1/89)

each Action Code was salectad,

Phone Neo. 1303 y 376-8107

Engineering Technician &\.‘.\.c.l 1
Titla

Date

T2 AON

A,

CANNOING3IN AONHTNT WHJT =TT



S:ail OF wan

GIVISION OF U1t GAS AND MiNING oreraron _Inland Production Company

OPERATOR ACCY. o, M 5160
ENTITY ACTION FORM - rorM ¢ ADORESS 475 17th St., Suite 1500 '
Denver, CO 80202
ACTION | cumnEng NEW AP tNINDER WELL NAME _VELL LOCATIO) sPUD EFFECTIVE
CO0E _[ENTITY wo. |enTrTY No. A Q0 [ SC T 1 [ %6 COunTY DATE DATE
A1 993e2] Jzs aen-aime] To Sends Sodoot 1oaa 9%2¢) 33|25 J17E [Puckesne W F17 | wfigf17
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" [vELL a4 comsents: Sousd \Be..\\ q L‘-b\‘\ ths Q S-,JQ ?m' 16(3.1[?7,
[Trfw.\ﬁ ;n [?’7 . _
%13 | 1729 Ko-ona-ags Bovadary Tederat oot [Tan A | 75 [ \T6 [Dudesne W[ | ifafq
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(Boundary meﬁ' | o
ACTI0M: CODES (See iastructions an back of form) / {
A - Establish new enlity for new

well (single well gnl )
B~ Add new well to existing enlity {groug or unit uelrs
C - Re-assiyn well from one exist

ing entity Lo anolher axisting entlty
D - Re-assigu well From ona exist

in? entity to a aew antity
E - Uther {explain in comments section)

HOTE: Use COMMENT section to explain
(31/89)

why each Action Cads was salected.,

%'&&6 ’H‘&&\—J

Engineering Technician |
Titla

Date
Phone ¥o. ¢ 303 ) 376-8107
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FORM 3160-5 mm«:n STATES
(June 1990) DEPAM®PMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT
SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill or to deepen or reentry a different reservoir.
Use "APPLICATION FOR PERMIT -" for such proposals

| FORM APPROVED
Budget Bureau No. 1004-0135

Expires: March 31, 1993

5. Lease Designation and Serial No.

UTU-74390

6. If Indian, Allottee or Tribe Name

NA

SUBMIT IN TRIPLICATE

7. if Unitor CA, Agreement Designation

NA

1. Type of Well
Qil Gas
X

8. Well Name and No.
NINE MILE 3-6

9. APl Well No.

CONFIDENTIAL

2. Name of Operator

INLAND PRODUCTION COMPANY

43-013-31816

10. Field and Pool, or Exploratory Area

3. Address and Telephone No.

475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900

MONUMENT BUTTE

11. County or Parish, State

4. Location of Well (Footage, Sec., T, R, m., or Survey Description)

663 FNL 1728 FWL NE/NW Section 6, T09S R16E DUCHESNE COUNTY, UTAH
12, CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Abandonment

I:] Notice of Intent
Subsequent Report
: Final Abandonment Notice

Recompletion

Plugging Back

Casing Repair

Altering Casing

Other Weekly Status

Change of Plans

New Construction
Non-Routine Fracturing
Water Shut-Off
Conversion to Injection

Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form )

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give perti dates, includi i d date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLY STATUS REPORT FOR THE PERIOD OF 11/13/97 - 11/19/97

Perf CP sd @ 5770-75°, 5778-80°.

JECEIVE

NOV 24 1997

DIV. OF OIL, GAS & MINING

14 I hereby certify that the foregoing is true and correct

Signed iﬁ S I tl Title Engineering Secretary

Date 11/19/97

(This space for Federal or State office use)

Approved by Title

Date

Conditions of approval, if any:

CC: UTAH DOGM

Titie 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its jurisdiction.



FORM 3160-5 ‘l NITED STATES . FORM APPROVED
(June 1990) DEPARIMENT OF THE INTERIOR Budget Bureau No, 1004-0135

BUREAU OF LAND MANAGEMENT

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill or to deepen or reentry a different reservoir.
Use "APPLICATION FOR PERMIT -" for such proposals

Expires: March 31, 1993

5. Lease Designation and Serial No.

UTU-74390

6. If Indian, Allottee or Tribe Name
NA

SUBMIT IN TRIPLICATE

7. If Unit or CA, Agreement Designation

NA

1. Type of Well

0Oil Gas
X
Well Well Other

8. Well Name and No.
NINE MILE 3-6

9. API Well No.

2. Name of Operator

INLAND PRODUCTION COMPANY

43-013-31816

10. Field and Pool, or Exploratory Area

3. Address and Telephone No.
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900

MONUMENT BUTTE

11. County or Parish, State

4. Location of Well (Footage, Sec., T, R., m,, or Survey Description)

663 FNL 1728 FWL NE/NW Section 6, T09S R16E DUCHESNE COUNTY, UTAH
12, CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Abandonment

:] Notice of Intent
Subsequent Report
E Final Abandonment Notice

Recompletion

Plugging Back

Casing Repair

Altering Casing

Other Weekly Status

Change of Plans

New Construction
Non-Routine Fracturing
Water Shut-Off
Conversion to Injection
Dispose Water

(Note: Report results of muitiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give perti dates, includi i d date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLY STATUS REPORT FOR THE PERIOD OF 11/27/97 - 12/3/97

Perf PB sds @ 4616-25’.

IDENTIAL

ECEIVE

DEC 08 199/

DIV. OF OIL, GAS & MINING

14. 1 hereby certify that the foregoing is true and correct N

Signed 5\,\3 A ANCAA &v\ uu\ Title Engineering Secretary Date 12/5/97
(This space for Federal or State office use)
Date

Approved by Title

Conditions of approval, if any:

CC: UTAH DOGM

i
t
i
t
I

Title 18 U.S.C. Section 1001, makes it a crime for any person knowinglyand willfully to make to any department or agency of the United States any false, fictitious

or fradulent oF repri ions as to any matter within its jurisdiction.




FORM 3160-5 NITED STATES ’ FORM APPROVED

(June 1990) DE PSRTMENT OF THE INTERIOR Budget Bureau No. 1004-0135
BUREAU OF LAND MANAGEMENT Expires: March 31, 1993
S. Lease Designation and Serial No.
SUNDRY NOTICES AND REPORTS ON WELLS UTU-74390
Do not use this form for proposals to drill or to deepen or reentry a different reservair. 6. [f Indian, Allottee or Tribe Name
Use "APPLICATION FOR PERMIT -" for such proposals NA

7. 1€Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well
X Qil Gas 8. Well Name and No.
Well Well Other NINE MILE 3-6
9. APl Well No.
2. Name of Operator 43-013-31816
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area
3, Address and Tetephone No. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11, County or Parish, State
4. Location of Well (Footage, Sec., T., R., m., or Survey Description)
663 FNL 1728 FWL NE/NW Section 6, T09S R16E DUCHESNE COUNTY, UTAH
12, CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
: Notice of Intent Abandonment Change of Plans
Recompletion New Caonstruction
Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off
: Final Abandonment Notice Altering Casing ) Conversion to Injection
Other Weekly Status Dispose Water
(Note: Report results of multiple compledon on Well
Completion or Recompletion Report and Log form.)
13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give perti dates, includi i d date of starting any proposed work. If well is direction~
ally deiiled, give subsurface I and d and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLY STATUS REPORT FOR THE PERIOD OF 11/20/97 - 11/26/97

ME@EB
DEC 08 1997 @

| DIV.OF 0IL, g g i

Perf B sds @ 5202-06’.
Perf D sds @ 4897-4504.

NING

14. | hereby certify that the foregoing is true and correct

Signed SN a s Ao S Jj\ Title Engineering Secretary Date 12/5/97

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:
CC: UTAH DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

oc fradulent statements or representations as to any matter within its jurisdiction.



FORM 3160-5 .’JNITED STATES

(June 1990) DEPAXIMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposails to drill or to deepen or reentry a different reservoir.
Use "APPLICATION FOR PERMIT -" for such proposals

FORM APPROVED

Budget Bureau No. 1004-0135
Expires: March 31, 1993

5. Lease Designation and Serial No.

UTU-74390

6. If Indian, Aliottee or Tribe Name

NA

SUBMIT IN TRIPLICATE

1. Type of Well

oil
X

Well Well Other

7. If Unit or CA, Agreement Designation

NA

8. Well Name and No.
NINE MILE 3-6

2. Name of Operator

INLAND PRODUCTION COMPANY

9. API Well No.
43-013-31816

3. Address and Telephone No.
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900

10. Field and Pool, or Exploratory Area
MONUMENT BUTTE

4. Location of Welt (Footage, Sec., T., R., m., or Survey Description)

663 FNL 1728 FWL NE/NW Section 6, T09S R16E

11. County or Parish, State

DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION

TYPE OF ACTION

Abandonment

: Notice of Intent
Subsequent Report
I: Final Abandonment Notice

Recompletion

Plugging Back

Casing Repair

Altering Casing

Other Weekly Status

Change of Plans

New Construction
Noa-Routine Fracturing
Water Shut-Off
Conversion to Injection

Dispose Water

(Note: Report results of muitiple completion on Well

Completion or Recompletion Report and Log form.)

d date of starting any proposed work. If well is direction-

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give perti dates, incl

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLY STATUS REPORT FOR THE PERIOD OF 12/4/97 - 12/10/97

Swab well. Trip production tbg.
Place well on production @ 1:30 pm, 12/3/97.

je= N 2l [ Y J._C ‘\\
DJECEIVE

a5 i oot

DIV. OF OIL, GAS & MINING

e SR

14. I hereby certify that the foregoing is true and correct

Signed Sh , : Title Engineering Secretary

Date 12/11/97

(This space for Federal or State office use)

Approved by Title

Date

Conditions of approval, if any:

CC: UTAH DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent or repr ions as to any matter within iis jurisdiction.
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INLAND PRODUCTION COMPANY
NINE MILE #6-6
NE/NW SECTION 6, T9S, R16E
DUCHESNE COUNTY, UTAH

TEN POINT WELL PROGRAM

GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0' - 3050’
Green River 3050
Wasatch 6500’

ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation 3050' - 6500' - Oil

PROPOSED CASING AND CEMENTING PROGRAM

8 5/8", J-55, 24# w/ ST&C collars; set at 300' (New)
5 1/2", J-55, 15.5# w/ LT&C collars; set at TD (New)

SIZE OF HOLE SIZE OF CASING WEIGHT/FOOT SETTING DEPTH QUANTITY OF CEMENT

12%” 85/8” 244 300° 120 sx
77/8” 54 15.5# TD 400 sx followed by 330 sx

The actual cement volumes will be calculated off of the open hole logs, plus 15% excess.
SURFACE PIPE - Premium Plus Cement, w/ 2% Gel, 2% CaCl:, Y4#/sk Flocele

Weight: 14.8 PPG YIELD: 1.37 CuFt/sk  H:0 Req: 6.5 Gal/sk
LONG STRING: Lead: Hibond 65 Modified

Weight: 11.0 PPG YIELD: 3.00 Cu Ft/sk  H20 Req: 18.08 Gal/sk

Tail: Premium Plus Thixotropic

Weight: 14.2 PPG YIELD: 1.59 CuFt/sk  H:0 Req: 7.88 Gal/sk

MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

The operators minimum specifications for pressure control equipment are as follows:

A 8" Series 900 Annular Bag type BOP and a 8" Double Ram Hydraulic unit with a closing unit
will be utilized. Function test of BOPS's will be checked daily.

(See Exhibit F)



NINE MILE #6-6

TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

The well will be drilled with fresh water through the Uinta Formation. From the top

of the Green River Formation @ 3050' +, to TD, a fresh water/polymer system will be
utilized. If necessary to control formation fluids, the system will be weighted with the
addition of bentonite gel, and if conditions warrant, barite. Clay inhibition will be achieved
with additions of 5 Ib. - 8 lb. per barrel of DAP (Di-Ammonium Phosphate, commonly known
as fertilizer). This fresh water system will contain Total Dissolved Solids (TDS) of less than
3000 PPM. Neither potassium chloride or chromate’s will be utilized in the fluid system. The
anticipated mud weight is 8.4 ppg and weighted as necessary for gas control.

AIR DRILLING

In the event that the proposed Nine Mile #6-6 be “Air Drilled”, Inland requests a variance to
regulations requiring a straight run blooie line. Inland proposes that the flowline will contain two
(2) 90 degree turns. Inland also requests a variance to regulations requiring an automatic ignitor
or continuous pilot light on the blooie line. Inland requests authorization to ignite as needed, and
the flowline at 80°.

Inland Production Company requests that the spark arrest, exhaust, or water cooled exhaust
be waived under the Special Drilling Operations of Onshore Order #2.

MUD PROGRAM MUD TYPE

Surface - 320° Air

320’ - 4200° Air/Mist & Foam

4200’ - TD The well will be drilled with fresh water through the Green

River Formation @ 4200’ +, to TD, a fresh water/polymer system will be utilized. If necessary
to control formation fluids, the system will be weighted with the addition of bentonite gel, and if
conditions warrant, barite. Clay inhibition will be achieved with additions or by adding DAP (Di-
Ammonium Phosphate, commonly known as fertilizer.) Typically, this fresh water/polymer
system will contain Total Dissolved Solids (TDS) of less than 3000 PPM. Neither potassium
chloride or chromates will be utilized in the fluid system. The anticipated mud weight is 8.4

ppg and weighted as necessary for gas control.

AUXILIARY SAFETY EQUIPMENT TO BE USED:

Aucxiliary safety equipment will be a Kelly Cock, bit float, and a TIW valve with drill pipe
threads.

TESTING, LOGGING AND CORING PROGRAMS:

No drill stem testing has been scheduled for this well. It is anticipated at this time that

the logging will consist of a Dual Induction Laterolog, Gamma Ray/Caliber from TD to
base of surface casing @ 300" +, and a Compensated Neutron-Formation Density Log.
Logs will run from TD to 3500' +. The cement bond log will be run from PBTD to cement
top. An automated mud logging system will be utilized while drilling to monitor and record
penetration rate, and relative gas concentration, in the fluid system.
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NINE MILE #6-6

ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated maximum bottom hole pressure is 2000 psi. It is not anticipated that abnormal

temperatures will be encountered; nor that any other abnormal hazards such as H2S will be
encountered in this area.

ANTICIPATED STARTING DATE AND DURATION OF THE QPERATIONS:

It is anticipated that the drilling operations will commence the forth quarter of 1997,
and take approximately six days to drill. Proposed depth @ 6500,



INLAND PRODUCTION COMPANY
NINE MILE #6-6
NE/NW SECTION 6, T9S, R16E
DUCHESNE COUNTY, UTAH

THIRTEEN POINT WELL PROGRAM

EXISTING ROADS

See attached Topographic Map "A"

To reach Inland Production Company well location site Nine Mile #6-6 located in the NE 1/4 NW
1/4 Section 6, T9S, R16E, S.L.B. & M. Duchesne County, Utah:

Proceed westerly out of Myton, Utah along Highway 40 - 1.6 miles + to the junction of this
highway and the Sand Wash Road; proceed southerly along this road — 1.7 miles to the Wells
Draw Road intersection; proceed southwesterly 9.5 miles to its intersection with an existing
dirt road; proceed northwesterly 1.6 miles to its junction with an existing jeep trail; proceed
northeasterly 0.5 miles to the beginning of the access road, to be discussed in Item #2.

The highways mentioned in the foregoing paragraph are bituminous surfaced roads to the point
where Highway 216 exists to the South, thereafter the roads are constructed with existing
materials and gravel. The highways are maintained by Utah State road crews. All other roads
are maintained by County Crews.

The aforementioned dirt oil field service roads and other roads in the vicinity are constructed out
of existing native materials that are prevalent to the existing area they are located in and range
from clays to a sandy-clay shale material.

The roads required for access during the drilling, completion and production phase will be
maintained at the standards required by the BLM or other controlling agencies. This
maintenance will consist of some minor grader work for smoothing road surfaces and for snow
removal.

PLANNED ACCESS ROAD

Approximately 0.3 miles of access road is required.
See Topographic Map "B".

Both proposed access road will be upgraded with an 18' crown road (9' either side of the
centerline) with drainage ditches along either side of the proposed road whether it is determined
necessary in order to handle any Run-off from normal meteorological conditions that are prevalent
to this area. The maximum grade will be less than 8%.

There will be no culverts required along this access road. There will be barrow ditches and
turnouts as needed along this road.



NINE MILE #6-6

There are no fences encountered along this proposed road. There will be no new gates or cattle
guards required.
All construction material for this access road will be borrowed material accumulated during

construction of the access road.

LOCATION OF EXISTING WELLS

Refer to Exhibit “D”.

LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

There are no existing facilities that will be used by this well.
It is anticipated that this well will be a producing oil well.

Upon construction of a tank battery the well pad will be surrounded by a dike of sufficient
capacity to contain at minimum the entire contests of the largest tank within the facility battery.

Tank batteries will be built to BLM specifications.
All permanent (on site for six (6) months or longer) structures, constructed or installed
(including pumping units), will be painted Desert Tan. All facilities will be painted

within six months of installation.

LOCATION AND TYPE OF WATER SUPPLY

Inland Production Company has purchased a 3" water connection with Johnson Water District
to supply the Monument Butte, Travis, and Gilsonite oil fields. Johnson Water District has
given permission to Inland Production Company to use water from this system, for the purpose
of drilling and completing the Nine Mile #6-6, or trucked from Inland Production Company's
water supply line located at the Gilsonite State #7-32 (SW/NE Sec. 32, T8S, R17E), or the
Monument Butte Federal #5-35 (SW/NW Sec. 35, T8S, R16E), or the Travis Federal #15-28
(SW/SE Sec. 28, T8S,R16E). See Exhibit "C".

There will be no water well drilled at this site.

SOURCE OF CONSTRUCTION MATERIALS

See Location Layout Sheet - Exhibit "E".

All construction material for this location shall be borrowed material accumulated during
construction of the location site and access road.

A mineral material application is not required for this location.



NINE MILE #6-6

METHODS FOR HANDLING WASTE DISPOSAL

See Location Layout Sheet - Exhibit "E".

A small reserve pit (80 X 40 X 8' deep, or less) will be constructed from native soil and clay
materials. A water processing unit will be employed to continuously recycle the drilling fluid
as it is used, returning the fluid component to the drilling rig's steel tanks. The reserve pit will
primarily receive the processed drill cuttings (wet sand, shale & rock) removed from the well
bore. Any drilling fluids which do accumulate in the pit as a result of sale-shaker carryover,
cleaning of the sand trap, etc., will be promptly reclaimed by the water recycling unit and then
returned to the steel rig tanks. All drilling fluids will be fresh water based containing DAP
(Di-Ammonium Phosphate, commonly known as fertilizer), typically containing Total Dissolved
Solids of less than 3000 PPM. No potassium chloride, chromates, trash, debris, nor any other
substance deemed hazardous will be placed in this pit. Therefore, it is proposed that no
synthetic liner be utilized in the reserve pit.

All completion fluids, frac gels, etc., will be contained in steel tanks and hauled away to
approved commercial disposal, as necessary.

A portable toilet will be provided for human waste.

A trash basket will be provided for garbage (trash) and hauled away to an approved disposal site
at the completion of the drilling activities.

Immediately upon first production, all produced water will be confined in storage tanks. Inland
requests temporary approval to transfer the produced water to Inland's nearby waterflood, for
re-injection into the waterflood reservoirs via existing approved injection wells. Within 90
days of first production, a water analysis will be submitted to the Authorized Officer, along
with an application for approval of this, as a permanent disposal method.

ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and none foreseen in the near
future.

WELL SITE LAYOUT

See attached Location Layout Sheet - Exhibit "E".
The reserve pit will be located on the west between stakes 4 & 5.

The stockpiled topsoil (first six (6) inches) will be stored on the south
side, between stakes 2 & 4.

Access to the well pad will be from the south between stakes 2 & 3.

Corners #8 will be rounded to avoid excess fill.
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NINE MILE #6-6

Fencing Requirements

All pits will be fenced according to the following minimum standards:

a)

b)

<)

d)

e)

A 39 inch net wire shall be used with at least one strand of barbed wire on top of the net.

The net wire shall be no more than two (2) inches above the ground. The barbed wire
shall be three (3) inches above the net wire. Total height of the fence shall be at least
forty-two (42) inches.

Corner posts shall be cemented and/or braced in such a manner to keep tight at all
times.

Standard steel, wood or pipe posts shall be used between the corner braces. Maximum
distance between any two posts shall be no greater than sixteen (16) feet.

All wire shall be stretched, by using a stretching device, before it is attached to the
corner posts.

The reserve pit fencing will be on three (3) sides during drilling operations and on the
fourth side when the rig moves off location. Pits will be fenced and maintained until
cleanup.

PLANS FOR RESTORATION OF SURFACE

a)

b)

Producing Location

Immediately upon well completion, the location and surrounding area will be cleared of
all unused tubing, equipment, debris, material, trash and junk not required for
production.

The reserve pit and that portion of the location not needed for production facilities/
operations will be re contoured to the approximated natural contours. The reserve pit
will be reclaimed within one hundred twenty (120) days from the date of well
completion . Before any dirt work takes place, the reserve pit must have all fluids
and hydrocarbons removed.

When the drilling and completion phase ends, reclamation of unused disturbed areas on
the well pad/access road no longer needed for operations, such as cut slopes, and fill
areas will be accomplished by grading, leveling and seeding as recommended by the
Authorized Officer. The seed mixture will be per B.L.M. and stated in the conditions
of approval.

Dry Hole Abandoned Location
At such time as the well is plugged and abandoned, the operator shall submit a

subsequent report of abandonment and the B.L.M. will attach the appropriate surface
rehabilitation conditions of approval.
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11. SURFACE OWNERSHIP - Bureau Of Land Management

12

OTHER ADDITIONAL INFORMATION

a)

b)

Inland Production Company is responsible for informing all persons in the area who
are associated with this project that they will be subject to prosecution for knowingly
disturbing historic or archaeological sites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, Inland is to immediately
stop work that might further disturb such materials, and contact the Authorized Officer.

Inland Production will control noxious weeds along rights-of-way for roads,
pipelines, well sites, or other applicable facilities. On B.L.M. administered land it is
required that a Pesticide Use Proposal shall be submitted, and given approval, prior to
the application of herbicides or other possible hazardous chemicals.

Drilling rigs and/or equipment used during drilling operations on this well site will not
be stacked or stored on Federal Lands after the conclusion of drilling operations or at
any other time without B.L.M. authorization. However, if B.L.M. authorization is
obtained, it is only a temporary measure to allow time to make arrangements for
permanent storage on commercial facilities.

The Archaeological Cultural Resource Survey Report has been submitted by Equitable
Resource Energy Company and is on file with the Bureau of Land Management.

Additional Surface Stipulations

All lease and/or unit operations will be conducted in such a manner that full compliance is made
with all applicable laws and regulations. Onshore Oil and Gas Orders, the approved plan of
operations, and any applicable Notice to Lessees. Inland Production is fully responsible for

the actions of its subcontractors. A copy of these conditions will be furnished to the field
representative to ensure compliance.

Hazardous Material Declaration

Inland Production Company guarantees that during the drilling and completion of Nine Mile
#6-6 we will not use, produce, store, transport or dispose 10,000# annually of any of the
hazardous chemicals contained in the Environmental Protection Agency's consolidated list

of chemicals subject to reporting under Title III Superfund Amendments and Reauthorization Act
(SARA) of 1986. Inland also guarantees that during the drilling and completion of the Nine

Mile #6-6, we will use, produce, store, transport or dispose less than the threshold planning
quantity (T.P.Q.) of any extremely hazardous substances as defined in 40 CFR 355.

A complete copy of the approved APD, if applicable, shall be on location during the
construction of the location and drilling activities.

Inland Production Company or a contractor employed by Inland Production shall contact the
B.L.M. office at (801) 789-1362, 48 hours prior to construction activities.

The B.L.M. office shall be notified upon site completion prior to moving on the drilling rig.
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NINE MILE #6-6

LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Cheryl Cameron

Address: P.O. Box 790233 Vernal, Utah 84079
Telephone: (801) 789-1866

Certification

Please be advised that INLAND PRODUCTION COMPANY is considered to be the
operator of Well #6-6 NE/NW Section 6, Township 9S, Range 16E: Lease #UTU-74390
Duchesne County, Utah: and is responsible under the terms and conditions of the lease for the
operations conducted upon the leased lands. Bond coverage is provided by Hartford Accident
#4488944.

I hereby certify that I, or persons under my direct supervision have inspected the
proposed drillsite and access route; that I am familiar with the conditions which currently exist;
that the statements made in this plan are true and correct to the best of my knowledge; and that
the work associated with the operations proposed here will be performed by Inland Production
Company and its contractors and subcontractors in conformity with this plan and the terms and
conditions under which it is approved. This statement is subject to the provisions of 18 U.S.C.
1001 for the filing of a false statement.

Date CHeryl Cameron
Regulatory Compliance Specialist



APPLICATION FOR PIPELINE RIGHT-OF-WAY

Please consider this Application for Permit to Drill also as an application for the
pipeline (gas gathering system) Right-of-Way for this prospective well. See
attached map for the pipeline route. The gas line will be a polyurethane surface

line.

Please advise of the costs associated with this Right-of-Way and a check will be
forthcoming.

| Route will follow existing roads where feasible. Operator requests a 30’ width for
the Right-of-Way with an additional 30" width for working surface as necessary.
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. EXHIBIT "F" .

A4 TYPE B.O.P. 2'M SYSTEM

Hake:
Size:
Hodel:

o

2" Minimum -

GAL TO CLOSE ' l
Annular BOP - |
Ramilype BOP '
____Ramsx =

= Gal.
X2 = Tolal Gal.

- Rounding off to the next higher
increment of 10 gal. would require
__Gal. (total fluid & nilro volume)
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" 10/23/97 DETATIL WETLTL DATA - menu: opt
api num: 4301331816 prod zone: sec twnshp range gr-gqr
gentity: 99999 : DRILLING FILES 6 9.0 S 16.0 E NENW
well name: MONUMENT FEDERAL 21-6-5-16Y
operator: N9890 : EQUITABLE RESOURCES ENERGY meridian: S
field: 2 : UNDESIGNATED
confidential flag: C confidential expires: alt addr flag:
* * * gpplication to drill, deepen, or plug back * * *
lease number: UTU-74390 lease type: 1 well type: OW
surface loc: 0663 FNL 1728 FWL unit name:
prod zone loc: 0663 FNL 1728 FWL depth: 5900 proposed zone: GRRV
elevation: 5841' GL apd date: 970304 auth code: R649-3-3
* * completion information * * date recd: la/pa date:
spud date: compl date: total depth:
producing intervals:
bottom hole: first prod: well status: DRL
24hr oil: 24hr gas: 24hr water: gas/oil ratio:
* * well comments: directionl: api gravity:
opt: 21 api: 4301331816 zone: date (yymm) : enty acct:



"SORM 3160-4 SUBMIT IN DU’TE‘ FORM APPROVED

(July 1992) (S X®er in- JOMB NO. 1004-0137
: UNITED STATES structions on |Expires: February 28, 1995
DEPARTMENT OF THE INTERIOR reverse side) |5 LEASE DESIGNATION AND SERIAL NO.
BUREAU OF LAND MANAGEMENT UTU-74390
6. IF INDIAN, ALLOTTEE OR TRIBE NAME
WELL COMPLETION OR RECOMPLETION REPORT AND LOG* N/A
1a. TYPE OF WORK 7. UNIT AGREEMENT NAME
weed X wer o | CQNFIDENTIAL : N/A
1b. TYPE OF WELL PERICD
. t’;"’:,;‘ ’_?C‘E-;% 8. FARM OR LEASE NAME, WELL NO.
wELL ‘:ﬁﬂj DEE"E“D ;kga:l RESVR, Other - _ NINE MILE 3-6
2. NAME OF OPERATOR 9. APFWELL NO.
Inland Production Company ‘ 43-013-31816
3. ADDRESS AND TELEPHONE NO. - 10, FIELD AND POOL OR WILDCAT
475 Seventeenth Street, Suite 1500, Denver, CO 80202 (303) 292-0900 UNDESIGNATED
4 LOCATION OF WELL (Report locations clearly and in accordance with any State requirements.*) 11. SEC., T., R, M., OR BLOCK AND SURVEY
At Surface OR AREA
NE/NW Section 6, T09S R16E
At top prod. Interval % e 0663 FNL 1728 FWL
At total depth vU F ‘ DE NT' AL 14, PERMIT NO. DATE 15SUED ) 1Z. COUNTY OR PARISH 13. STATE
43-013-31816 3-4-97 DUCHESNE uTt
15. DATE SPUDDED |16. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.)* 19. ELEV. CASINGHEAD
10-16-97 10-24-97 12-3-97 5841' GL; 5853' KB
20. TOTAL DEPTH, MD & TVD 21 PLUG, BACK T.D., MD & TVD 22 FMULTIPLECOMPL., |23 INTERVALS  ROTARY TOOLS CABLE TOOLS
HOW MANY* i 'l DRLIEDBY
5950’ 5904’ N/A ; m——an X
24. PRODUCING INTERVAL(S), OF THIS COMPLETION--TOP, BOTTOM, NAME (MD AND TVD)* i T ] 25. WAS DIRECTIONAL
' SURVEY MADE
- N9R ]
Green River 4616-5780’ o , No
26. TYPE ELECTRIC AND OTHER LOGS Rl — — — L . 27. WAS WELL CORED
/-2{~ 9 CBL, DIGL/SP/GR/CAL, SDLIDSN/GR:" "« ., _‘ I ‘ No
23. CASING RECORD (Report ali strings set.in well)
CASING SIZE/GRADE WEIGHT, LB/FT. DEPTH SET (MD) HOLE SIZE TOP OF CEMENT, CEMENTING RECORD AMOUNT PULLED
8 5/8 24# 282.12 12 1/4 120 sx Prem Plus
5172 15.5% 5944’ 77/8 380 sx Hibond & 335 sx Thixo
29. LINER RECORD 30. TUBING RECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* | SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)
2-7/8" 5837’
31, PERFORATION RECORD (Interval, size and number) - 32. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.
DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED
PB Sand - 4616-25' CU N H DEN'“ AW jspf 4616-25' 95, 300% 20/40 sd in 479 Delta frac
D Sand - 4897-4904' 4 jspf 4897'-4904' 95,300# 20/40 sd in 501 Delta frac
B Sand - 5202-06’ w/4 jspf 5202'-06’ 95,300# 20/40 sd in 492 Delta frac
CP Sand - 5770-75"; 5778-80' w/4 jspf  |5770-75'; 5778-80 95,300# 20/40 sd in504 Delta fr
33.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas Iift, pumping--size and type of pump) WELL STATUS (Producing or shut-in)
12-3-97 Pumping - 2-1/2" x 1-1/2" x 15-1/2' RHAC pump producing
DATE OF TEST HOURS TESTED CHOKE SIZE PRODN. FOR  OILBBLS. GAS—MCF. WATER--BBL. GAS-OIL RATIO
TEST PERIOD
10 Day Avg 12/1/97 N/A — 52 81 l 12 1.558
FLOW. TUBING PRESS. CASING PRESSURE [CALCULATED OIL-BBL. GAS--MCF. WATER--BBL. OIL GRAVITY-API (CORR.)
24-HOUR RATE l l
34. DISPOSITION OF GAS (Sold, used for fuci, vented, etc.) TEST WITNESSED BY

Sold & Used for Fuel

35. LIST OF ATTACHMENTS

ltems in #26

36. I hereby certifyghat sffe foregoing and attached information is complete and correct as determined from all available records
SIGNED M - TITLE Permitting Spec/a//st DATE 1/19/98

=
¢/ "(See Instructions and Spaces Tor Addiional Data on Reverse sige)

Title 18 U.S.C. Section 100!, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or or rep!

as (o any matter within its jurisdiction.
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STATE OF UTAH
DIVISION OF OIL, GAS AND MINING
DRILLING INSPECTION FORM

COMPANY REP:_BRAD MECHAM

2/81b
WELL NAME NINE MILE #6-6 API NO _43-013-N@ A@D

OPERATOR:

QTR/QTR:_NE/NW  SECTION:_6 __ TWP:___9S RANGE:_16E
CONTRACTOR:____FQUR CORNERS DRILLING = RIG NUMBER:_#6

INSPECTOR: DENNIS T INGRAM  TTME: _2:30 PM DATE:_10/20/97
SPUD DATE: DRY:_________ ROTARY:_10/20/97PROJECTED T.D.:

OPERATIONS AT TIME OF VISIT:_RIGGING UP DRILLING RIG,

WELL SIGN:_Y MUD WEIGHT_N/A  LBS/GAL BOPE:__Y

BLOOIE LINE: _Y = FLARE PIT: _N H2S POTENTIAL: _N

ENVIRONMENTAL:
RESERVE PIT:__Y  FENCED:_Y __ LINED: __N  PLASTIC: N ___
RUBBER:_______ BENTONITE:____ SANITATION:_(2)

BOPE TEST RECORDED IN THE RIG DAILY TOUR BOOK:_XYES
1300 PSI, MANIFOLD, 1300 PSI, ACCUMULATOR

REMARKS:

(LAST HOLE WAS ASHLEY FEDERAL #6-1, T.D. ON 10/18/97 @ 5950'

AND RAN 5 %" CASING TO BOTTOM). RIG CREW WAS HAVING TROUBLE
_GETTING RATHOLE SHUCK INTO RAT HOLE--IT WAS PREDRILLIED BY
-ROSS. RIG CREW HOPES TO ROTARY SPUD LATER TODAY (SURFACE PIPE
WAS ALREADY SET.

_PSI AT 56 SPM, HAD AN EQUIPMENT FAILURE ON THE SURVEY AT T.D.
_BUT PREVIQUS RUN ON WIRE LINE INDICATED 2 DEGREES AT 5723 FEET.




RESOURCES INC.

Febmary 4, 1998

Mr. Mike Hebertson
State of Utah jlad
Division of Oil, Gas and Mining I e s
P. O. Box 145801 Skt U“’ H’L, ‘.:‘Af«

— & Al rf\’f T
Salt Lake City, Utah 84114-5801 T e el

RE: Report of Water Encountered During Drilling
Nine Mile #3-6
NENW Section 6, Township 9S, Range 16E
Duchesne County, Utah

Dear Mr. Hebertson:

Enclosed please find Form 7, Report of Water Encountered During Drilling, for the
above referenced well. A sample was taken of the water encountered and sent to
Unichem. However, the lab was unable to perform the analysis, due to the amount of
drilling mud in the sample.

Should you have any questions, please contact me at (303) 382-4434.

Sincerely,

Debbie E. Knight
Permitting Specialist

475 Seventeenth Street, Suite 1500, Denver, CO 80202 ¢ 303-292-0900 ¢ FAX 303-296-4070
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RESOURCES INC.

March 11, 1998

Mr. Dan Jarvis

State of Utah

Division of Oil, Gas and Mining
P. O. Box 145801

Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Nine Mile #3-6
Monument Butte Field, Lease #UTU-74390
Section 6-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Jarvis:

Inland Production Company herein requests the following approval(s):

L. Conversion of the Nine Mile #3-6 from a producing oil well to a water injection well in
the Monument Butte (Green River) Field, West Point Unit (proposed);

2. Installation of an injection flowline. The proposed water injection line would leave the
Nine Mile #3-6 and run approximately 1000’ in a westerly direction, whereby it would tie
into an existing line. The line would be a 3” coated steel pipe, buried 5° below the
surface.

[ hope you find this application complete; however, if you have any questions or require additional
information, please contact Debbie Knight at (303) 382-4434.

<

ohn E. Dyer
Chief Operating Officer

Sincere

410 Seventeenth Street, Suite 700, Denver, CO 80202 ¢ 303-893-0102 ¢ FAX 303-893-0103



Form 7 © ® STATE OF UTAH . JESMT

DIVISION OF OIL, GAS AND MINING ' 3 '
D g onuiggy GG
REPORT OF WATER ENCOUNTERED DURING DRILLING © 7 [ .7/
1. Well name and number: Nine Mile #3-6 UiV, OF GiL, GAS & MINING
API number: 43-013-31816
2. Well Location: QQ NENW  Section 6  Township_9S Range 16E  County Duchesne
3. Well operator: Inland Production Company
Address: 410 17th Street, Suite 700
Denver, Colorado 80202 Phone: (303) 292-0900
4. Drilling contractor: Leon Ross Drilling
Address: P. O. Box 757
Roosevelt, Utah 84066 Phone: (435) 722-4469
5. Water encountered (attach additional pages as needed):
DEPTH VOLUME QUALITY
FROM TO (FLOW RATE OR HEAD) (FRESH OR SALTY)
0 32 20-25 GPM Fresh
6. Formation tops:  See Attached
If an analysis has been made of the water encountered, please attach a copy of the report to this form.
| hereby certify that this report is true and complete to the best of my knowledge. Date: February 4, 1998

Name & Signature: Debbie Knight/ (/40_/4%1,&@1/ Z %M;ﬁ Title: Permitting Specialist



INLAND PRODUCTION COMPANY
APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL
NINE MILE #3-6
MONUMENT BUTTE FIELD (GREEN RIVER) FIELD
WEST POINT UNIT (PROPOSED)

LEASE #UTU-74390

MARCH 11, 1998
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STATE OF UTAH ' ‘

DIVISION OF OIL, GAS AND MINING
APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Inland Production Company
ADDRESS 410 17th Street, Suite 700
Denver, Colorado 80202

Well Name and number: Nine Mile #3-6

Field or Unit name: Monument Butte (Green River)  West Point Unit Lease No. UTU-74390
Well Location:. QQ NENW section 6 township 9s range 16E county  Duchesne
Is this application for expansion of an existing project? . .. ... ... ..... Yes[X] No[ ]
Will the proposed well be used for: Enhanced Recovery? ........ Yes[X] No[ ]
Disposal? .................. Yes[ ] No[X]
Storage? .................. Yes[ ] No[X]
Is this application for a new well to be drilled?  .................. Yes[ ] No[X]
If this application is for an existing well,
has a casing test been performed onthewell?. . .. ...... ... ... ... Yes[X] No[ ]

Date of test:  11/18/97
APl number: 43-013-31816

Proposed injection interval: from 4616 to 5780'

Proposed maximum injection: rate 500 bpd pressure 2054  psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

IMPORTANT:  Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Exhibits "A" through "G"
| certify that this report is true and complete to the best of my knowledge. .

— Y P Q A
Name: John E. Dyer Signature </M< \ S
Title Chief Operating Officer Date 3/11/98 ()
Phone No. (303) 292-0900 (/

(State use only)
Application approved by Title

Approval Date

Comments:



WORK PROCEDURE FOR INJECTION CONVERSION

Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole
with rods and pump.

Trip out of hole with tubing, breaking and doping every connection. Trip in hole with
packer and tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

Test casing and packer.

Rig down, move out.



Spud Date: 10/16/97
Put on Production: 12/3/97
GL: 5841° KB: 5853’

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT:24#

LENGTH:

DEPTH LANDED: 282.12°

HOLE SIZE:12-1/4”

CEMENT DATA: 120 sxs Premium cmt, est ? bbls to surf

PRODUCTION CASING

CSG SIZE: 5-1/27

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 138 jts. (5931")

DEPTH LANDED: 5944’

HOLE SIZE: 7-7/8”

CEMENT DATA: 380 sks Hibond mixed & 335 sks thixotropic
CEMENT TOP AT:

TUBING

SIZE/GRADE/WT.: 2-7/8” / M-50/6.5#
NO. OF JOINTS: 182 jts

TUBING ANCHOR:5706"

TOTAL STRING LENGTH: ?

SN LANDED AT: 5770

SUCKER RODS

POLISHED ROD:

SUCKER RODS:

PUMP SIZE:

STROKE LENGTH:

PUMP SPEED, SPM:

LOGS: DIGL/SP/GR/CAL
DSN/SDL/GR

(5950°-300°)
(5918’-3000")

Nine Mile #3-6

Proposed Injection
Wellbore Diagram

FRAC JOB

Initial Production: 52 BOPD,
81 MCFPD, 12 BWPD

11/21/97  5770'-5780°

11/23/97  5202°-5206°

11/26/97  4897°-4904’

1172997  4616°-4625

Frac CP sand as follows:

95,3004 of 20/40 sd in 504 bbls

Delta Frac. Treated @ avg rate 28 bpm,
avg press 2110 psi. Breakdown @ 3618
psi. ISIP-2612 psi, 5-min 2117 psi.
Flowback for 3 hrs & died.

Frac B sand as follows: 95,3004
of 20/40 sd in 492 bbls Delta Frac.
Breakdown @ 3401 psi. Treated @ avg
rate of 26.4 BPM, avg press 2250 psi.
ISIP-2060 psi, 5-min 1866 psi. Flowback
on 12/64” ck for 4 hrs & died.

Frac D sand as follows:

95,300# 20/40 sand in 501 bbls Delta
Frac. Breakdown @ 2095 psi. Treated
w/avg press of 2090 psi w/avg rate of
25.9 BPM. ISIP - 2611 psi, 5 min 2496
psi. Flowback on 12/64” ck for 3-1/2 hrs
& died.

Frac PB sand as follows:

95,3004 20/40 sand in 479 bbls of Delta
Frac. Breakdown @ 2316 psi. Treated
@ avg press of 2210 psi w/avg rate of
26BPM. ISIP-2762 psi, 5 min 2551
psi. Flowback on 12/64” ck for 2 hrs &
died.

W Inland Resources Inc.

Nine Mile #3-6
663 FNL 1728 FWL
NENW Section 6-T9S-R16E
Duchesne Co, Utah
API #43-013-31816; Lease #UTU-74390

Packer @ 4566’
4616°-25

4897’- 4904°

5202°-06’

PERFORATION RECORD

5778’- 80°

EOT @ 5837’
PBTD @ 5904’
TD @ 5950°

Anchor @ 5706 11/19/97  5770°-5775" 4 JSPF 20 holes
11/19/97  5778’-5780° 4JSPF 8 holes

11/22/97  5202°-5206' 4 JSPF 16 holes

5770°- 75° 11/25/97  4897°-4904" 4 JSPF 28 holes

11/27/97  4616'-4625" 4 JSPF 36 holes



REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS

RULE R615-5-1

Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1

2.2

2.3

24

2.5

2.6

The name and address of the operator of the project.

Inland Production Company
410 17™ Street, Suite 700
Denver, Colorado 80202

A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A

A full description of the particular operation for approval is requested.

Approval is requested to convert the Nine Mile #3-6 from a producing oil well to a water
injection well in the Monument Butte (Green River) Field, West Point Unit (proposed);
and to install a water injection line. The line would run approximately 1000’ in a
westerly direction, and would be a 3” coated steel pipe, buried 5’ below the surface. See

Attachment D.

A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

The names, description and depth of the pool or pools to be affected.

The injection zone is in the Douglas Creek Member of the Green River Formation. At
the Nine Mile #3-6 well, the proposed injection zone is from 4616’-5780’. The confining
stratum directly above and below the injection zone is the Douglas Creek Member of the
Green River Formation, with the Douglas Creek Marker top at 4616°.

A copy of a log of a representative well completed in the pool.

The referenced log for the Nine Mile #3-6 is on file with the Utah Division of Oil, Gas
and Mining.



2.7

2.8

2.9

2.10

4.0

A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The type and source of fluid to be used for injection will be culinary water from the
Johnson Water District supply line. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

Any additional information the Board may determine is necessary to adequately
review the petition.

Inland Production Company will supply any additional information requested by the Utah
Division of Oil, Gas and Mining.

Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #UTU-74390), in the
Monument Butte (Green River) Field, West Point Unit (proposed), and this request is for
administrative approval.



REQUIREMENTS FOR CLASS 11 INJECTION WELLS INCLUDING WATER DISPOSAL,

STORAGE AND ENHANCED RECOVERY WELLS
SECTION V — RULE R615-5-2

Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1

22

2.3

24

2.5

2.6

2.7

A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachment A and B.

Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining,.

Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8”, 24#, J-55 surface casing run to 282.12° GL, and the 5-1/2”
casing run from surface to 5944’ KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The type and source of fluid to be injected is culinary water from the Johnson Water
District supply line. The estimated average rate of injection will be 300 BPD, and the
estimated maximum rate of injection will be 500 BPD.

Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment F, F-1, and F-2.



2.8

2.9

2.10

2.11

2.12

2.13

The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 2054 psig.

Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The fracture gradient for the Nine Mile #3-6, for proposed zones (4616’ — 5780°)
calculates at .83 psig/ft. The maximum injection pressures will be limited so as not to
exceed this gradient. A step rate test will be performed periodically to ensure we are
below parting pressure. The proposed maximum injection pressure is 2054 psig. See
Attachment G through G-4.

Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Nine Mile #3-6, the injection zone (4616°-5780’) is in the Douglas Creek member
of the Green River Formation. The reservoir is a very fine-grained sandstone with minor
imbedded shale streaks. The estimated porosity is 13%. The Douglas Creek member is
composed of porous and permeable lenticular calcareous sandstone and low porosity
carbonates and calcareous shale. The porous and lenticular sandstone varies in thickness
from 0-31’, and is confined to the Monument Butte Field. Outside the Monument Butte
Field, the sandstone is composed of tight, very fine, silty, calcareous sandstone, less than
3’ thick. The stratum confining the injection zone is composed of tight, moderately
calcareous, sandy lacustrine shale. All of the confining strata are impermeable, and will
effectively seal off the oil, gas, and water of the injection zone from any strata directly
above or below it.

A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-7.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

Any other information that the Board or Division may determine is necessary to
adequately review the application.

Inland Production Company will supply any requested information to the Board or
Division.
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EXHIBIT B

Page 1
Minerals Ownership & Minerals Surface Rights
Tract Land Description Expires Leased By Grazing Rights Leased By
1 Township 9 South, Range 16 East UTU-74390 Inland Production Company (Surface Rights) ‘
Section 6: All HBP Yates Petroleum Corp. USA
Section 7: All Abo Petroleum Corp. (Grazing Rights)
Section 8: W/2 Myco Industries, Inc. Elmer Moon & Sons
Section 17: NW/4 Yates Drilling Co.
Section 18: N/2
2 Township 8 South, Range 16 East UTU-74389 Inland Production Company (Surface Rights)
Section 13: Lots 1-4, NE/4, 10/18/2005 Yates Petroleum Corp. USA
E/2NW/4, NE/4ASW/4 Abo Petroleum Corp. (Grazing Rights)
' N/2SE/4, SW/4SE/4 Myco Industries, Inc. Elmer Moon & Sons
Yates Drilling Co.
o
~t
T
(.
-
& =
-~
N3
~+

@



EXHIBIT B

Page 2
Minerals Ownership & Minerals Surface Rights
Tract Land Description Expires Leased By Grazing Rights Leased By
3 Township 8 South, Range 16 East UTU-49950 Inland Production Company (Surface Rights)
Section 31: SE/4SW/4, SE/4SE/4 HBP USA
(Grazing Rights)
Elmer Moon & Sons
4 Township 8 South, Range 15 East ML-21835 Inland Production Company (Surface Rights)
Section 36: All HBP Global Natural Resources Corp. State
. (Grazing Rights)
Elmer Moon & Sons
5 Township 9 South, Range 15 East UTU-74826 Inland Production Company (Surface Rights)
Section 1: All HBP USA
Section 3: All (Grazing Rights)

Section 10: All
Section 11: All
Section 12: All

Elmer Moon & Sons

Vil

(2522 bp

242D

-



ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Nine Mile #3-6

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

C

szgﬁd Production Companxf)
n

E. Dyer
Chief Operating Officer

Signed:

Sworn to and subscribed before me this f% d' day of 777 at 64’ , 1998.

Notary Public in and for the State of Colorado: % 4 . W

My Commission Expires 11/14/2000
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Spud Date: 10/16/97
Put on Production: 12/3/97
GL: 5841° KB: 5853’

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT:24#

LENGTH:

DEPTH LANDED: 282.12’

HOLE SIZE:12-1/4"

CEMENT DATA: 120 sxs Premium cmt, est ? bbls to surf.

PRODUCTION CASING

CSG SIZE: 5-1/27

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 138 jts. (5931°)

DEPTH LANDED: 5944’

HOLE SIZE: 7-7/8"

CEMENT DATA: 380 sks Hibond mixed & 335 sks thixotropic
CEMENT TOP AT:

TUBING

SIZE/GRADE/WT.: 2-7/8” / M-50/ 6.5#
NO. OF JOINTS: 182 jts

TUBING ANCHOR:5706’

TOTAL STRING LENGTH: ?

SN LANDED AT: 5770

SUCKER RODS

POLISHED ROD: 1-1/2" x 22’ SM

SUCKER RODS:4-11/2” wt rods, 4-3/4” scrapered; 126-3/4” plain; 95-3/4”

scrapered; 1-8°, 1-4°, 1-4’x3/4” pony rods
PUMP SIZE: 2-1/2" x 1-1/2" x 15-1/2" RHAC

Nine Mile #3-6

Wellbore Diagram

FRAC JOB

Artachment E

Initial Production: 52 BOPD,
81 MCFPD, 12 BWPFD

4616°-25°

4897°- 4904’

5202°-06°

11/21/97 5770°-578¢°

11/23/97  5202°-5206’

11/26/97  4897'-4904’

11/29/97  4616’-4625°

Frac CP sand as follows:

95,3004 of 20/40 sd in 504 bbls

Delta Frac. Treated @ avg rate 28 bpm,
avg press 2110 psi. Breakdown @ 3618
psi. ISIP-2612 psi, 5-min 2117 psi.
Flowback for 3 hrs & died.

Frac B sand as follows: 95,300#
of 20/40 sd in 492 bbls Delta Frac.
Breakdown @ 3401 psi. Treated @ avg
rate of 26.4 BPM, avg press 2250 psi.
ISIP-2060 psi, 5-min 1866 psi. Flowback
on 12/64” ck for 4 hrs & died.

Frac D sand as follows:

95,300# 20/40 sand in 501 bbls Delta
Frac. Breakdown @ 2095 psi. Treated
w/avg press of 2090 psi w/avg rate of
25.9 BPM. ISIP - 2611 psi, 5 min 2496
psi. Flowback on 12/64” ck for 3-1/2 hrs
& died.

Frac PB sand as follows:

95,300# 20/40 sand in 479 bbls of Delta
Frac. Breakdown @ 2316 psi. Treated
@ avg press of 2210 psi w/avg rate of
26BPM. ISIP-2762 psi, 5 min 2551

psi. Flowback on 12/64” ck for 2 hrs &
died.

PERFORATION RECORD

. | Anchor @ 5706° 11/19/97  5770°-5775" 4 JSPF 20 holes
11/19/97  5778'-5780° 4 JSPF 8 holes
11/22/97  5202°-5206° 4 JSPF 16 holes

e 11/25/97 48974904’ 4 JSPF 28 holes
5770°- 75
5778’- 80° 11/27/97  4616’-4625" 4 JSPF 36 holes

STROKE LENGTH: 64”

PUMP SPEED, SPM: 5.5 SPM

LOGS: DIGL/SP/GR/CAL
DSN/SDL/GR

(5950°-300")
(5918°-3000)

SN @ 5770°

“‘.,wm Inland Resources Inc.

EOT @ 5837’
PBTD @ 5904’
D @ 5950’

Nine Mile #3-6
663 FNL 1728 FWL
NENW Section 6-T9S-R16E
Duchesne Co, Utah
API #43-013-31816; Lease #UTU-74390




Spud Date: 12/18/97
Put on Production: 1/30/98
GL: 5864’ KB: 5876’

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT:24#

LENGTH: 7 jts (294)

DEPTH LANDED: 293"

HOLE SIZE:12-1/4"

CEMENT DATA: 120 sxs Premium cmt, est 6 bbls to surf.

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 139 jis. (5965°)

DEPTH LANDED: 5977

HOLE SIZE: 7-7/8"

CEMENT DATA: 390 sks Hibond mixed & 395 sks thixotropic
CEMENT TOP AT:

TUBING

SIZE/GRADE/WT.: 2-7/8” / M-50/ 6.5#
NO. OF JOINTS: 186 jts

TUBING ANCHOR:5791°

TOTAL STRING LENGTH: ?

SN LANDED AT: 5855°

SUCKER RODS

POLISHED ROD: 1-1/2” x 22° SM

SUCKER RODS:4-11/2” wt rods; 4-3/4” scrapered; 130-3/4” plain; 95-3/4”

scrapered; 1-8’, 1-6’x 3/4” pony rod
PUMP SIZE: 2-1/2” x 1-1/2” x 16’ RHAC
STROKE LENGTH: 84”
PUMP SPEED, SPM: 5 SPM
LOGS: DIGL/GR/CAL
DSN/SDL/GR

(6006’°-306")
(5978'-3000°)

Nine Mile #4-6-9-16

Wellbore Diagram

FRAC JOB

Attacnment €-1

Initial Production: 50 BOPD,
87 MCFPD, 56 BWPD

4910°-12°
4914°-22°

bl | Anchor @ 5791°

5770°- 80°
5840°-48’

W Inland Resources Inc.

SN @ 5855°

Nine Mile #4-6-9-16
660 FNL 583 FWL
NWNW Section 6-T9S-R16E
Duchesne Co, Utah
API #43-013-31952; Lease #UTU-74390

EOT @ 5892’
PBTD @ 5932’
TD @ 6001

1-17-98  5770°-5848°

1-20-98 5169°-5230°

1-22-98  4910°-4922°

Frac CP sand as follows:

120,300# of 20/40 sd in 564 bbls

Delta Frac. Treated @ avg rate 28 bpm,
avg press 3300 psi. Breakdown @ 3137
psi. ISIP-3884 psi, 5-min 2285 psi.
Flowback for 4 hrs & died.

Frac B sand as follows: 130,200#
of 20/40 sd in 609 bbls Delta Frac.
Breakdown @ 2480 psi. Treated @ avg
rate of 28.4 BPM, avg press 1650 psi.
ISIP-2056 psi, 5-min 1750 psi. Flowback
on 12/64” ck for 2-1/2 hrs & died.

Frac D sand as follows:

120,300# 20/40 sand in 568 bbls Deha
Frac. Breakdown @ 3940 psi. Treated
w/avg press of 2400 psi w/avg rate of
26.5 BPM. ISIP - 3065 psi, 5 min 2753
psi. Flowback on 12/64” ck for 3-1/2 hrs

& died.

PERFORATION RECORD

1-17-98 5770°-5780° 4 JSPF 40 holes
1-17-98 5840°-5848° 4 JSPF 32 holes
1-20-98 5169°-5178° 4 JSPF 36 holes
1-20-98 5216°-5218° 4 JSPF 8 holes
1-20-98 5220°-5230° 4 JSPF 40 holes
1-22-98 4910°-4912°  4JSPF 8 holes
1-22-98 4914°-4922° 4 JSPF 32 holes



Spud Date: 12/7/97
Put on Production: 1/7/98
GL: 5882 KB: 5894°

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT:24#

LENGTH: 291’

DEPTH LANDED: 292"

HOLE SIZE:12-1/4”

CEMENT DATA: 140 sxs Premium cmt, est 8 bbls to surf.

PRODUCTION CASING

CSG SIZE: 5-1/27

GRADE: J-55

WEIGHT: 15 54

LENGTH: 140 jts. (5925°)

DEPTH LANDED: 5937

HOLE SIZE: 7-7/8”

CEMENT DATA: 390 sks Hibond mixed & 375 sks thixotropic
CEMENT TOP AT:

TUBING

SIZE/GRADE/WT.: 2-7/8” / M-50/ 6 5#
NO. OF JOINTS: 182 jts

TUBING ANCHOR: 5690’

TOTAL STRING LENGTH: ?

SN LANDED AT: 5755

SUCKER RODS

POLISHED ROD: 1-1/2” x 22’ SM

SUCKER RODS:4-11/2” wt rods; 4-3/4” scrapered; 126-3/4” plain; 96-3/4”

scrapered;
PUMP SIZE: 2-1/2” x 1-1/2” x 17" RHAC
STROKE LENGTH: 747
PUMP SPEED, SPM: 8.5 SPM
LOGS: DIGL/SP/GR/CAL
DSN/SDL/GR

(5946°-304")
(59207-3000)

Inland Resources Inc.

nescunces .

Nine Mile #5-6
1923 FNL 695 FWL
SWNW Section 6-T9S-R16E
Duchesne Co, Utah
API #43-013-31953; Lease #U-74390

Nine Mile #5-6

Wellbore Diagram

i ) L 11

FRAC JOB

AHaocinment E-Z

Initial Production: 263 BOPD,
196 MCFPD, 9 BWPD

4933°-44°
4997°-5005
503946’

5103°-06°
5118°-23°

5136°-45°
5147°-56°

5204°-08’
5338°-40°
5342°-52°

5369°-72°

it | Anchor @ 5690

5751°-53°
5755- 59

SN @ 5775’
EOT @ 5792’
L PBTD @ 5890°

D @ 5950°

1/6/98  5751’-5759"

1/9/98 5338°-5372’

1/11/98 5103°-5208'

1/14/98 4933°-5046’

Frac CP sand as follows:

95,300# of 20/40 sd in 509 bbls

Delta Frac. Treated @ avg rate 28.3 bpm,
avg press 2000 psi. Breakdown @ 3129
psi. ISIP-2268 psi, 5-min 1884 psi.
Flowback for 4 hrs & died

Frac A sand as follows: 105,400#
of 20/40 sd in 538 bbls Delta Frac.
Breakdown @ 2051 psi. Treated @ avg
rate of 35.2 BPM, avg press 2051 psi.
ISIP-2822 psi, 5-min 2577 psi. Flowback
on 12/64” ck for 2-1/2 hrs & died.

Frac B sand as follows:

124,300# 20/40 sand in 580 bbls Delta
Frac. Breakdown @ 1712 psi. Treated
wiavg press of 1600 psi w/avg rate of
32.5 BPM. ISIP - 3165 psi, 5 min 2712
psi. Flowback on 12/64” ck for 3 hrs
& died.

Frac D/C sand as follows:

131,300# 20/40 sand in 597 bbls of Delta
Frac. Breakdown @ 1358 psi. Treated
@ avg press of 1900 psi w/avg rate of
35.3 BPM. ISIP-2893 psi, 5 min 2551
psi. Flowback on 12/64” ck for 3 hrs &
died.

PERFORATION RECORD

1/4/98 5751°-5753° 4 JSPF 8 holes
1/4/98 5755°-5759 4 JSPF 16 holes
1/8/98 5338°-5340° 4 JSPF 8 holes

1/8/98  5342°-5352° 4 JSPF 40 holes
1/8/98  5369°-5372° 4 JSPF 12 holes
1/10/98 5103°-5106 4 JSPF 12 holes
1/10/98 5118°-5123° 4 JSPF 20 holes
1/10/98 5136°-5145" 4 JSPF 36 holes
1/10/98 5147°-5156’ 4 JSPF 36 holes
1/10/98  5204°-5208° 4 ]JSPF 16 holes
1/13/98  4933°-4944’ 4 JSPF 44 holes
1/13/98  4997°-5005" 4 JSPF 32 holes
1/13/98 5039°-5046° 4 JSPF 28 holes



Spud Date: 11/6/97
Put on Production: 12/17/97
GL: 5841° KB: 5854’

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE:; J-55

WEIGHT:24#

LENGTH: 311.79

DEPTH LANDED: 324.70°

HOLE SIZE:12-1/4”

CEMENT DATA: 160 sxs Premium cmt, est | bbls to surf.

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 137 jts. (5909.273")

DEPTH LANDED: 5920.77°

HOLE SIZE: 7-7/8”

CEMENT DATA: 350 sks Hibond mixed & 350 sks thixotropic
CEMENT TOP AT:

TUBING

SIZE/GRADE/WT.: 2-7/8” / M-50/ 6.5#
NO. OF JOINTS: 188 jts

TUBING ANCHOR: 5431°

TOTAL STRING LENGTH: ?

SN LANDED AT: 5494

SUCKER RODS

POLISHED ROD: 1-1/2” x 22’ SM

SUCKER RODS:4-11/2” wt rods; 4-3/4” scrapered; 115-3/4” plain; 95-3/4”
scrapered; 1-8’, 1-4°, 1-2°x3/4” pony rods

PUMP SIZE: 2-1/2” x 1-1/2” x 16’ RHAC
STROKE LENGTH: 72"
PUMP SPEED, SPM: 6 SPM
LOGS: DIGL/SP/GR/CAL
DSN/SDL/GR

(5920°-323")
(5894’-3000)

REsouRCES INC.

Inland Resources Inc.

Nine Mile #6-6
2011 FNL 1869 FWL
SENW Section 6-T9S-R16E
Duchesne Co, Utah
API #43-013-31719; Lease #UTU-74390

Nine Mile #6-6

Wellbore Diagram

FRAC JOB

AtHuthmewrt E->

Initial Production: 75 BOPD,
74 MCFPD, 36 BWPD

4876’ - 84’
5026° 29’
5041° 43’

5046’- 52°
5092°- 5104’
5288°- 5300’

5314°-25°
5328°-30°

/| Anchor @ 5431°

5456'- 62’
5467°- 74’

SN @ 5494’
EOT @ 5562’
PBTD @ 58782
D @ 5931’

12/7197

5456’-5474’

12/10/97 5288°-5330°

12/12/97 5026’-5104°

12/14/97 4876’-4884°

Frac LDC sand as follows:

121,300# of 20/40 sd in 573 bbls

Delta Frac. Treated @ avy rate 29 bpm,
avg press 2600 psi. Breakdown @ 2627
psi. ISIP-2836 psi, 5-min 2720 psi.
Flowback for 4 hrs & died.

Frac A sand as follows: 130,300#
of 20/40 sd in 622 bbls Boragel.
Breakdown @ 2160 psi. Treated @ avg
rate of 31 BPM, avg press 1950 psi. [SIP-
2462 psi, 5-min 2145 psi. Flowback on
12/64” ck for 2-1/2 hrs & died.

Frac C/B sands as follows:

114,300# 20/40 sand in 549 bbls Delta
Frac. Breakdown @ 2220 psi. Treated
wi/avg press of 1880 psi w/avg rate of
28.1 BPM. ISIP - 2974 psi, 5 min 2670
psi. Flowback on 12/64” ck for 3 hrs &
died.

Frac D sand as follows:

114,300# 20/40 sand in 520 bbls of Delta
Frac. Breakdown @ 3516 psi. Treated
(@ avg press of 2046 psi w/avg rate of
26.2 BPM. ISIP-2550 psi, 5 min 2350
psi. Flowback on 12/64” ck for 3 hrs &
died.

PERFORATION RECORD

12/6/97  5456°-5462° 4 JSPF 24 holes
12/6/97  5467°-5474' 4 JSPF 28 holes
12/9/97  5288'-5300° 4JSPF 48 holes
12/9/97  5314°-5325° 4JSPF 44 holes
12/9/97  5328°-5330° 41SPF 8 holes
12/11/97  5026°-5029° 4 JSPF 48 holes
12/11/97  5041°-5043° 4JSPF 8 holes
12/11/97  5046>-5052° 4 JSPF 24 holes
12/11/97  5092°-5104° 4 JSPF 48 holes
12/13/97 48767-4884" 4JSPF 32 holes



Monument Federal #31-6-9-16Y

Spud Date: 11/20/96
Put on Production: 1/2/97
GL: 5855.4°

SURFACE CASING
CSG SIZE: 8-5/8”
GRADE: J-55
WEIGHT:24#

LENGTH:

DEPTH LANDED: 260.50
HOLE SIZE:12-1/4"

CEMENT DATA: 160 sxs Class “G” ¢cmt, est ? bbls to surf.

PRODUCTION CASING

CSG SIZE: 5-1/27

GRADE: J-55

WEIGHT: 15.5#

LENGTH:

DEPTH LANDED: 5986.71"

HOLE SIZE: 7-7/8”

CEMENT DATA: 310 sks “C” & 435 sks 50/50 Poz
CEMENT TOP AT:

TUBING

SIZE/GRADE/WT.: 2-7/8” / M-50/ 6.5#
NO. OF JOINTS: 173 jts

TUBING ANCHOR:5512’

TOTAL STRING LENGTH: ?

SN LANDED AT: 5606’

SUCKER RODS

POLISHED ROD: 1-1/2” x 22" SM

SUCKER RODS:4-11/2” wt rods, 6-3/4” guided; 192-3/4” slick; 20 guided

PUMP SIZE: 2-1/2” x 1-1/2” x 15’ RHAC
STROKE LENGTH: 86”

PUMP SPEED, SPM: 6 SPM

LOGS: LDT/CNL, DLL/GR, CBL/GR

W Inland Resources Inc.

Monument Federal #31-6-9-16Y

624 FNL 1926 FEL
NENW Section 6-T9S-R16E
Duchesne Co, Utah
API #43-013-31717; Lease #UTU-74390

Wellbore Diagram

o

g

FRAC JOB

AtHachmert E-4

Initial Production: 62 BOPD,
193 MCFPD, 16 BWPD

4938°-44°
4950°-54°
5046°-53’

5147-55°

5342°-52°

Anchor @ 5512°

5512°-91°

SN @ 5606’
EOT @ 5645’

PBTD @ 5946’

TD @ 6000°

4938°-4954’

5046’-5053"

5147°-5155"

5342°-5352°

5581°-5591"

Frac as follows:

Break down w/ 2478 gals 2% KCL water.
Frac w/ 82004 20/40 mesh sand and
20,300# 16/30 mesh sand w/12,684 gals
2% KCL gelled water.

Frac as follows:

Break down w/ 1764 gals 2% KCL water.
Frac w/12,900# 20/40 mesh sand and
32,4004 16/30 mesh sand w/17,472 gals
2% KCL gelled water.

Frac as follows:

Break down w/1596 gals 2% KCL water.
Frac w/12,900# 20/40 mesh sand and
32,400# 16/30 mesh sand w/17,472 gals
2% KCL gelled water.

Frac as follows:

Break down w/2646 gals 2% KCL water.
Frac w/8,600# 20/40 mesh sand and
24,200# 16/30 mesh sand w/13,566 gals
2% KCL gelled water.

Frac as follows:

Break down w/2394 gals 2% KCL water.
Frac w/87,000# 20/40 mesh sand and
18,8004# 16/30 mesh sand w/14,196 gals
2% KCL gelled water.

PERFORATION RECORD

4938°-4944’
4950°-4954"
5046’-5053°
5147°-5155°
5342°-5352°
5581°-5591°

4JSPF 24 holes
4JSPF 16 holes
4 JSPF 28 holes
4JSPF 32 holes
4 JSPF 40 holes
4 JSPF 40 holes



Spud Date: 3/27/97
Put on Production: 5/7/97
GL: 5885.3’

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT:24#

LENGTH:?

DEPTH LANDED: ?

HOLE SIZE:12-1/4"

CEMENT DATA: ? sxs Class “G” cmt, est ? bbls to surf.

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 6332.95"

DEPTH LANDED: 6342.95°

HOLE SIZE: 7-7/8”

CEMENT DATA: 175 sks Premium & 450 sks 50/50 Poz
CEMENT TOP AT: 2500’

TUBING

SIZE/GRADE/WT.. 2-7/8" / M-50/ 6.5#
NO. OF JOINTS: 182 jts

TUBING ANCHOR 4355’

TOTAL STRING LENGTH: ?

SN LANDED AT: 5655’

SUCKER RODS

POLISHED ROD: 1-1/2” x 22’ SM

SUCKER RODS:233-3/4” plain, 2-3/4"x8’ pony
PUMP SIZE: 2-1/2" x 1-1/2” x 16" TWAC
STROKE LENGTH: 86”

PUMP SPEED, SPM: 5 SPM

LOGS: CBL/GR

W74  Inland Resources Inc.

Monument Federal #32-6-9-16Y
2229 FNL 1792 FEL
NENW Section 6-T9S-R16E
Duchesne Co, Utah
API #43-013-31300; Lease #UTU-74390

Wellbore Diagram

Monument Federal #32-6-9-16Y

FRAC JOB

A+ochment E-5

Initial Production: 5 BOPD,
100 MCFPD, 2 BWPD

Anchor @ 4355’

4390°-95°
4428°31°
4654°-64’

5321°-26°

5558°-65°

5587°-91°

B 5594°- 98’

SN @ 5655
EOT @ 5690°
PBTD @ 5302"
TD @ 6365

4-21-97 5558°-5598°

4-23-97 5321°-5326’

4-25-97 4654-4664’

4-28-97  4390°-4431°

Frac as follows:

Break down w/ 2940 gals 2% KCL water.
Frac w/ 13,500# 20/40 mesh sand and
36,300# 16/30 mesh sand w/17,136 gals
2% KCL gelled water. ISIP-2300 psi.
ATP-2300 psi and ATR-31.4 BPM.

Frac as follows:

Break down w/ 2688 gals 2% KCL water.
Frac w/4500# 20/40 mesh sand and
13,300# 16/30 mesh sand w/10,794 gals
2% KCL gelled water. 1SIP-2200 psi, 5
min 1900 psi. ATP-2300 psi and ATR-
20.5 BPM.

Frac as follows:

Frac w/27,300# 16/30 mesh sand
w/12,180 gals 2% KCL gelled water.
ATP-2400 psi and ATR-24.9 BPM.
1S1P-2750 psi, 5 min 2260 psi.

Frac as follows:

Break down w/1848 gals 2% KCL water.
Frac w/23,700# 16/30 mesh sand
w/10,960 gals 2% KCL gelled water.
ATP-2850 psi and ATR-28 BPM. ISIP-
2300 psi, 5 min 1791 psi

PERFORATION RECORD

4-18-97 5558°-5565" 4 JSPF 28 holes
4-18-97 5587°-5591° 4 JSPF 16 holes
4-18-97 5594°-5598’ 4 JSPF 16 holes
4-23-97 5321’-5326’ 4 JSPF 20 holes
4-25-97  4654°-4664° 4 JSPF 40 holes
4-28-97 4390°-4395° 4 JSPF 20 holes
4-28-97 4428°-4431° 4 JSPF 12 holes



Monument Federal #34-31-8-16

Spud Date:12/13/96

Put on Production: 1/22/97
GL: ?KB: ?

SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: K-55

WEIGHT 24#

LENGTH: 6 jts.(251.55")
DEPTH LANDED: 261.55’ GL
HOLE SIZE:12-1/4"

CEMENT DATA: 160 sxs Class “G” cmt, est ? bbls to surf.

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 142 jts (6032.88")

DEPTH LANDED: 6053’ KB

HOLE SIZE. 7-7/8"

CEMENT DATA: 290 sk Premium & 385 sxs 50/50 Poz
CEMENT TOP AT:

TUBING

SIZE/GRADE/WT.: 2-7/87/6.5#/LS tbg.
NO. OF JOINTS:184 jts.

TUBING ANCHOR: 5071

SEATING NIPPLE: 2-7/8” (1.10°)
TOTAL STRING LENGTH:

SN LANDED AT: 5688’

SUCKER RODS

POLISHED ROD: 1-1/2” x 22’ polished rod
SUCKER RODS: 225-3/4” plain rods, 1-6’ pony
TOTAL ROD STRING LENGTH: ?

PUMP NUMBER: ?

PUMP SIZE: 2-1/2"x1-1/2"x16" RWAC
STROKE LENGTH: 100"

PUMP SPEED, SPM: 4.8 SPM

LOGS:

W74 Inland Resources Inc.

Monument Federal #34-31-8-16
723 FSL 1970 FEL
SWSE Section 31-T8S-R16E
Duchesne Co, Utah
API #43-013-31715; Lease #UTU-74389

Wellbore Diagram

LU 1) | M IR

1§ T Y T [T

FRAC JOB

AHacinment E-4

Initial Production: ? BOPD, ?
MCFPD, ? BWPD

et | Anchor @ 5071’

5113-15°
5164°-68’
520407’
524257

5473°-75°
5638°-50°

SN 5688°
EOT?

PBTD 5995’
TD @ 6050°

12-23-96 5473°-5650°

12-30-96 5113-5257°

Frac as follows:

12,350# of 20/40 sand and 30,409# 16/30
sand in 17,976 gal 2% KCL water.
Treated @ avg rate of 36 bpm w/avg
press of 3000 psi. ISIP-2420 psi, 5-min
2210 psi.

Frac as follows:

25,790# 20/40 sand and 37,210# 16/30
sand in 22,806 gals 2% KCL water.
Treated @ avg rate of 40 BPM w/avg
press of 2500 psi. ISIP-2200 psi, 5 min
1620 psi.

PERFORATION RECORD

12/21/96  5473°-5473" 2JSPF 4 holes
12/21/96  5638’-5650" 1 JSPF 12 holes
12/27/96  5113°-5115" 4 JSPF 8 holes
12/27/96  5164°-5168° 4 JSPF 16 holes
12/27/96  5204°-5207" 4 JSPF 12 holes
12/27/96  5242°-5257° 2 JSPF 30 holes



North Ashley #1-1

Spud Date: 6/26/97

Put on Production: 8/02/97
GL: 5851 KB: 5861’
SURFACE CASING

CSG SIZE: 8-5/8”

GRADE: J-55

WEIGHT: 24#

LENGTH: 7 jts. 302.74°)
DEPTH LANDED: 31241’ GL
HOLE SIZE: 12-1/4”
CEMENT DATA: 180 sxs Premium cmt, est 16 bbls to surf,

Cement Top 1050’

PRODUCTION CASING

CSG SIZE: 5-1/27

GRADE: J-55

WEIGHT: 15.54

LENGTH: 139 jts. (5964.87’)

DEPTH LANDED: 5975.87° KB

HOLE SIZE: 7-7/8”

CEMENT DATA: 300 sxs Hibond mixed & 340 sxs thixotropic
CEMENT TOP AT: 1050’ per CBL

TUBING

SIZE/GRADE/WT.: 2-7/8" / M -50 / 6.5#

NO. OF JOINTS: 180 jts

TUBING ANCHOR: 5675

SEATING NIPPLE: 2 - 7/8” (1.10%)

TOTAL STRING LENGTH: ? (EOT @ 5843°)
SN LANDED AT: 5772’

SUCKER RODS

POLISHED ROD: 1-1/2" x 22" SM

SUCKER RODS: 98-3/4" scrapered, 4-1-1/2" guided rods, 127-3/4” slick rods,
PUMP SIZE: 2-1/2" x 1-1/2” x 16 RHAC rod pump

STROKE LENGTH: 64”

PUMP SPEED, SPM: 7 SPM

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR

W Inland Resources Inc.

North Ashley #1-1
533 FNL 516 FEL
NENE Section 1-T9S-R15E
Duchesne Co, Utah
API #43-013-31787; Lease #U-74826

Wellbore Diagram

FRAC JOB

Avteahment E-7

Initial Production:90
BOPD, 85 MCFPD, 8 BWPD

4866°-717

5025°'-40"
5043’45’

5144’57
5169'-72'

Anchor @ 5675

5824°-31
5878°-84’
5888°-96

SN @ 5772

EOT @ 5843’
Sand Top @ 4866
PBTD @ 5924’
TD @ 5980’

7/18/97 5824’-5896’

7/22/97 5025°'-5157°

7/24/97 4866°-4877"

Frac CP sand as follows:

95,6004 of 20/40 sand in 531 bbls of
Boragel. Breakdown @ 1630 psi.
Treated @ avg rate of 30.5 bpm w/avg
press of 2630 psi. ISIP-2685 psi, 5-min
2260 psi. Flowback on 12/64” ck for 4 -
1/2 hours and died.

Frac C/B sand as follows:

122,700# of 20/40 sand in 6137 bbls of
Boragel. Breakdown @ 2330 psi.
Treated (@ avg rate of 25.5 bpm w/avg
press of 2200 psi. ISIP-2723 psi, 5-min
2576 psi. Flowback on 12/64” ck for 4 -
1/2 hours and died.

Frac D sand as follows:

82,3004 of 20/40 sand in 416 bbls of
Boragel. Breakdown @ 3339 psi.
Treated @ avg rate of 25.8 bpm w/avg
press of 6420 psi. 1SIP-4806 psi, 5-min
4549 psi. Flowback on 12/64” ck for 10
minutes and died.

PERFORATION RECORD

7/19/97  5888°-5896°
7/19/97  5878°-5884’
7/19/97  5824°-5831°
7/22/97  5169°-5172°
7122197 5144’-5157
7/22/97 5043°-5045"
7122197 5025’-5040
7124197  4866°-4877

4 JSPF
4 JSPF
4 JSPF
4 JSPF
4 JSPF
4 JSPF
4 JSPF
4 JSPF

32
24
28
12
20

32
44

holes
holes
holes
holes
holes
holes
holes
holes
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A Division of BJ Services Rw;&mzm og:(ggt:; )7722?5?;?
WATER ANALYSIS REPORT
Company INLAND Address Date __ 01-14.9%
Johnsen Wader
Source__FRESH WATER Date Sampled Analysis No.
Analysls mg/{ppm) *Meg/l
1.PH 7.0
2. H,S (Qualitative) 0.5
3. Specific Gravity 1.001
4. Dissolved Solids 593
5. Alkalinity (CaCO,) Co, Q : +30 0 Co,
6. Bicarbonate (HCO,) HCO, 300 +61 ) HCO,
7. Hydroxy! (OH) OH 0 +17 0 OH
8. Chlorides (Cl) cl 35 +355 1 cl
9. Sulfates (SO,) SO, 110 + 2 SO,
10. Calcium (Ca) Ca 44 - +20 2 Ca
11. Magnesium (Mg) MG 22 =12.2 2. Mg
12. Total Hardness (GaCO,) o 200 | '
13. Total lron (Fe) 29
14. Manganese
15. Phosphate Residuals
- "Milll equivalents per liter
PROBABLE MINERAL COMPOSITION
Compound Eauiv Wi, X Meal = Mgh
Ca 4 HCO Ca(HCOs) 81.04 2 162
\-\" CaSO. . 68.07
™y - > so. CaCls 5550 ~
/ Mg(HCO:): 7247 2 146
Na » o
MgS0. 60.19
Saturation Values Distilted Water 20°C MgCl 4762
Cacos : © iaMet NaHCO: 84.00 1 84
CaSO. - 2H;0 ‘ 2,090 Mgh Na:SO. 71.03 2 142
MgCOs 103 MgA NaCi 58.45 1 59
AEMARKS

“xx TOTAL PAGE.@1 ok
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'P.0. Box 217 _— Office (435) 722-5066

A Division of BJ Services ’ .
- - Roosavelt, Utah 84066 Fax (435) 722-5727
'WATER ANALYSIS REPORT
“Company _ - Inland : Address : ' ' Date 3-4-98
Souce__ 9 Mile 36  Date Sampled . ___ Analysis No.
o Analysis - ‘mg/i(ppm) ~ *Meg/
1.PH R L 8.5 ‘
2. H,S (Qualitative) 5
3. Specific Gravity ~ - ' 1.019 :
4. Dissolved Solids SR 20,681
5. Alkalinity (CaCO,) o co, 0 +30___0 Co,
6. Bicarbonate (HCO,) HCO, 600 +61 10 HCo,
7. Hydroxyl (OH) . OH 0 : +17__ O OH
8. Chlorides (Cf) , . cl 12,000 +355 _ 339 ci
9. Sulfates (SO,) SO, 490 +48 1 SO,
10. Calcium (Ca) Ca 32 +20 2 Ca
11. Magnesium (Mg) MG 5 +122_ 0 Mg
12. Total Hardness (CaCO,) 100
13. Total iron (Fe) .5
14. Manganese
15. Phosphate R_esiduals
*Milli equivalents per liter
PROBABLE MINERAL COMPOSITION
Compound Eaquiv.Wt, X Meq/ = Mo/l
2 Ca < HCO: 10 Ca(HCOs). 81.04 2 162
\' CaSO0. 68.07
0 Mg — > so 1 CaCl: 55.50
/ Mg(HCO,). 73.17
348 | na > o | 339
‘MgSO, 60.19
Saturation Values . DistledWater2oc Mo a7.62 y 672
CaCOs C 13Mgn NaHCO; 84.00
CaS0. - 2H:0 g 2,090 Mg/t ‘Na:SO« - 71.03 1 71
MgCOs 103 Mgn NaCi 5846 339 19,818
REMARKS
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AQUAMIX SCALING PREDICTIONS

COMPANY : INLAND 03-06-98
LOCATION: -
SYSTEM:

WATER DESCRIPTION: JOHNSON WATER 9 MILE 3-6
P-ALK AS PPM CaCO3 0 0

M-ALK AS PPM CaCO3 492 984

SULFATE AS PPM S04 110 40

CHLORIDE AS PPM Cl 35 12000
HARDNESS AS PPM CaCoO3 0 0

CALCIUM AS PPM CaCoO3 110 80
MAGNESIUM AS PPM CaCO3 90 21

SODIUM AS PPM Na ' 92 8004

BARIUM AS PPM Ba 0 0

STRONTIUM AS PPM Sr 0 0
CONDUCTIVITY 0 0

TOTAL DISSOLVED SOLIDS 593 20681

TEMP (DEG-F) 150 150

SYSTEM pH 7 8.5

WATER COMPATIBILITY CALCULATIONS
JOHNSON WATER AND 9 MILE 3-6
CONDITIONS: TEMP.=150AND pH=7.8
WATER ONE IS JOHNSON WATER

‘% OF - |STIFF DAVIS 1bs/1000 |mg/l BasSO4 |mg/l SrO4 |mg/l Gypsum

WATER |CaCO3 INDEX BBL IN EXCESS |IN EXCESS |IN EXCESS
# 1 EXCESS OF OF OF
CaCo3 SATURATION |SATURATION |SATURATION
100 1.08 34 0 0 0
90 1.04 33 0 0 0
80 .99 31 0 0 0
70 .94 30 0 0 0
60 .89 29 0 0 0
50 .83 27 0 0 0
40 .79 26 0 0 0
30 76 25 0 0 0
20 72 23 0 0 0
10 69 22 0 0 0
0 65 21 0 0 0




Attachment G

Nine Mile #3-6
Proposed Maximum Injection Pressure

Frac Interval Frac
(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psi/ft) Pmax

5770 5780 5775 2612 0.89 2624
5202 5206 5204 2060 0.83 2054
4897 4904 4901 2611 0.97 2619
4616 4625 4621 2762 1.03 2746

Minimum 2054

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.005)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psi/ft and
specific gravity of the injected water is 1.005.

|Frac Gradient is obtained from the service company's frac summary report.




A+tachment G-I

RESOURCES INC.

DAILY COMPLETION REPORT

WELL NAME  Nine Mile 3-6 Report Date 11/21/97 Completion Day 3
Present Operation  Perf B sands. Rig Flint#4
WELL STATUS
SurfCsg: 8-5/8 @ 295 Liner @ ProdCsg 5-1/2 @ 5945 Csg PBTD 5904
Thg: Size 2-7/8 Wt 6.5# Grd J-55(B) PkrEOT @ BP/Sand PBTD:
PERFORATION RECORD
Zone Perfs SPEH#shots Zone Perfs SPFl#tshots
CP 5770-75' 4/20
cP 5778-80" 4/8
CHRONOLOGICAL OPERATIONS

Date Work Performed: 11/20/97 SITP: 0] sicP 0

IFL @ 5700’, made 1 swb run, rec 1 BTF, FFL @ 5800". TOH wi/tbg. NU isolation tool. RU Halliburton & frac CP
sd w/95,300# 20/40 sd in 504 bbls Delta frac. Perfs broke dn @ 3618 psi. Treated @ ave press of 2110 psi w/ave
rate of 28 bpm. ISIP: 2612 psi, 5 min: 2117 psi. Flowback on 12/64" choke for 3 hrs & died. Rec 126 BTF (est
25% of load). SIFN w/est 378 BWTR.

ELUID RECOVERY (BBLS)

Starting fluid load to be recovered 504 Starting oil rec to date 0
Fluid lost{écoveredtoday 126 Oil lost/recovered today 0
Ending fluid to be recovered 378 Cum oil recovered 0
IFL 5700 FFL 5800 FTP Choke 12/64 Final Fluid Rate Final oil cut 0

STIMULATION DETAIL COSTS
Base Fluid used: Delta Frac Job Type: Sand Frac Flint rig 927
Company: Halliburton BOP 140
Procedure: Tanks 180
3000 gal of pad Witr 750
1000 gal w/1-6 ppg of 20/40 sd HO Trk 740
8000 gal w/6-8 ppg of 20/40 sd Frac 21,571
3486 gal w/8-10 ppg of 20/40 sd Flowback - super 150
Flush w/5679 gal of 10# Linear gel. IPC Supervision 200
Max TP 3618 Max Rate 28.6 Total fluid pmpd: 504 bbls
Avg TP 2110 Avg Rate 28 Total Prop pmpd: 95,300#
ISIP 2612 5 min 2117 10 min 15 min DAILY COST: $24,658

Completion Supervisor:  Gary Dietz TOTAL WELL COST: $192,120




RESOURCES INC.

DAILY COMPLETION REPORT

‘ Attacinment G-2

WELL NAME Nine Mile 3-6 Report Date 11/23/97 Completion Day 5
Present Operation  Perf D sands Rig Flint#4
WELL STATUS
SurfCsg: 8-58 @ 295 Liner @ ProdCsg 5-1/2 @ 5945 Csg PBTD 5904
Thg: Size 2-7/8 Wt 6.5% Grd J55(B) PkrEOT @ and PBTD: 5705
PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFi#shots
B 5202-06' 4/16
CP 5770-75 4/20
CP 5778-80' 4/8
CHRONOLOGICAL OPERATIONS
Date Work Performed: 11/22/97 SITP: sicp 50

Bleed gas off csg. IFL @ 5200'. Made 1 dry swab run. FFL @ 5200

TOH witbg. NU isolation tool. RU

Halliburton & frac B sds w/95,300# 20/40 sd in 492 bbls Delta Frac. Perfs broke dn @ 3401 psi. Treated @ ave
press of 2250 psi w/ave rate of 26.4 BPM. ISIP: 2060 psi, 5 min: 1866 psi. Flowback on 12/64” for 4 hrs & died.

Rec 130 BTF (est 26% of load). SIFN w/est 625 BWTR.

ELVUID RECOVERY (BBLS)

Starting fluid load to be recovered 263 Starting oil rec to date 0
FIuiecovered today 362 Oil lost/recovered today 0
Ending fluid to be recovered 625 Cum oil recovered o]
IFL 5200 FFL 5200 FTP Choke 12/64 Final Fluid Rate Final oilcut 0

STIMULATION DETAIL COSTS
Base Fluid used: Delta Frac Job Type: Sand Frac Flint rig 1,191
Company: Halliburton BOP 135
Procedure: Tanks 90
3000 gal of pad Witr 700
1000 gal w/1-6 ppg of 20/40 sd HO Trk 689
8000 gal w/6-8 ppg of 20/40 sd Frac 20,536
3577 gal w/8-10 ppg of 20/40 sd Flowback - super 150
Flush w/5108 gal of 10# Linear gel. IPC Supervision 200
Max TP 3401 Max Rate 26.7 Total fluid pmpd: 492 bbis
Avg TP 2250 AvgRate 26.4 Total Prop pmpd: 95,300#
ISIP 2060 5 min 1866 10 min 15 min DAILY COST: $23,691

Completion Supervisor:  Gary Dietz TOTAL WELL COST: $219,839




. A+acihment G-3

RESOURCES INC.

DAILY COMPLETION REPORT

WELL NAME Nine Mile 3-6 Report Date 11/26/97 Completion Day 7
Present Operation  Perf PB sds Rig Flint#4
WELL STATUS
SurfCsg: 8-5/8 @ 295 Liner @ ProdCsg 5-1/2 @ 5945 Csg PBTD 5904
Thg: Size 2-7/8 Wt 6.5# Grd J-55 Pkr/EOT @ and PBTD: 5172
PERFORATION RECORD
Zone Perfs SPE/#shots Zone Perfs SPFlitshots
D 4897-4904' 4/28
B 5202-06' 4/16
CP 5770-75' 4/20
CP 5778-80' 4/8
CHRONOLOGICAL OPERATIONS
Date Work Performed: 11/25/97 SITP: 0 sicp 35

Bleed gas off csg. IFL @ 4800". Made 1 swab run, rec 1 BTF. FFL @ 4900". TOH w/tbg. NU isolation tool. RU
Halliburton & frac D sds w/95,300# 20/40 sd in 501 bbls Delta Frac. Perfs broke dn @ 2095 psi. Treated @ ave
press of 2090 psi w/ave rate of 25.9 BPM. ISIP: 2611 psi, 5 min: 2496 psi. Flowback on 12/64 choke for 3-1/2 hrs
& died. Rec 102 BTF (est 20% of load). SIFN w/est 918 BWTR.

FLUID RECOVERY (BELS)

Starting fluid load to be recovered 520 Starting oil rec to date o]
Fluirecovered today 398 Oil lost/recovered today 0
Ending fluid to be recovered 918 Cum oil recovered 0
IFL 4800 FFL 4900 FTP Choke 12/64 Final Fluid Rate Final oil cut

STIMULATION DETAIL COSTS
Base Fluid used: Delta Frac Job Type: Sand Frac Flint rig 807
Company: Halliburton BOP 135
Procedure: Tanks 90
3000 gai of pad Witr 720
1000 gal w/1-6 ppg of 20/40 sd HO Trk 648
8000 gal w/6-8 ppg of 20/40 sd Frac 20,749
4242 gal w/8-10 ppg of 20/40 sd Flowback - super 150
Flush w/4811 gal of 10# Linear gel. IPC Supervision 200
Max TP 2960 Max Rate 26.1 Total fluid pmpd: 501 bbls
Avg TP 2090 Avg Rate 25.9 Total Prop pmpd: 95,300#
ISIP 2611 5 min 2496 10 min 15 min DAILY COST: $23,499

Completion Supervisor:  Gary Dietz TOTAL WELL COST: $247,290




P A+taehment & -4

RESOURCES INC.

DAILY COMPLETION REPORT

WELL NAME Nine Mile 3-6 Report Date 11/29/97 Completion Day 9
Present Operation  Pull plugs. Rig Flint#4
WELL STATUS
SurfCsg: 8-5/8 @ 295 Liner @ ProdCsg 5-1/2 @ 5945 Csg PBTD 5904
Tbg: Size 2-7/8 Wt 6.5# Grd J55 PKr/EOT @ and PBTD: 4859
PERFORATION RECORD
Zone Perfs SPEfishots Zone Perfs SPE/#shots
PB 4616-25' 4/36 CcP 5778-80' 4/8
D 4897-4904' 4/28
B 5202-06' 4/16
CcP 5770-75' 4/20
CHRONOLOGICAL OPERATIONS
Date Work Performed: 11/28/97 SITP: 0 sicp 40

Bleed gas off csg. IFL @ 4600°. Made 1 swab run, rec 1 BTF. FFL @ 4700°. TOH w/tbg. NU isolation tool. RU
Halliburton & frac PB sds w/95,300# 20/40 sd in 479 bbls Delta Frac. Perfs broke dn @ 2316 psi. Treated @ ave
press of 2210 psi w/ave rate of 26 BPM. ISIP: 2762 psi, 5 min : 2551 psi. Flowback on 12/64” choke for 2 hrs &
died. Rec 86 bblis frac fluids. (Est 18% of load). SIFN w/est 733 BWTR.

ELUID RECOVERY (BBLS)

Starting fluid load to be recovered 820 Starting oil rec to date 0
Fluid losfecoveredtoday 87 Oil lost/recovered today 0
Ending fluid to be recovered 733 Cum oil recovered 0
IFL 4600 FFL 4700 FTP Choke 12/64 Final Fluid Rate Final oil cut

STIMULATION DETAIL COSTS
Base Fluid used: Delta Frac Job Type: Sand Frac Flint rig 999
Company: Halliburton BOP 135
Procedure: Tanks 90
3000 gal of pad Witr 650
1000 gal w/1-6 ppg of 20/40 sd HO Trk 600
8000 gal w/6-8 ppg of 20/40 sd Frac 21,007
3576 gal w/8-10 ppg of 20/40 sd Flowback - super 100
Flush w/4539 gal of 10# Linear gel IPC Supervision 200
Max TP 3032 Max Rate 26.5 Total fluid pmpd: 479 bbis
Avg TP 2210 Avg Rate 26 Total Prop pmpd: 95,300#
ISIP 2762 5 min 2551 10 min 15 min DAILY COST: $23,781

Completion Supervisor:  Gary Dietz TOTAL WELL COST: $275,581




ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

Plug #1 Set 160’ plug from 5670°-5830° with 30 sxs Class “G” cement.
Plug #2 Set 154’ plug from 5102°-5256 with 30 sxs Class “G” cement.
Plug #3 Set 157’ plug from 4797°-4954’ with 30 sxs Class “G” cement.
Plug #4 Set 159’ plug from 4516°-467S with 30 sxs Class “G” cement.
Plug #5 Set 200’ plug from 2000°-2200” with 30 sxs Class “G” cement.
Plug #6 Set 100’ plug from 232°-332’ (50’ on either side of casing shoe) with 15 sxs

Class “G” cement.
Plug #7 Set 50’ plug from surface with 10 sxs Class “G” cement.

Pump 10 sxs Class “G” cement down the 8-5/8” x 5-1/2” annulus to cement
282’ to surface.

The approximate cost to plug and abandon this well is $18,000.



. ‘ Attachment H-1

Spud Date: 10/16/97 Nine Mile #3-6

Put on Production: 12/3/97

GL: 5841° KB: 5853’ Proposed P&A
Wellbore Diagram
SURFACE CASING

CSG SIZE: 8-5/8”

10 sxs Class “G” cmt 50 to surface

GRADE: J-55
WEIGHT 24# 10 sxs Class “G” cmt down the 8-5/87x5-1/2” annulus
LENGTH: to cement 282’ to surface

DEPTH LANDED: 282.12°
HOLE SIZE:12-1/4”
CEMENT DATA: 120 sxs Premium cmt, est ? bbls to surf.

15 sxs Class “G” cmt, 232°-332°

PRODUCTION CASING

CSG SIZE: 5-1/2”

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 138 jts. (59317)

DEPTH LANDED: 5944’

HOLE SIZE: 7-7/8”

CEMENT DATA: 380 sks Hibond mixed & 335 sks thixotropic
CEMENT TOP AT:

30 sxs Class “G” cmt, 2000°-2200°

TUBING
SIZE/GRADE/WT :

NO. OF JOINTS:

TUBING ANCHOR:
TOTAL STRING LENGTH:
SN LANDED AT:

4616°-25° 30 sxs Class “G” cmt, 4516°-4675°

SUCKER RODS 4897°-4904° 30 sxs Class “G” cmt, 4797°-4954°

POLISHED ROD:

SUCKER RODS:

PUMP SIZE:

STROKE LENGTH:

PUMP SPEED, SPM:

LOGS: DIGL/SP/GR/CAL (5950°-300)
DSN/SDL/GR (5918°-3000’)

5202°-06° 30 sxs Class “G” cmt, 5102°-5256’

5770°’-75’ 30 sxs Class “G” cmt, 5670°-5830°
5778’- 80’

W Inland Resources Inc.

PBTD @ 5904’

TD @ 5950°

Nine Mile #3-6
663 FNL 1728 FWL
NENW Section 6-T9S-R16E
Duchesne Co, Utah
API #43-013-31816; Lease #UTU-74390




DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: _Inland Production Company Well: Nine Mile 3-6

Location: 6/9S/16E API: 43-013-31816

Note: A complete Statement of Basis was prepared for the West Point Unit Project. All of the issues below were
addressed in detail. This statement addresses only well specific issues.

Ownership Issues: The proposed well is located on BLM land. The well is located in the
proposed West Point Unit. A request for Board approval of the unit, secondary recovery
operations and for this well has been submitted. Lands in the one-half mile radius of the
well are administered by the BLM and the School and Institutional Trust Lands
Administration (SITLA). The Federal Government and the State of Utah are the mineral
owners. Inland and various other individuals hold the leases in the unit. Inland has
provided a list of all surface, mineral and lease holders in the half-mile radius. Inland will
be the operator of the West Point Unit. Inland has submitted an affidavit stating that all
owners and interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 282 feet and is cemented to
surface. A 5 % inch production casing is set at 5944 feet and has a cement top at the
surface. A cement bond log verifies adequate bond well above the injection zone. A 2 7/8
inch tubing with a packer will be set at 4566 feet. A mechanical integrity test will be run on
the well prior to injection. There are 7 producing wells in the area of review. All of the wells
have adequate casing and cement. No corrective action will be required.

Ground Water Protection: According to Technical Publication No. 92 the base of
moderately saline water is at a depth of approximately 900 feet. Injection shall be limited
to the interval between 4616 feet and 5780 feet in the Green River Formation. Information
submitted by Inland indicates that the fracture gradient for the 3-6 well is .83 psi/ft., which
was the lowest reported fracture gradient for the injection zone. The resulting minimum
fracture pressure for the proposed injection interval is 2054 psig. The requested maximum
pressure is 2054 psig. The anticipated average injection pressure is 1100 psig. Injection
at this pressure should not initiate any new fractures or propagate existing fractures in the
adjacent confining intervals. Any ground water present should be adequately protected.



Nine Mile 3-6
page 2

Oil/Gas& Other Mineral Resources Protection: The proposed West Point Unit (cause
231-2) matter will be heard before the Board of Oil, Gas and Mining on April 22,1998.
Correlative rights issues will be addressed at this time. Previous reviews in this area
indicate that other mineral resources in the area have been protected or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent
to the Salt Lake Tribune the Vernal Express and the Uinta Basin Standard. BLM approval
of the Unit is necessary. A casing/tubing pressure test will be required prior to injection.
After hearing and testimony if there are no outstanding issues it is recommended that
approval be granted.

Note:  Applicable technical publications concerning water resources in the general vicinity of this project have been
reviewed and taken into consideration during the permit review process.

Reviewer(s):_Brad Hill Date: _4/14/98




TED STATES
DE NT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill or to deepen or reentry a different reservoir.
Use "APPLICATION FOR PERMIT -" for such proposals

FOPa 3160-5
(June 1990)

FORM APPROVED
Budget Bureau No. 1004-0135
Expires: March 31, 1993

5. Lease Designation and Serial No.

UTU-74390

6. If Indian, Allottee or Tribe Name

NA

SUBMIT IN TRIPLICATE
1. Type of Well
Oil Gas
X Well Well Other

7. If Unit or CA, Agreement Designation
WEST POINT (GR RVR)

8. Well Name and No.
NINE MILE 3-6

2. Name of Operator

INLAND PRODUCTION COMPANY

9. API Well No.

43-013-31816

3. Address and Telephone No.
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900

10. Field and Pool, or Exploratory Area

UNDESIGNATED

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

11. County or Parish, State

0663 FNL 1728 FWL NE/NW Section 6, T09S R16E DUCHESNE COUNTY, UTAH
12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
: Notice of Intent Abandonment Change of Plans

Recompletion
Plugging Back

Subsequent Report
: Final Abandonment Notice

Casing Repair
Altering Casing
Site Security

New Construction
Non-Routine Fracturing
Water Shut-Off
Conversion to Injection
Dispose Water

{(Note: Report results of multiple completion on Weil
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

ECEIVE

0CT 13 1998

DIV. OF OIL, GAS & MlNlNG

14. I hereby certify that the &regomg is true and correct

Lé/(,u/ g _/L/?’L (,{'l;,/(‘ Z‘:Tltle

Signed

Manager, Regulatory Compliance

Date 10/7/98

(This space for Federal or State office use)

Approved by Title

Date

Conditions of approval, if any:

CC: UTAH DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its jurisdiction.



1)

Inland Production Company
Site Facility Diagram

Nine Mile Federal 3-6
NE/NW Sec. 6, T9S, 16E
Duchesne County

Sept. 17, 1998

Production Tank Production Tank :'f’j Site Security Plan is held at the Roosevelt
‘ Office, Roosevelt Utah

Production Phase:

1) Valves 1, and 3 sealed closed

2) Valves 2 and 4 sealed open

Sales Phase:

1) Valves 2, 3, and 4 sealed closed

2) Valves 1 open

Diked Section  Contained Section

Draining Phase:

1) Valve 3 open

Treater

e —~ Gas Sales Meter

Legend

Emulsion Line

Load Line Pumping Unit

Water Line
Qil Line
Gas Sales




FORM 3160-5 NITED STATES
(June 1990) DEPA ENT OF THE INTERIOR

BURT OF LAND MANAGEMENT

SUNDRY NOTICES AND REPORTS ON WELLS

" Do not use this form for proposals to drill or to deepen or reentry a different reservoir.

Use "APPLICATION FOR PERMIT -" for such proposals

FORM APPROVED

Budget Bureau No. 1004-0135
Expires: March 31, 1993

5. Lease Designation and Serial No.

UTU-74390

6. If Indian, Allottee or Tribe Name
NA

7. If Unit or CA, Agreement Designation

L, SUBMIT IN TRIPLICATE WEST POINT (GR RVR)
1. Type of Well
Oil Gas 8. Well Name and No.
Well Well Other (,U l (/O NINE MILE 3-6
/ . 4 9. API Well No.

2. Name of Operator

INLAND PRODUCTION COMPANY

43-013-31816

10. Field and Pool, or Exploratory Area

3. Address and Teleplhone No.

410 17TH STREET, SUITE 700, DENVER, COLORADO 80202 (303) §93-0102

UNDESIGNATED

11. County or Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

0663 FNL 1728 FWL NE/NW Section 6, T09S R16E DUCHESNE COUNTY, UTAH
12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
I:I Notice of Intent Abandonment Change of Plans
Recompletion New Construction
Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

: Final Abandonment Notice

Altering Casing
Other Injection Conversion

Conversion to Injection
Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

aily drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLY STATUS REPORT FOR THE PERIOD OF 3/14/99 - 3/21/99

The above referenced well was converted from a producing oil well to a water injection well on 3/15/99. RDMO

took place 3/16/99. The well went on injection 3/19/99.

Attachments:
1. Daily Workever Report

T
(S VARIA
ANE

71009 L

DIV. OF OIL, GAS & MININ(‘II

14. I hereby certify that the foregoing is true and correct .
. N N —~e .
Signed :3\,\&\_»4 AL ( ot o k Title

Engineering Secretary

Date 3/29/99

(This space for Federal or State office use)

Approved by Title

Date

Conditions of approval, if any:

CC: UTAH DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and w'illfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its jurisdiction.



RESOURCES iNC.

Daily Workover Report

NINE MILE 3-6 Spud Date: 10/16/97

NE/NW Section 6, T09S R16E POP: 12/3/97

DUCHESNE Co., Utah TD: 5950

API # 43-013-31816 WO Rig: KES #51
3/16/99 PO: Injection Conversion. (Day 1)

3117199

Summary: 3/15/99 - TP: 0, CP: 0. MIRU KES #51. Pump 100 BW dn csg @ 250°F.
RD pumping unit. Unseat rod pump. Flush tbg & rods w/50 BW. Reseat rod pump
(stack out on rods). Fill tbg w/5 BW, pressure test tbg to 2000 psi. Unseat pump. TOH
& LD rod string & pump. Rods & pump looked good. ND wellhead. Release TA @
5330". NU BOP. TOH w/tbg. LD BHA. TIH w/4-3/4" bit & 5-1/2 scrapered to pbtd @
5786 (tbg top - left in hole from a previous job). TIH w/27 jts tbg redoping and torquing
each connection. SIFN.

DC: $3,199 TWC: $3,199

PO: Injection Conversion. (Day 2)

Summary: 3/16/98 — TP: 0, CP: 0. Con't TOH witbg, breaking each connection &
applying Liquid O-ring to each pin. Tally tbg as pulled. LD bit & scraper. Drop 4 T-
chlor bisquits down wellbore. TIH wi/injection string as follows: 5-1/2" Arrowset 1-X
packer (w/wireline re-entry guide & hardened steel slips), SN, 144 jts 2-7/8 8rd 6.5# J-
55 tbg. ND BOP. Land tbg on flange. Pump 50 BW w/corrosion inhibitor & biocide dn
csg. PU on thg & set pkr @ 4507' w/15" stretch. Land tbg w/15,000# tension w/SN top
@ 4503 & EOT @ 4511'. NU wellhead. Fill csg w/32 BW. Pressure test csg & packer
to 1225 psi. Lost 75 psi in 30 min. (@ 7:00 AM 3/16/99 after 14 hrs SICP is 1050 psi,
175 psi total loss). State DOGM declined opportunity to witness this MIT. RDMOSU.
Well ready for injection. NOTE: Top of fish @ 5786'. Fish is approx. 1-1/2 jts 2-7/8 8rd
8.5# J-55 tbg & NC (est 41' total length).

DC: $9,838 TWC: $13,037



¢ ROGM Form §
. May 5, 1987
e *

STATE OF UTAH
' DEPARTMENT OF NATURAL RESOURCES
: DIVISION OF OIL, GAS, AND MINING

5. LEASE DESIGNATION AND SERIAL NO.
U-74826

1. SUNDRY NOTICES AND REPORTS ON WELLS

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir.

Use "APPLICATION FOR PERMIT--" for such proposals.)

6. IF INDIAN, ALLOTTEE OR TRIBAL NAME

N/A

OIL GAS
WELL|X | WELL OTHER|

7. UNIT AGREEMENT NAME

ASHLEY (GR RVR)

2. NAME OF OPERATOR
INLAND PRODUCTION COMPANY

8. FARM OR LEASE NAME

ASHLEY FEDERAL 9-1

3. ADDRESS OF OPERATOR
Route 3, Box 3630, Myton Utah 84052
(435-646-3721)

9. WELL NO.
9-1-9-15

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.*
See also space 17 below.)

10 FIELD AND POOL. OR WILDCAT

At surface UNDESIGNATED
NE/SE 1981 FSL 0555 FEL
11 SEC. T.R.M..ORBLK. AND
SURVEY OR AREA
NE/SE Section 1, T09S R15E
14 API NUMBER 15. ELEVATIONS (Show whether DF, RT, GR, etc.) 12 COUNTY OR PARISH 13 STATE
43-013-31859 5918 GR DUCHESNE uT
16 Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data
NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFa PULL OR ALTER CASING D WATER SHUT-OFF D REPAIRING WELL D
FRACTURE TREAT D MULTIPLE COMPLETE D FRACTURE TREATMENT D ALTERING CASING D
SHOOT OR ACIDIZE D ABANDON* D SHOOTING OR ACIDIZING D ABANDONMENT* D
REPAIR WELL D I:l (OTHER) Mechanical Integrity Test [_]
(OTHER) D (Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

17 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

A mechanical integrity test (MIT) was performed on the subject well. The data demonstrated that positive wellbore integrity

exists. Find enclosed a copy of the workover report and MIT test data.

18 1 hereby certify that the f ing is t .
SIGNE TLE District Engineer

DATE 4/29/99
(This space for Federal or State office use)
APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL. IF ANY! ~
I D[t
S|
L W s U

* See Instructions On Reverse Side

-




Mechanical Integrity Test
Casing or Annulus Pressure Test

Inland Production Company
Rt. 3 Box 3630
Myton, UT 84052
435-646-3721

Witness: Roddie Bird

Test Conducted by: Roddie Bird

Date 12/ 9/ 98 Time 10:00 am/pm

Others Present: Gary Brinkerhoff

Well: Ashley Fed 9-1-9-15

Field: Ashley

Well Location: NE/SE Sec 1, T09S R16E

Well ID: U-74826

Company: iniand Production Co.

Address: RT 3 Box 3630 Myton UT 84052

Time

0 min

Test

1020 psig

5

10

15

20

25

30 min

1020

35

40

45

50

55

60 min

1020

Tubing press

0 psig

ReSUIt (circle) PaSS Fa“

Pass

Signature of Witness:

Roddie Bird

Signature of Person Conducting Test:

Roddie Bird




" DOGM Form 5
May 5, 1987

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING

5. LEASE DESIGNATION AND SERIAL NO.

UTU-74390
1 SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBAL NAME
(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir. N/A

Use "APPLICATION FOR PERMIT--" for such proposals.)

OIL GAS
WELL|X | WELL OTHER

7. UNIT AGREEMENT NAME

WEST POINT (GR RVR)

2. NAME OF OPERATOR 8. FARM OR LEASE NAME
INLAND PRODUCTION COMPANY NINE MILE 3-6
3. ADDRESS OF OPERATOR 9. WELL NO.
Route 3, Box 3630, Myton Utah 84052 3-6-9-16

(435-646-3721)

. LOCATION OF WELL (Report location clearly and in accordance with any State requirements. *

See also space 17 below.)
At surface

NE/NW 0663 FNL 1728 FWL

10 FIELD AND POOL. OR WILDCAT

UNDESIGNATED

11 SEC..T..R, M., OR BLK. AND
SURVEY OR AREA

NE/NW Section 6, T09S R16E

14 API NUMBER

15. ELEVATIONS (Show whether DF, RT, GR, etc.)

43-013-31816 5841 GL

12 COUNTY OR PARISH 13 STATE
DUCHESNE uT

16. Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data
NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFa PULL OR ALTER CASING I___] WATER SHUT-OFF D REPAIRING WELL
FRACTURE TREAT D MULTIPLE COMPLETE D FRACTURE TREATMENT D ALTERING CASING

SHOOT OR ACIDIZE D

REPAIR WELL

(OTHER) D

ABANDON* D
D D (OTHER)

SHOOTING OR ACIDIZING

D ABANDONMENT*

10O 0O 0

Mechanical Integrity Test

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

17 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

A mechanical integrity test (MIT) was performed on the subject well. The data demonstrated that positive wellbore integrity

exists. Find enclosed a copy of the workover report and MIT test data.

18 I hereby certify that the fg Iii Qi

LE District Engineer DATE

4/29/99

(This space for Federal or State office use)
APPROVED BY TITLE

DATE

CONDITIONS OF APPROVAL. IF ANY:

* See Instructions On Reverse Side

ECENVE

MAY

1w

DIV. OF OIL, GAS & MINING




® @
Mechanical Integrity Test
Casing or Annulus Pressure Test

Inland Production Company
Rt. 3 Box 3630
Myton, UT 84052
435-646-3721

Witness: None Date 3 / 17/ 99 Time 10:.00AM am pm
Test Conducted by: Rod Bird
Others Present: None

Well: Nine Mile 3-6-9-16 Field: west Point
Well Location: NE/NWSec6,T09S,R16E API No: 43-013-31816
Time Casing Pressure
0 min 1050 psig
5 1050 psig
10 1050 psig
15 1050 psig
20 1050 psig
25 1050 psig
30 min 1050 psig
35 1050 psig
40 1050 psig
45 1050 psig
50 1050 psig
55 1050 psig
60 min 1050 psig
Tubing pressure: 0 psig
Result: Pass Fail
Signature of Witness: Rod Bird

Signature of Person Conducting Test: Rod Bird
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ur# 79372 )Y/
é/ f /7”,,'4 ) RE_SOURCES INC.
55 DAILY WORKOVER REPORT
WELL NAME: Nine Mile 3-6-9-16 Report Date: 3-17-99 Day 03
Operation: MIT Rig: N/A
WELL STATUS
Surf Csg: @ Prod Csg: @ WT: Csg PBTD:
Tbg: Size: wt: Grd: Pkr/EOT @: ___ BP/Sand PBTD:
PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFi#tshots
CHRONOLOGICAL OPERATIONS
Date Work Performed: 17-Mar-99 SITP: SICP:

On 3-16-99 Dave Hackford with the DOGM was contacted and a time was set up to perform the M | T. On 3-17-99 the
casing was pressured up to 1050 psi with injection line and charted with no state representative present during test.
Casing was charted for 2 hours with no leak off. Bled pressure off casing and submitted chart.

| V BBL
Starting fluid load to be recovered: Starting oil rec to date:
Fluid lost/recovered today: Oil lost/recovered today:
Ending fluid to be recovered: Cum oil recovered:
IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:
TUBING DETAIL ROD DETAIL COSTS

N/A _ N/A

DAILY COST: $0
Workover Supervisor: Rod Bird TOTAL WELL COST: $0




f-\ Stat&®of Utah ®

) DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

1594 West North Temple, Suite 1210
Covernor PO Box 145801
Kathleen Clarke Salt Lake City, Utah 84114-5801
Executive Director § 801-538-5340
Lowell P. Braxton J 801-359-3940 (Fax)
Division Director § 801-538-7223 (TDD)

Michael O. Leavitt

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. 232-1

Operator: Inland Production Company
Well: Nine Mile 3-6
Location: Section 6, Township 9 South, Range 16 East,

County: Duchesne
API No.: 43-013-31816

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on
May 14, 1998.

2. Maximum Allowable Injection Pressure: 2054 psig

3. Maximum Allowable Injection Rate: (restricted by pressure
limitation)

4. Injection Interval: Green River Formation (4616 feet -
5780 feet)

Approved by: (/Z- /Q Qg /e /79

Jopn R. Baza Date
Adsociate Director, 0i} And Gas



& (June L’:‘90)

UNITED STATES
ENT OF THE INTERIOR
OF LAND MANAGEMENT

FORM 3160-5
DEP
BUR

Y4

-

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill or to deepen or reentry a different reservoir.

Use "APPLICATION FOR PERMIT -" for such proposals

FORM APPROVED

Budget Bureau No. 1004-0135
Expires: March 31, 1993
5. Lease Designation and Serial No.

UTU-74390

6. If Indian, Allottee or Tribe Name
NA

7. If Unit or CA, Agreement Designation
WEST POINT (GR RVR)

SUBMIT IN TRIPLICATE
1. Type of Well
Oil Gas
X Well Well Other

8. Well Name and No.
NINE MILE 3-6
9. API Well No.

2. Name of Operator

INLAND PRODUCTION COMPANY

43-013-31816
10. Field and Pool, or Exploratory Area

3. Address and Telephone No.

410 17TH STREET, SUITE 700, DENVER, COLORADO 80202 (303) 893-0102

UNDESIGNATED
11. County or Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

0663 FNL 1728 FWL NE/NW Section 6, T09S R16E

DUCHESNE COUNTY, UTAH

12.

CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION

TYPE OF ACTION

Abandonment
Recompletion

l: Notice of Intent
Subsequent Report
: Final Abandonment Notice

Plugging Back

Casing Repair

Altering Casing

Other Injection Conversion

Change of Plans

New Construction
Non-Routine Fracturing
Water Shut-Off
Conversion to Injection
Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLY STATUS REPORT FOR THE PERIOD OF 3/14/99 -

3/21/99

The above referenced well was converted from a producing oil well to a water injection well on 3/15/99. RDMO

took place 3/16/99. The well went on injection 3/19/99.

Attachments:
1. Daily Workover Report

U‘J

|A)’r[’ 41

DIV OF OIL, (AS & !

14. T hereby certify that the foregomg is true and correct

4
3/29/99 6 7"/

Signed Saa NN N A i Title Engineering Secretary Date
(This space for Federal or State office use)
Approved by Title Date

Conditions of approval, if any:

CC: UTAH DOGM

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statements or representations as to any matter within its jurisdiction.



RESOURCES INC,

Daily Workover Report

NINE MILE 3-6 Spud Date: 10/16/97

NE/NW Section 6, T09S R16E POP: 12/3/97

DUCHESNE Co., Utah TD: 5950

AP! # 43-013-31816 WO Rig: KES #51
3/16/99 PO: Injection Conversion. (Day 1)

3/17/99

Summary: 3/15/99 - TP: 0, CP: 0. MIRU KES #51. Pump 100 BW dn csg @ 250°F.
RD pumping unit. Unseat rod pump. Flush tbg & rods w/50 BW. Reseat rod pump
(stack out on rods). Fill tbg w/5 BW, pressure test tbg to 2000 psi. Unseat pump. TOH
& LD rod string & pump. Rods & pump looked good. ND wellhead. Release TA @
5330". NU BOP. TOH witbg. LD BHA. TIH w/4-3/4” bit & 5-1/2 scrapered to pbtd @
5786 (tbg top - left in hole from a previous job). TIH w/27 jts tbg redoping and torquing
each connection. SIFN.

DC: $3,199 TWC: $3,199

PO: Injection Conversion. (Day 2)

Summary: 3/16/98 — TP: 0, CP: 0. Con't TOH wi/tbg, breaking each connection &
applying Liquid O-ring to each pin. Tally tbg as pulled. LD bit & scraper. Drop 4 T-
chior bisquits down wellbore. TIH w/injection string as follows: 5-1/2" Arrowset 1-X
packer (w/wireline re-entry guide & hardened steel slips), SN, 144 jts 2-7/8 8rd 6.5# J-
55 tbg. ND BOP. Land tbg on flange. Pump 50 BW w/corrosion inhibitor & biocide dn
csg. PU on tbg & set pkr @ 4507' w/15" stretch. Land tbg w/15,000# tension w/SN top
@ 4503' & EOT @ 4511'. NU wellhead. Fill csg w/32 BW. Pressure test csg & packer
to 1225 psi. Lost 75 psiin 30 min. (@ 7:00 AM 3/16/99 after 14 hrs SICP is 1050 psi,
175 psi total loss). State DOGM declined opportunity to witness this MIT. RDMOSU.
Well ready for injection. NOTE: Top of fish @ 5786'". Fish is approx. 1-1/2 jts 2-7/8 8rd
6.5# J-55 thg & NC (est 41' total length).

DC: $9,838 TWC: $13,037



SEC
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~ JUL-16-98 WED 08:34 At INl‘ RESOURCES INC FAX NO. 4357@ 49 P. 02
WEST POINT UNIT WELL LISTING AS OF 7/13/98

T. 8 & 95, R. 1l6E
FIELD WELL NAME STATUS |API NUMBER
WEST POINT UNIT |MON FED #31-6Y PROD |W2OVAZ N (77 [ 20b0
WEST POINT UNIT |FED 32.86-09-16Y PROD |UD O\ 1l
WEST POINT UNIT |MON FED #42-6Y PROD [Apva=d ¥ | ) (117
WEST POINT UNIT |MON FED #43-6Y PROD |H420\2:=) 1 U0
WEST POINT UNIT |MON FED #33-6Y PROD |LUZ DAL 1192,
WEST POINT UNIT |FED 44.86-09-16Y PROD |0 =25\ /oD / 20b(,
WEST POINT UNIT |MON FED #23-7¥/ PROD |01\t 12019
WEST POINT UNIT |[MON FED #41-18Y PROD |4\’ \ 94|
WEST POINT UNIT |FED 31-18-9-16Y PROD ummﬂ‘j;}% |2 ,OL’
WEST POINT UNIT |FED 42-18-09-16% PROD |[HADOvz-\Nat) J2i2H
WEST POINT UNIT |MON FED 34-31-8-16 PROD |l O\ TS 120017
WEST POINT UNIT |MON FED 41-6-9-16Y PROD |1 2501224 VL 120l 3
WEST POINT UNIT |NINE MILE 3-6 PROD Ly ¥ (L O |2 aﬁﬁ/
WEST POINT UNIT |NINE MILE 11-6 PROD_[42D\ZAR\>H [r2 ”
WEST POINT UNIT [NINE MILE FEDERAL 15-6-9-16 | PROD Ll?j)\’b%}ﬂ() [2227]
WEST POINT UNIT |NINE MILE 6-7 prROD 22N 7o 229
WEST POINT UNIT |NINE MILE 10-7 PROD | L2 D\29Z\ M2 mgzsb
WEST POINT UNIT |NINE MILE FEDERAL 12-7-9-16 | PROD {42\ 2P\ 12293
WEST POINT UNIT |NINE MILE 4-6 PROD [HADIZHAS | 2282
WEST POINT UNIT |NINE MILE 5-6 PROD U2\ | 2239
WEST POINT UNIT [NINE MILE 13-6 PROD 12012290\ [229Y
WEST POINT UNIT_|[NINE MILE 6-6 PROD_[H20\>22A11T 1K 2239
WEST POINT UNIT [NINE MILE 5-7 PROD |V v~ 1 11 | 12291
WEST POINT UNIT |NINE MILE 7-7 PROD | U202 IMER | 12MA
WEST POINT UNIT |NINE MILE 15-7 PROD [H2eon2~2¥(0 | 12287
WEST POINT UNIT [NINE MILE 2-7 PROD U2V 2550\ \ 1220l
WEST POINT UNIT [NINE MILE 3-7 PROD |12\ H23010~ | {2313
WEST POINT UNIT [NINE MILE 4-7 PROD L\ﬂ)\?’:?,afo |2 |2%25
WEST-POINT-UNIT—ININE-MHIE-14-6 P8 A— RN 2 | LAY

WEST:POINT- (GR) UNIT ENTITY 12418 EFF 6-1-98.

Page 1



WEST POINT (GREEN RIVER) UNIT
Duchesne County, Utah

EFFECTIVE: JUNE 1, 1998

16E

UNIT OUTLINE (UTU77107X)

2,738.19 ACRES

SECONDARY
ALLOCATION

FEDERAL 100%



*~ PRODUCTION COMPANY

A Subsidiary of Inland Resources Inc.

October 3, 2000

State of Utah

Division of Oil, Gas & Mining

Attn: Dan Jarvis

1594 West North Temple - Suite 1210
P.O. Box 145801

Salt Lake City, Utah 84114-5801

RE: Step-Rate Test
Nine Mile 3-6-9-16
Unit: Westpoint

Dear Dan:

Find enclosed the Step-Rate Test (SRT) results for the subject well that was conducted on
September 22, 2000. Attached are the SRT graph and a copy of the test chart.

Inland is requesting that the Maximum Allowable Injection pressure be adjusted from
2054 psi to 1580 psi due to the results of the test. If you have any questions or require further
information you may contact me at (435) 646-3721.

Sincerely,
/—-ﬁ—""

Michael Guinn
District Engineer

cc: Roosevelt files
Denver files

Inland Production Company Field Office « Route 3. BOX 3630 ¢ Myton, LT 84052 ¢ 435-646-3721 » FAX 435-646-3031

Corporate Office » 410 Seventeenth Street. Suite 700« Denver, CO 80202 ¢ 303-803-0102 ¢ FAX 303-893-0103



FORM 9

STATE OF UTAH

DIVISION OF OIL, GAS, AND MINING 5. LEASE DESIGNATION AND SERIAL NO.
UTU-74390

1. SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBAL NAME

N/A

Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells.

Use "APPLICATION FOR PERMIT TO DRILL OR DEEPEN form for such proposals.

7. UNIT AGREEMENT NAME

oI GAS
WELL WELL OTHER WEST POINT (GR RVR)

2. NAME OF OPERATOR 8. WELL NAME and NUMBER
INLAND PRODUCTION COMPANY NINE MILE 3-6
3. ADDRESS AND TELEPHONE NUMBER 9 APINUMBER
Rt. 3 Box 3630, Myton Utah 84052 43-013-31816

435-646-3721
4. LOCATION OF WELL

10 FIELD AND POOL, OR WILDCAT

Footages 0663 FNL 1728 FWL UNDESIGNATED
QQ.SEC, T, R, M: NE/NW
ounty DUCHESNE
state UTAH
1. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA
NOTICE OF INTENT: SUBSEQUENT REPORT OF:
(Submit in Duplicate) (Submit Original Form Only)
DABANDON DNEW CONSTRUCTION DABANDON* DNEW CONSTRUCTION
DREPA[R CASING DPULL OR ALTER CASING DREPAIR CASING DPULL OR ALTER CASING
DCHANGE OF PLANS DRECOMPLETE DCHANGE OF PLANS DRECOMPLETE
DCONVERT TO INJECTION DREPERFORATE DCONVERT TO INJECTION DREPERFORATE
DFRACTURE TREAT OR ACIDIZE DVENT OR FLARE DFRACTURE TREAT OR ACIDIZE DVENT OR FLARE
DMULTIPLE COMPLETION DWATER SHUT OFF OTHER Step Rate Test
[ Joruer DATE WORK COMPLETED
Report results of Multiple Completion and Recompletions to different
reservoirs on WELL COMPLETION OR RECOMPLETION REPORT AND
LOG form.
*Must be accompanies by a cement verification report.

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface locations
and measured and true vertical depth for all markers and zones pertinent to this work.

A step rate test was conducted on the subject well on September 22, 2000. Resuits indicate that the formation fracture pressure is
1580 psi. Therefore, Inland is requesting that the MAIP be changed to 1580 psi.
Approved by the

Utah Division of
Oil, Gas and Minin%

pate OO L]
3 o . » ‘ A o L
NAME & SIGNATURE : TITLE  District Erggper. 10/3/00

Michael Guinn
(This space for State use only} ““

4/94 * See Instructions On Reverse Side




Nine Mile Ferderal 3-6-9-16
West Point Unit
Step Rate Test
July 1, 2003
1900 >
7z —
1800 s -
~, /
1700 A&
e
Py i
= —
£ 1600 y
[ i
5 7
0 //
$ 1500 s
o 7
e
1400 D —
i
/I
1300 Y 2
1200 Y T T T T Y
0 120 240 360 480 600 720
Rate (BPD)
Step Rateibedz Pressure‘gsi!
Start Pressure: 1215 psi 1
Instantaneous Shut In Pressure (ISIP): 1860 psi 2 60 1290
Top Perforation: 4616 feet 3 120 1350
Fracture pressure (Pfp): 1780 psi 4 240 1470
FG: 0.821 psi/ft 5 360 1590
6 480 1710
7 600 1810
8 720 1885
RECEIVED
JUL 0 3 2993

DIV. OF OIL, GAS & MINING
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FORM 9
STATE OFF UTAH
DIVISION OF OIL, GAS, AND MINING 5. LEASE DESIGNATION AND SERIAL NO.
UTU-74390
i SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN. ALLOTTEE OR TRIBAL NAME
Do not use this forny for proposals to drill new wells. deepen existing wells, or to reenter plugged and abandoned wells N/A

{ise "APPLICATION FOR PERMIT TO DRILL OR DEEPEN form for such proposals

ol GAS
WELL wiLL [ Jon X [Injection Well

7. UNIT AGREEMENT NAME

WEST POINT (GR RVR)

T NAME OF OPERATOR
INLAND PRODUCTION COMPANY

8  WELL NAME and NUMBER

NINE MILE 3-6

3 ADDRESS AND TELEPHONE NUMBER
Rt. 3 Box 3630, Myton Utah 84052
435-646-3721

9 API NUMBER
43-013-31816

4. LOCATION OF WELL

663 FNL 1728 FWL

FFootages

QQ. SEC.T. R\ NE/NW Section 6, T9S R16E

10 FIELD AND POOL. OR WILDCAT

MONUMENT BUTTE

county DUCHESNE
state UTAH

11 CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE. REPORT OR OTHER DATA

NOTICE OF INTENT:
(Submit in Duplicate)

NEW CONSTRUCTION

I:]/\BAND()N
DREI’AIR('ANI\(i
D(’HAN(EE OF PLANS

D(‘()NVFRT TOINJECTION

DFR»\(”I'I?RE TREAT OR ACIDIZE
|:|MULTH’I_I_: COMPLEYION
D()THER

EIP\ L1 OR ALTER CASING
|:| RECOMPLETE
DREPERFORA'I'E
D\'F_NT OR FLARLE

D WATER SHUT OFF

SUBSEQUENT REPORT OF:
{Submit Original Form Only)

DABAN[)()N*
DRIZPAIR CASING
D(‘H/\N(ii{ OF PLANS
D('().\‘\'IERT IO INJECTION
I___II‘R ACTURE TREAT OR ACIDIZE
-()'I'HliR

NEW CONSTRUCTION

PULL OR ALTER CASING

[ ]
L]
: RECOMPLETE
]
L]

REPERFORATE

VENT OR FLARE

Step Rate Test

DATE WORK COMPLETED

Report results of Multiple Completion and Recompletions to different
reservoirs on WELL COMPLETION OR RECOMPLETION REPORT AND
LOG form

#Must be accompanies by a cement verification report.

12

and measured and true verteal depth tor all markers and zones pettinent to this work

DLESCRIBE PROPOSED OR COMPIETED OPERATIONS. (Clearly state all pertinent details. and give pertinent dates. [f well is directionally drilled. give subsurface locations

changed to 1780 psi.
- Lo

to -

Yt

A step rate test was conducted on the subject well on July 1, 2003. Results from the test indicate that the fracture
gradient is .821 psi/ft. Therefore, Inland is requesting that the maximum allowable injection pressure (MAIP) be

13
.
NAME & SI(,;NA’I‘I'IP% TiTLE  Vice President of Operations DATE

Michael Guinn d

7/2/2003

(This space for State use onlv)

4:94 * See Instructions On Reverse Side

= papproved by the
Ug.gh Division of

Y SENT 10 OPERATOR

2= 2-0.3
T g ::,2

- | RECEIVED
UL 03 2003

DIV. OF OIL, GAS & MINING
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v

Nine Mile Ferderal 3-6-9-16
West Point Unit
Step Rate Test
July 1, 2003
1900
1800
1700
%*
£ 1600
2
>
»
o 1500
o
1400
1300
1200 f—————— . ~ — — .
0 120 240 360 480 600 720
Rate (BPD)
Step Rate(bpd) Pressure(psi)
Start Pressure: 1215 psi 1 30 125
Instantaneous Shut In Pressure (ISIP): 1860 psi 2 60 1290
Top Perforation: 4616 feet 3 120 1350
Fracture pressure (Pfp): 1780 psi 4 240 1470
FG: 0.821 psi/ft 5 360 1590
6 480 1710
7 600 1810
8 720 1885
RECEIVED
JUL 0 3 2003

DIV. OF OIL, GAS & MINING



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES 5 LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS AND MINING UTU77107X

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS

not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, ¢ 7. UNIT or CA AGREEMENT NAME:
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. WEST POINT UNIT

1. TYPE OF WELL: D . 8. WELL NAME and NUMBER:
OIL WELL GASWELL [[]  OTHER Iniection well NINE MILE 3.6

2. NAME OF OPERATOR: 9. API NUMBER:
Inland Production Company 4301331816
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:
Route 3 Box 3630 city Myton statTe UT zir 84052 435.646.3721 Monument Butte
4. LOCATION OF WELL:
FOOTAGES AT SURFACE: 0663 FNL 1728 FWL couNTY: Duchesne
OTR/OTR. SECTION. TOWNSHIP. RANGE. MERIDIAN:  NE/NW, 6, T9S, R16E sTatE:  Utah

1. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF ACTION
TYPE OF SUBMISSION TYPE OF ACTION
[] acoze [ peeeen [[] rEPERFORATE CURRENT FORMATION
[J NOTICE OF INTENT
(Submit in Duplicate) [] Avter casiNG [ rracrure Treat [] sipETRACK TO REPAIR WELL
Approximate date work wil! [] casing repaR [ new construcTiON [[] remporariTLY ABANDON
[ cuance To prREVIOUS PLANS [] oreraTor cHANGE [ TusiNG REpPaIR
[J cHanGE TUBING [] rruc anp aanpoN [] ventorFLaR
SUBSEQUENT REPORT |:] CHANGE WELL NAME E] PLUG BACK |:| WATER DISPOSAL
(Submit Original Form Only.
¥ ) [] cuance weLL sTATUS [] eropucTioN (starT/STOP) [J warter sHut-oFF
Date of Work Completion:
¢ o Work Lompletion [[] COMMINGLE PRODUCING FORMATIONS [ ] RECLAMATION OF WELL SITE [X] oTHER: -5 YEAR MIT
03/05/2004 [J convert weLL TYeE [C] RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

A 5 Year MIT was conducted on the subject well. On 3/3/04 Mr. Dennis Ingram w/State DOGM was notified of the intent to conduct a MIT
on the casing. On 3/4/04 the casing was pressured to 1235 w/no pressure loss charted in the 1/2 hour test. Mr. Dennis IngﬂE@ EWE D
witness the test.

MAR 0 8 2004

DIV. OF OIL, GAS & MINING

Accepted by the
Utah Division of

e Oil, Gas and Minin S
Date: (BB O, L-(\
mwggfm | By: LIM[ \)L\)
R m.-.:CEE*,. T — < \\

NAME (PLEASE Krisha Russell mre Production Clerk

SIGNATURE%S{'L’M)MJ , iMM,Q,M pare March 05,2004

(This space for State use only)




o o
Mechanical Integrity Test
Casing or Annulus Pressure Test

Inland Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721
Witness: W 7QA/’IT te 3 /4 / Time (0:00

Test Conducted\ by: .Ag\u_z/;

CEom

Others Present:

Well: A).ne M e Fepaesr 3-(-9-1L Well ID: 43-013-318iL
Field: Wesr it UniT Company: Ao
Well Location: Ne 1aw sec. ¢ -15-rILE Address:
Time Test
0 min 1235 psig
o [235
10 1235
15 1234
20 1239
25 235
30 min j235
35
40
45
50
55
60 min
Tubing press 17610) psig

ReSUIt {circle) D Fall
Signature of Witness: ZQW /% 7 D —

Signature of Person Conducting Test: ,%' )
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INSPECTION FORM 6 STATE OF UTAH
DIVISION OF OiL. GAS AND MINING

INJECTION WELL - PRESSURE TEST

well Name:/Jin /YWl Feo 3-4-9-/0 AP Number: Y3-0/3- 3/€74
atriatr: AV g f&g Section: é Township;__ 75 Range: 4E
Company Na 7 0 _HladucT v Gnn—7

Federal é//7ﬁ3 99 Indian

/Fee

Initial Conditions:

Tubing - Rate: 0. P Bfﬁ Pressure: /7(0 psi

Casing/Tubing Annulus - Pressure: /Q J5 psi

Conditions During Test:

Time (Minutes) Annulus Pressure Tubing Pressure

0 /238 /769

5 (235~ (760
10 1230 [ 760
15 /235 /60
20 1335 (760
25 /335 /76D
30 1925 [ 760

Results: Pass/Fail
Conditions After Test:
Tubing Pressure: __/ 2&2 psi
Casing/Tubing Annulus Pressure: 12‘3 r pji/é/

COMMENTS: 7»40%/ %M S P27
[0, S pr—

‘K'& iLw/LL

Operator Representative

T >




Corporations Section ‘

P.O.Box 13697
Austin, Texas 78711-3697

‘}eoffrey S. Connor

Secretary of State

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimony whereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

:

Secretary of State

Come visit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by: SOS-WEB



ARTICLES OF AMENDMENT I he Office cf the
TO THE gecretary of State of Texas
ARTICLES OF INCORPORATION \
" OF SEP 02 200%
INLAND PRODUCTION COMPANY :
Corporations Secton

“ Pursuant to the provisions of Article 4.04 of the Texas Business Corporation Act (the
“TBCA”), the undersigned corporation adopts the following articles of amendment to the articles
of incorporation:

ARTICLE | — Name
The name of the corporation is Inland Production Company.

ARTICLE 2 - Amcnded Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adopted by the shareholders of the corporation on August 27,2004,

The amendment alters or changes Article Oné of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shall read in its entirety as follows:

“ARTICLE ONE - The name of the corporation is Newfield Production Company.”
ARTICLE 3 - Effective Date of Filing
This document will become effective | ypon filing.
The holder of all of the shares outstanding and entitled to vote on said amendment has
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment, and

any written notice required has been given.

IN WITNESS WHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1* day of September, 2004.

INLAND RESOURCES INC.

by Slevarrs st Mg e’

Susan G. Riggs, Treasurer




UTSL- 15855 61052 73088 ’ 76561
071572A 16535 62848 73089 76787
065914 16539 63073B 73520A 76808
' 16544 63073D 74108 : 76813
17036 63073E 74805 76954 63073X
17424 630730 74806 76956 63098A
18048 64917 74807 77233 68528A
UTU- 18399 64379 74808 77234 72086A
19267 64380 74389 77235 ' 72613A
02458 26026A 64381 ' 74390 - 77337 73520X
03563 30096 64805 74391 77338 74477X
03563A 30103 64806 74392 77339 75023X
04493 31260 64917 74393 77357 76189X
05843 33992 65207 74398 77359 76331X
07978 34173 65210 74399 77365 76788X
09803 34346 65635 74400 77369 77098X
017439B 36442 65967 - 74404 77370 77107X
017985 36846 65969 74405 77546 77236X
017991 38411 65970 74406 77553 77376X
017992 38428 66184 74411 77554 78560X
018073 38429 66185 74805 78022 79485X
019222 38431 66191 74806 , 79013 79641X
020252 39713 67168 74826 79014 80207X
020252A 39714 67170 74827 79015 81307X
020254 40026 67208 74835 79016
020255 40652 67549 74868 79017
020309D 40894 67586 74869 79831
022684A 41377 67845 74870 79832
027345 44210 68105 74872 79833
034217A 44426 68548 74970 79831
035521 44430 68618 75036 79834
035521A 45431 69060 75037 80450
038797 47171 69061 75038 80915
058149 49092 69744 75039 81000
063597A 49430 70821 75075
075174 49950 v 72103 75078
096547 50376 72104 75089
096550 50385 72105 75090
50376 72106 75234
50750 72107 75238
10760 51081 72108 76239
11385 52013 73086 76240
13905 52018 73087 76241

15392 58546 73807 76560



» . J
Unitg States Department of thegterior % .

BUREAU OF LAND MANAGEMENT . TAKE Prioe*
Utah State Office INOMERICA
P.O. Box 45155
Salt Lake City, UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:

3106
(UT-924)
September 16, 2004
Memorandum
To: Vernal Field Office
From: Acting Chief, Brahch of Fluid Minerals
Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1. State of Texas Certificate of Registration

cc: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie Seare



dd/s £Lds £0ug 146.491 033044404

INLAND RESUURCES

. PAGE B2

STATE OF UTAH UIC FORM §
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

TRANSFER OF AUTHORITY TO INJECT

Well Name and Number APl Number
See Altached List
Location of Weli Field or Unit Name
See Attached List
Footage : County : Loase Designation and Number
QQ, Section, Township, Range: State: UTAMN

EFFECTIVE DATE OF TRANSFER: 9/1/2004

CURRENT OPERATOR

Company: intand Pl'OdUCﬁOn company

Name;  BrianHamis  ,/

Address: 1401 17th Street Sulte 1000 Signature: \
city Denver _state CO 2 80202 Title: Englnoerigg Tech.
Phone:  (303) 883-0102 Date: 9/15/2004
Comments;
NEW OPERATOR
Company: Newfield Production Company Name;  BiagHamis  ,/
Address: 1401 17th Strest Suite 1000 Signature: h’b #ﬂ A
clty Denver state CO 5 80202 Tithe: Engineering Teth.
Phone: ‘Date: 9/ 1 5/ 2004
Comments:
(This space for State uge only)

7
Transfer approved by:ﬁ W
Tite: A

Approval Date: 7 /% ’0 %

Commeml'W‘%; %&éd/& Cou*ﬂ“y M/{S witt f‘éﬁb&&‘l&, WA W;

(6/2009)

RECEIVED
SEP 2 0 204

DIV.OF OIL, G4s & MINING



Division of Oil, Gas and Mining ' l

ROUTING
OPERATOR CHANGE WORKSHEET 1. GLH
2. CDW
3. FILE
Change of Operator (Well Sold) Designation of Agent/Operator
X Operator Name Change Merger
The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company IN2695-Newfield Production Company
Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052
Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721
CA No. Unit: WEST POINT (GREEN RIVER)
WELL(S)
NAME SEC TWN RNGI|API NO ENTITY |LEASE |WELL |WELL
NO TYPE TYPE STATUS
NINE MILE 14-31 31 |080S|160E |4301332015 12418|Federal |WI A
WEST POINT 9-31-8-16 31 |080S|160E |4301332119 12418|Federal |WI A
WEST POINT U 12-5-9-16 05 |090S{160FE |4301331933 12418|Federal |OW P
NINE MILE 3-6 06 {090S|160E |4301331816 12418|Federal |WI A
NINE MILE 4-6 06 [090S{160E [4301331952 12418|Federal |OW P
NINE MILE 5-6-9-16 06 |090S]160E |4301331953 12418|Federal |WI A
NINE MILE 13-6-9-16 06 |[090S]160E |4301331954 12418}Federal |WI A
NINE MILE 15-6-9-16 06 |090S]160E |4301332010 12418|Federal |WI A
NINE MILE 2-7-9-16 07 |090S|160E [4301332011 12418{Federal |JOW P
NINE MILE 3-7-9-16 07 |[090S}160E [4301332012 12418|Federal |WI A
NINE MILE 4-7-9-16 07 ]090S|160E |4301332013 12418|Federal |OW P
NINE MILE 12-7-9-16 07 }090S}160E |4301332014 12418|Federal |OW P
WEST POINT 1-7-9-16 07 [090S}|160E |4301332210 12418|Federal |OW P
WEST POINT 8-7-9-16 07 |090S|160E [4301332211 12418|Federal |[OW P
WEST POINT 9-7-9-16 07 |090S}160FE [4301332212 12418|Federal |WI A
WEST POINT 3-8-9-16 08 |090S|160E |4301332207 12418|Federai |D PA
WEST POINT 4-8-9-16 08 |090S|160E |4301332208 12418|Federal |JOW P
WEST POINT 5-8-9-16 08 |090S|160E 4301332209 12418|Federal |OW P
WEST POINT 6-8-9-16 08 |090S|160E 14301332282 12418|Federal |OW P
WEST POINT 3-17-9-16 17 |090S]160E [4301332278 12418|Federal |JOW P
WEST POINT 4-17-9-16 17 |090S|160E [4301332280 12418|Federal |OW P
WEST POINT 5-17-9-16 17 |090S}160E |4301332281 12418|Federal |WI A
OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on:  9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. I NO, the operator was contacted contacted on:

Newfield Westpoint 2 FORM_4B.xls 3/2/2005




6a. (R649-9-2)Waste Management Plan has been received on: INPLACE
6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005
DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005
3. Bond information entered in RBDMS on: 2/28/2005
4. Fee/State wells attached to bond in RBDMS on: 2/28/2005
S. Injection Projects to new operator in RBDMS on: 2/28/2005
6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*
The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:

*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield Westpoint 2 FORM_4B.xls 3/2/2005



STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

5. LEASE DESIGNATION AND SERIAL NUMBER:
UTU74390

SUNDRY NOTICES AND REPORTS ON WELLS

> not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells,

to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7. UNIT or CA AGREEMENT NAME:
WEST POINT UNIT

1. TYPE OF WELL:

8. WELL NAME and NUMBER:

oiLWELL[]  GASWELL[]] OTHER Injection well NINE MILE 3.6
2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 4301331816
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:
Route 3 Box 3630 ciry_Myton state UT zip 84052 435.646.3721 Monument Butte

4. LOCATION OF WELL:
FOOTAGES AT SURFACE:

0663 FNL 1728 FWL

OTR/OTR. SECTION. TOWNSHIP, RANGE. MERIDIAN. NE/NW, 6, T9S, R16E

counTy: Duchesne

staTE:  Utah

1, CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION

TYPE OF ACTION

SubDate
TYPE OF ACTION

[0 NOTICE OF INTENT
{Submit in Duplicate)

Approximate date work will

SUBSEQUENT REPORT
(Submit Original Form Only)

Date of Work Completion:

03/06/2006

[ acimze

[} ALTER casiNG

[ casinG Repar

[] cuaNGE TO PREVIOUS PLANS

[[] cuaNGE TUBING

[J cHANGE WELL NAME

[[] cHANGE WELL STATUS

[[] COMMINGLE PRODUCING FORMATIONS

[] converT weLL TYPE

[] peeren

] rracture TREAT

[[] wew constrRUCTION

[] operATOR CHANGE

[ pLuc anp aBaNDON

[] rrucsack

] PrODUCTION (START/STOP)
[ rECLAMATION OF WELL SITE

D RECOMPLETE - DIFFERENT FORMATION

[[] REPERFORATE CURRENT FORMATION
[ siwerrAcK TO REPAIR WELL

[] TemporARITLY ABANDON

] TusING REPAIR

[] venToRFLAR

[] waTER DISPOSAL

[ water snut-oFF

E OTHER: - Step Rate Test

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

A step rate test was conducted on the subject well on February 15, 2006. The parting pressure was not reached during the test.
Therefore, Newfield is requesting that the the maximum allowable injection pressure (MAIP) be changed to the highest pressure

achieved or 2015 psi.

B

- ‘16//;00(0

REQUEST DENIED
Utah Division of
Oil, Gas 2—a\nd Mining

NAME (PLEASE PRINT)

Cheyenne Batemen

TITLE

Well Analyst Foreman

SIGNATURE

chseC g

pate 03/06/2006

(This space for State use only)



Nine Mile 3-6-9-16
West Point Unit
“Step Rate Test
February 15, 2006
2200
2100
_~
2000 (/’/
-a /
g —_
£ 1900 =
§ %
1800 —
//
1700 +—
1600 L] L] | J L] L) LJ 1 L 1 v L) LJ
0 50 100 150 200 250 300 350 400 450 500 550 600
Rate (BPD)
Step Rate?bgdz PressuresEsiz
Start Pressure: 1690 psi 1
Instantaneous Shut In Pressure (ISIP): 2000 psi 2 100 1770
Top Perforation: 4616 feet 3 150 18056
Fracture pressure (Pfp): NA psi 4 200 1840
FG: NA psifft 5 250 1885
6 300 1915
7 350 1950
8 400 1980
9 450 2015






04/06/2886 15:52 4356463031 INLAND PAGE B2

i

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES A : :
DIVISION OF OIL, GAS AND MINING fanitsvad TION AND SERIAL NUMBER:

6. IF INDIAN, ALLOTTER OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS

 not use this form for proponis to dsill aew wells, significandy mmm-wwmmwommmmww-.

7. UNIT o CA AGREEMBNT NAME;

1 dell horiaontal Interwls, Uta APPLICATION *OR PERMIT TO DRILL Soem for such propomls, WEST POINT UNTT
1. TYTE R WELL: ) S, WELL NAME md NUMBER:
onWetL[J] GASWELL[J] OTHER Inisction well NINE MILE 36
1. NAME OF OPERATOR; 3. APUNUMBER:
NEWFIELD PRODUCTION COMPANY 4301331816
2. ADDRESS Df OPERATOR: PHONE NUMBER 10, FTELD AND POCL, OR WILDCAT:
Routte 3 Box 3630 cary Myten state UT e 84052 435,646.3721 ‘Monument Butts
"3, LOCATION OF WELL:
POOTAGES AT SURPACE: 0663 FNL 1728 FWL county; Duchesne
OTR/OTR. SECTION, TOWNSHIP. RANOE, MERIDIAN:  NE/NW, 6, T9S, RI6E ) state;  Utsh

“

n CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF ACTION _ SubDate

TYPE OF SUBMISSION TYPE OF ACTION
T [J nomiceoF O acwes [ peseen ] RETERFURATE CURRENT FORMATION
(Submit o Pupticnes) [ arexcasme [ macnmetRear . [ smemAcK To rAm WL
Aporocimans dea warik wil [ casmwarepam [ vew coneTRUCTION ] mevrorarrTry ABANDON
] evcetorrEvIOUS PLAMNE [J oemraTOR CHANGE ] rusevc aepam
O crancs rane [ reuo amt anavvon O verorrar
SUBSEQUENT REPORT O ettance waLL NaMB [J nusnacx [] waTerDisvosAL
(el Orpina Form Onir [] cuance wew, sTaTus 0] rroouction sTARTISTOR) [ warerssurore
Datn of Work Coploien: [ cOMMNGLEPRODUCNGFORMATIONS [ RECLAMATION OF WEKL SITE OTHRER: « ep Ruto Teat
0316/2006 — |0 convmrwerirves [ mscovseTe . oovweanT parmaTION

12. DESCRIBE PROPOSED OR COMFLETED OPERATIONS, Cloarly shew all pertinent details including datcs, depths, volumes, ctc.

A step rate test was conducted on the subject well an February 15, 2008. The parting pressure was not reached during the test,
Therefore, Newfield ia requesting that the the maximum allowable injection pressure (MAIP) be changad to the highest pressure
achieved or 2015 psi.

NAME (PLEASE pROvT)__ Cheverme Batcmen roreg Well Anglyst Forcman
ﬂme pate_ 030612006
(This spoce for Stwe uga anly) .

- RECEIVED

APR 0 6 2006
DIV. OF OIL, GAS & MINING



B4/06/ 2686

15:52

4356463431

INLAND PAGE B3
Nine Mile 3-8-9-16
Waest Point Unit
Step Rate Tost
February 15, 2006
2200
2100 ,
L. . P
2 e - .
1900
1800 —

L

1700
1600  J L L | L2 L L L J L] | |
0 50 100 150 200 250 300 350 400 450 500 550 600
Rate (BPD)
Ste| Rate(bpd) Pressure(psi
Start Pressure! 1690 psi
Instantaneous Shut In Pressure (ISIP): 2000 psi 2 100 1770
Top Perforatiaon: 4616 feet 3 1580 1805
Fracture pressure (Pfp): NA psi 4 200 1840
FG: NA psifft 5 250 1885
8 300 1915
7 360 1950
8 400 1980 —_—
9 450 2015

RECEIVED
APR 06 2006
DIV. OF OIL, GAS & MINING



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

5. LEASE DESIGNATION AND SERIAL NUMBER:
U-74390

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7. UNIT or CA AGREEMENT NAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. WEST POINT UNIT
1. TYPE OF WELL: 8. WELL NAME and NUMBER:
OIL WELL E GAS WELL D OTHER NINE MILE 3 &
2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 4301331816
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:
Route 3 Box 3630 cIty Myton sTATE UT zir 84052 435.646.3721 MONUMENT BUTTE

4. LOCATION OF WELL:
FOOTAGES AT SURFACE: 663 FNL 1728 FWL

OTR/OTR SECTION. TOWNSHIP. RANGE. MERIDIAN:  NENW, 6, T9S, R16E

county: DUCHESNE

STATE.  UT

" CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

[] acioize

[ auter castng

] oeeeen

O NOTICE OF INTENT
[ rracrure TrREAT

(Submit in Duplicate)

[ casingrerar ] wew construcTION

Approximate date work will

[ cuance To PrEVIOUS PLANS [] opEraTOR cHANGE

[ cuance TuBING [J pLuc anp aBANDON

] cHanGE WELL NAME [ rLucsack

[X] SUBSEOUENT REPORT

(Submit Original Form Only)

[0 cuanGE wELL sTATUS [J eropucTioN (sTARTISTOP)

Date of Work Completion:

[[] coMMmNGLE PRODUCING FORMATIONS D RECLAMATION OF WELL SITE

08/09/2006 ] convert weLL TYPE

[0 RECOMPLETE - DIFFERENT FORMATION

[[] RePERFORATE CURRENT FORMATION
[[] SIDETRACK TO REPAIR WELL

[C] TemporARITLY ABANDON

] TueiNGrEPAIR

[ venrorFLar

] water DisposAL

[] warter suur-oFF

[X] OTHER: - Step Rate Test

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
A step rate test was conducted on the subject well on June 19, 2006. Resuits from the test indicate that the fracture gradient is .855

40

psi/fft. Therefore, Newfield is requesting that the maximum allowable injection pressure (MAIP) be changed to 1940 psi.

= ppproved by the
Utah Dwizion Qf
Oil, Gzs and Mning

G

. TDPEENLIQ
Dames .

laislss

NAME (PLEASE PRINT) Cheyenne Bateman

it Well Analyst Foreman

S pEF—

SIGNATURE, paTe  08/09/2006

(This space for State use only)

RECE!VED
AUG 1 1 2008

DIV OF OIL, Gas &MINING




Nine Mile Federal 3-6-9-16
West Point Unit
Step Rate Test
June 19, 2006

2100
//
// —
2000 //
/
s
//
1900 =
D /
Qo /
° /
£ 1800 A
a /"
7]
o yd
o 7’
1700 —
o
Z
1600 ——
1 500  § v L v v L] L] 1
0 100 200 300 400 500 600 700 800 900
Rate (BPD)
Step Rateébed! PressuresEsi!
Start Pressure: 1590 psi 1 1
Instantaneous Shut In Pressure (ISIP): 1970 psi 2 200 1725
Top Perforation: 4616 feet 3 300 1805
Fracture pressure (Pfp): 1940 psi 4 400 1895
FG: 0.855 psilft 5 500 1950
6 600 1980
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STATE OF UTAlH

DEPARTMENT Of NATURAL RESOURCES

DIVISION OF OIL, GA$ A

ND MINING

5, 1.EASE DESIGNATION AND SERIAL, NUMRFR;
USA UTU-74390

SUNDRY NOTICES AND REPORTS ON WELLS

Do notvae this form for proposnis to dnilt new wells, significanty deepen cuisting|wells below cumrent bettamehola depth, reumter plugged

fi, TF INDIAN, ALLOTTLE OR TRIBE NAME:

7. UNIT or CA AGRUEMENT NAME:

swells, e 1 deill borizomat laterals, Use APPLICATION FOR PERMIT TO DRILY, frrm for such proposals. WEST FOINT UNIT
T, TVP OF WELL; 3. WELL NAME md NUMBGR:;
onwetk] casweLcd  omwmr NINE MILE 36
2. NAME OF OPERATOR: %. AM'NUMBER:
NEWTIE N COMPANY 4301331816
3 ADDRESS OF OPERATOR: PHONE NUMBFR 10, PIELD AND POOR., OR WILDCAT
Route 3 Box 3630 _ormy_Myten sTAtE LT _Zr 84052 435,646,373 1 MONUMENT RUTTE

4. LOCATION OF WFLL!

FOOTAGES AT SURFACE: 663 FNL. 1728 FWL

OTR/YTR. SECTION. TOWNSHIP. RANGE. MERTDIAN:  NENW. 6, T9S. R16E

couNTY: DUCHESNE

STATE uT

1),

CHECK APPROPRIATE BOXES TO IND!

CATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION

TYPE OF ACTION

O ~Nomiceor intenT
(Submit in Duplicae)

Approsimals dan work witl

0 susseoueNT REPORT
(Svbmit Originet Form Only)

Dore of Work Completion;

02/04/2009

O rcome

3 Aurer casmig

O casnv remam

[J crangrro prEVIOUS PLANS

[ cnancerummve

] omance wers name

[J cxinvor woLstatus

[ coMMINGLE TROBIICING FORMATIONS

[ converr wrry rvee

7] meeeen

O mracrura mear

T wew congrrucnon

O ormravar cnaves

] sLocann ananon

O rwonacx

[ #ropuemon stararstom
[ rectamamion or were, srre

[J recomm.ers . orrermt oRMATION

] rererroraTe cuRRENT RORMATION
[ smemrack o rgpam woty

(] memporarrTLy ABANDON

[ rommareram

[ vewtorecan

2] watsroisrosar

[0 warer ssurom

E] oner - fivavesrser

12. DESCRIRE PROPOSED OR COMPUETED OPERATIONS. Cleatly show alf pertinent details including dates, dopths, volumes, ote.

On 2/2/09 Dennis Ingram with the State of Utah (DOGM) was contacted conceming the MIT on the above listed well, Permission was
given at this time to perform the test an 2/4/09. On 2/4/08 the ¢csg was pressured to 1210 psig and charted for 30 minutes with no
pressure loss. The well was injecting during the test with a thg pressure of 1817 psig. There was a State representative avsilable to

witness the test.

{Dennis Ingram) API# 43-013.31816

epted bY the
Qlct:hpD'wisxon of

d Mining

Trme_ Production Clerk

NAME {PLEASE PRINT). Callic Rosz
-
SIGNATURE,

{Thix xpande far Siate 1182 onty)

aare 00/05/2009

COPY SENT TO OFERATOR
Date:_2-“/]- 2009

initials: )25

RECEIVED
FEB 10 2009
DIV. OF OIL, GAS & MINING



PR SReT

Witness:

Mechanical Integrity Test
Casing or Annulus Pressure Test

Inland Production Company
Rt. 3 Bex 3630

Date Z/<{/ 99

Test Conducted by: % D ons me,k/,

Others Present:

Myton, UT 84052
43-5-646 -3721

Well: 3-C-9-/¢

Well Location: 3 ne juw se. ¢ 45 2iE.
VVCL(Snc (aop'f‘( UT)\LF '

Field: //V]p/uwwz/u{“ BUﬁLQ

API No: ‘{5—&/5 -3/51 L

—

Time Casing Pressure
0 min |20 psig
5 1210 psig
10 [210 psig
15 [Z10 psig-
20 1210 psig
25 (210 psig
30 min gie psig
| _3"5'N ' psig
40 psig
45 psig
50 psig
55 psig
60 min psig
Tubin-g pressure: }é / ‘7 psig
Resu It: Fail

Signature of Wltness //A’M’k/ /)%

- Signature of Person Conducnng Tést //// N

Time Z'ad @mpm
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Sundry Nunber: 46754 APl Well Nunber: 43013318160000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING

FORM 9

5.LEASE DESIGNATION AND SERIAL NUMBER:
UTU-74390

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7.UNIT or CA AGREEMENT NAME:
GMBU (GRRV)

1. TYPE OF WELL
Water Injection Well

8. WELL NAME and NUMBER:
NINE MILE 3-6

2. NAME OF OPERATOR:
NEWFIELD PRODUCTION COMPANY

9. API NUMBER:
43013318160000

3. ADDRESS OF OPERATOR:
Rt 3 Box 3630 , Myton, UT, 84052

PHONE NUMBER:
435 646-4825 Ext

9. FIELD and POOL or WILDCAT:
MONUMENT BUTTE

4. LOCATION OF WELL
FOOTAGES AT SURFACE:
0663 FNL 1728 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
Qtr/Qtr: NENW Section: 06 Township: 09.0S Range: 16.0E Meridian: S

COUNTY:
DUCHESNE

STATE:
UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

l:‘ ACIDIZE

l:‘ CHANGE TO PREVIOUS PLANS

l:‘ ALTER CASING

l:‘ NOTICE OF INTENT

- . I:‘ CHANGE TUBING
Approximate date work will start:

l:‘ CHANGE WELL STATUS l:‘ COMMINGLE PRODUCING FORMATIONS

'U‘( SUBSEQUENT REPORT

Date of Work Completion: l:‘ DEEPEN l:‘ FRACTURE TREAT
l:‘ OPERATOR CHANGE l:‘ PLUG AND ABANDON
1 spub rerorT [ propucTion START OR RESUME L recLamaTiON OF WELL SITE
Date of Spud:
l:‘ REPERFORATE CURRENT FORMATION l:‘ SIDETRACK TO REPAIR WELL

l:‘ TUBING REPAIR l:‘ VENT OR FLARE

l:‘ DRILLING REPORT

Report Date: l:‘ SI TA STATUS EXTENSION

J OTHER

l:‘ WATER SHUTOFF

l:‘ WILDCAT WELL DETERMINATION

|:| CASING REPAIR

D CHANGE WELL NAME

|:| CONVERT WELL TYPE

|:| NEW CONSTRUCTION

D PLUG BACK

|:| RECOMPLETE DIFFERENT FORMATION
|:| TEMPORARY ABANDON

D WATER DISPOSAL

|:| APD EXTENSION

OTHER: |5 YR MIT |

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 01/02/2014 Chris Jensen with the State of Utah DOGM was
contacted concerning the 5 Year MIT on the above listed well. On
01/07/2014 the casing was pressured up to 1272 psig and charted for
30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 1946 psig during the test. There was not
a State representative available to witness the test.

Accepted by the
Utah Division of
Qil, Gas and Mining

By: N

NAME (PLEASE PRINT)
Lucy Chavez-Naupoto

PHONE NUMBER
435 646-4874

TITLE
Water Services Technician

SIGNATURE
N/A

DATE
1/9/2014

RECEI VED: Jan.

09, 2014




Sundry Nunber: 46754 APl Well Nunber: 43013318160000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630
Myton, UT 84052
435-646-3721

Witness: Date / / )/ i/ Time_c7,/3 657 pm
Test Conducted by: ,4,» 2,99 //(_‘r';&za//
Others Present: )

B L X

Well Location: 2z /0w 5:c.6,745, R I6E APl No: 43v12-3 576
‘Dp’wfﬁ"ic_ &cw%?f / ﬂ/?iA

Time Casing Pressure
0 min 1244 psig
5 (249 __ psig
10 (290 psig
15 1299 psig
20 27/ psig
25 (2 psig
30 min /22 psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig
Tubing pressure: /54t psig
Result:  (Pass) Fail

Signature of Witness: s
Signature of Person Conducting Test:%é-« ﬁh/ /
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Spud Date: 10/16/97
Put on Production: 12/3/97
GL: 5841° KB: 5853°

Nine Mile 3-6-9-16

Initial Production: 52 BOPD,
81 MCFPD, 12 BWPD

Injection Wellbore
Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8” 11/21/97 5770°-5780°  Frac CP sand as follows:
GRADE: 1-55 95,3004 of 20/40 sd in 504 bbls

Delta Frac. Treated @ avg rate 28 bpm,
WEIGHT:24# avg press 2110 psi. Breakdown @ 3618
LENGTH: psi. ISIP-2612 psi, S-min 2117 psi.

DEPTHLANDED: 282.12’ GL
HOLE SIZE:12-1/4”
CEMENT DATA: 120 sxs Premium cmt, est ? bbls to surf.

11/23/97 5202°-5206°

Flowback for 3 hrs & died.

Frac B sand as follows: 95,300#
of 20/40 sd in 492 bbls Delta Frac.
Breakdown @ 3401 psi. Treated @ avg
rate of 26.4 BPM, avg press 2250 psi.

ISIP-2060 psi, 5-min 1866 psi. Flowback
on 12/64” ck for 4 hrs & died.
11/26/97  4897°-4904’ Frac D sand as follows:

95,300# 20/40 sand in 501 bbls Delta
Frac. Breakdown @ 2095 psi. Treated
wfavg press of 2090 psi w/avg rate of

BRODUCTION CASING 25.9BPM. ISIP- 2611 psi, 5 min 2496
CSG SIZE: 5-1/2” psi. Flowback on 12/64” ck for 3-1/2 hrs
GRADE: J-55 & died.

WEIGHT: 15.5# 11/29/97 4616°-4625 Frac PB sand as follows:

95,300# 20/40 sand in 479 bbls of Delta
Frac. Breakdown @ 2316 psi. Treated
@ avg press of 2210 psi w/avg rate of
26BPM. ISIP-2762 psi, S min 2551

LENGTH: 138 jts. (5931°)
DEPTH LANDED: 5944’

HOLE SIZE: 7-7/8" psi. Flowback on 12/64” ck for 2 hrs &
CEMENT DATA: 380 sks Hibond mixed & 335 sks thixotropic died.
CEMENT TOP AT: 2/4/09 § Year MIT completed and submitted,

TUBING

SIZE/GRADE/WT.: 2-7/8"/1-55 / 6.5#
NO. OF JOINTS: 144 jts

PACKER: 4507 KB

TOTAL STRING LENGTH: 4511’

SN LANDED: 4503’ KB

Packer @ 4507"

c 4616°-25’ PB

JI— 10
R} |

"~ 4897°- 4904’ D

101
I

=T 5202°-06’ B

I

PERFORATION RECORD

11/19/97  5770°-5775° 4 JSPF 20 holes
11/19/97  5778°-5780 4 JSPF 8 holes

11/22/97  5202°-5206" 4 JSPF 16 holes
. 11/25/97  4897°-4904° 4 JSPF 28 holes
=== 5770°- 75" CP 11/27/97  4616’-4625" 4 JSPF 36 holes

C 5778- 80° CP

i

AL
10

™~"—A | Fish Top @ 5786’ (1-1/2 jts. 2-7/8” 155 tbg & NC, est 41" total length)

SN @ 4503" KB

NEWEFIELD : PBTD @ 5904’ KB

TD @ 5950°

Nine Mile #3-6

663 FNL 1728 FWL

NENW Section 6-T9S-R16E
Duchesne Co, Utah

API #43-013-31816; Lease #UTU-74390 CR2/5/09
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